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inginer
Facultatea de Electronică şi Telecomunicaţii
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Hardware Algorithms
for Tile-Based Real-Time Rendering

Dan Crişu

Abstract

I
n this dissertation, we present the GRAphics AcceLerator (GRAAL)
framework for developing embedded tile-based rasterization hardware for
mobile devices, meant to accelerate real-time 3-D graphics (OpenGL com-

pliant) applications. The goal of the framework is a low-cost, low-power, high-
performance design that delivers good image quality. We focus on several key
problem areas in tile-based rasterization, such as: rasterization and triangle
traversal, antialiasing, and geometrical primitive list sorting. We present an
original triangle traversal hardware algorithm implementation, composed of a
systolic primitive scan-conversion subsystem and a logic-enhanced memory
subsystem, able to deliver4 pixel positions per clock cycle in a very advan-
tageous spatial pattern, exploited to reduce the power consumption and in-
crease the throughput, to the pixel processing pipelines for rasterization. Area-
sampling antialiasing is achieved with a pixel-coverage mask generation algo-
rithm that reduces the mask storage costs by exploiting the quadrant symmetry
property when deriving on the fly, via computationally inexpensive operations,
the required coverage masks. The costs are reduced by an order of magni-
tude and the image quality, i.e., coverage mask accuracy, almost doubles when
compared to prior state-of-the-art implementations. At the front end of the
rasterization process, as the host processor needs to be able to process differ-
ent other system tasks in a system-on-chip embedded architecture, we propose
a novel and efficient hardware primitive list sorting algorithm that lowers on
the one hand the effort of the host processor required to generate theprimi-
tive tiling lists and reduces on the other hand the external memory traffic. For
an implementation footprint similar to an8KB SRAM memory macro, the
number of the instructions on the host processor for tiling list generation was
lowered by4–9× and the memory cost by3–6×, for our embedded bench-
mark suite GraalBench, when compared to the software driver implementation
alone. Our estimations indicate that the GRAAL design, clocked at a frequency
of 200MHz, can sustain a rendering and fill rate of2.4 million triangles/s and
460 million pixels/s for typical 3-D graphics scenes.
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Chapter 1

Introduction

O
nly a decade ago, at the turn of the millennium, the simple idea of
having interactive mobile 3D graphics sounded far fetched. Mobile
devices had to manage battery life thus imposing a limit on system

performance. Thermal considerations also applied, due to small device foot-
prints heat evacuation was difficult, and cooling systems available in desktop
systems were unfeasible, therefore limiting again the performance that could
be achieved. As a result, mobile devices were struggling with slow CPUs, little
memory capacity and small monochrome displays.

Fast forward a few years. The unrelenting march of Moore’s law [45]made
yet again the electronic circuits exponentially faster and smaller, with more
number-crunching power in CPUs and larger accommodating memories. Not
so much so, the battery life has increased only linearly. However, the most
important enabler for mobile graphics has been the fast improvement of display
technologies [76]. That development was first fueled by the demand from
digital cameras, though now the greatest demand comes from mobile phones.
A typical mobile phone around year 2000 had an84 × 84 1-bit monochrome
display, refreshed a few times per second, but in2011 24-bit RGB displays are
becoming the norm, with typical display resolutions around320× 240 pixels,
refreshed30 times per second.

The driver for graphics technology development on mobile devices seemsto be
the interactive entertainment, especially gaming, markets. In [18] the results
of a study in worldwide revenue in the entertainment sector were presented.
This economic study indicated that the video gaming industry was going to
be the main driving force in the entertainment sector by 2009, replacing the
role of non-interactive entertainment like films and music. The total world-

1
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wide revenue in the video game industry in 2009 was $57 billion, in 2011 was
$74 billion, and projected to reach a staggering $115 billion by 2015 (mostly
due to mobile gaming), with a growth at an annual rate of almost13% [72].
More importantly, these studies showed a considerable increase in the total
revenue for wireless gaming on mobile terminals growing from $281 million
in 2004 [18] to $5 billion in 2011 [72], which evaluated to be a50% annual
increase. By now these figures have been materialized by three major players
that are involved in mobile gaming devices: Sony, Nintendo, and Apple, of
which the first has sold60 million devices (PSP) as of March 2010, the second
has sold128 million devices (Nintendo DS) as of March 2010, and the last37
million devices (iPhone) as of March 2012 [1]. These figures clearly show an
increasing market for mobile gaming platforms.

Driven by commercial interest in mobile gaming, the request for increasingly
fast, graphics-rich, user-friendly interfaces and entertainment environments
has triggered the introduction of a new field in research that provides an in-
triguing design challenge for system engineers. In the traditional computer
gaming industry the system solutions that enable computer graphics are usu-
ally realized with maximum performance in mind, resulting in the range of
power consuming graphics cards available for personal computers today. This
is in contrast to the field of mobile graphics, where power consumption, mem-
ory bandwidth, and assembly cost are three important additional design criteria
used to evaluate possible system solutions. Therefore, implementing graph-
ics acceleration on mobile devices is a field of particular interest, and two
APIs (Application Programming Interfaces) were soon ready to emerge: 1)
M3G [76], or Mobile 3D Graphics API, written to accelerate graphical ap-
plications written in Java, which is the most common programming language
used to write mobile applications, and 2) OpenGL ES [48], the mobile counter-
part of OpenGL [80], the widespread industry standard for computer graphics.
Very quickly afterwards, embedded solutions for computer graphics meant to
accelerate the afore-mentioned APIs were announced by Imagination Tech-
nologies (PowerVR), ATI, BitBoys, ARM (Falanx), Mitsubishi, NVidia, Sony,
and Toshiba [76].

In this line of reasoning, in this thesis, we present a framework for developing
embedded rasterizationhardwarefor mobile devices. In particular, within this
framework, we propose a novel design for an embeddedtile-basedrasterizer
called GRAphics AcceLerator (GRAAL). GRAAL is an OpenGL compliant
rasterizer to be used in a tile-based rasterization scenario, designed to below-
cost, potentially low-power, having relatively high-performance, and deliver-
ing good quality image results. The merits of the proposed implementation are
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assessed within our design framework.

For details onsoftwareaspects of GRAAL, i.e., the software driver stack to be
run on the host processor to facilitate the communication with the hardware
rasterizer, the reader is referred to Antochi’s PhD thesis [9], which was carried
out within the same project framework and in the same time frame. The present
thesis and thesis [9] are complementary, reflecting the synergistic nature of
modern complex systems.

In this introductory chapter, we highlight the initial requirements and free-
dom degrees of our research activity, that define the dissertation scope. We
especially raise three fundamental research questions that are to be answered
throughout the presentation. The chapter is organized as follows. The prob-
lem overview and the dissertation scope are presented in Section 1.1. The
terminology used throughout this thesis is addressed in Section 1.2. The main
contributions of this dissertation are enumerated in Section 1.3. Section 1.4
completes the chapter with an overview of the thesis.

1.1 Problem Overview and Dissertation Scope

Along the years a significant amount of work has been carried out to tackle
power/performance/bandwidth design objectives at the same time. With the
advent of ULSI (Ultra Large Scale Integration), several system modules could
be integrated on a single SoC (System On Chip), with the communication be-
tween these modules being done via a small on-chip connection, usually a
bus, instead of a longer off-chip connection. An example of an on-chip bus
is the AMBA system bus [11] especially created for use in conjunction with
ARM processing cores. Consequently performance is increased, and power
consumption and assembly costs are reduced.

A critical component for any graphics system is the framebuffer, a region of
memory that contains the color information for every pixel on the display for a
certain frame, effectively holding the desired image to display. This memory is
read pixel by pixel by the scan converter in order to display the resulting image
on a raster device. The computer graphics process is responsible for generat-
ing the contents of the framebuffer before it can be displayed. Most computer
graphics hardware (and software) is optimized for processing triangles, be-
cause it simplifies the computations and because every object can ultimately
be represented by triangle meshes [4][40].

During the last stage of the graphics process, the rasterization stage, theabove
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mentioned framebuffer is continuously filled with color values corresponding
to triangles that are to be displayed on the screen. The rasterization is per-
formed triangle by triangle, and for each triangle it results in color and depth
values to be stored in the framebuffer. The depth value is used to determine
which triangle is in front. Some computed colors will ultimately be replaced
by the colors of another triangle and some colors will be blended with a new
color in order to generate a final color value. The new color could be read by
sampling a texture stored in a region of memory as well. It is important to ob-
serve in this process that the framebuffer is also frequently accessed toretrieve
previously computed color (and especially depth) values during rasterization.

Unfortunately, even for small displays such as those widely used in mobile de-
vices, a large amount of data is required to be stored in the framebuffer. For
example, a640×480 size display already requires a framebuffer of over1MB.
If the buffer would be implemented on chip using SRAM (Static RAM), each
bit cell would take6 transistors, with huge area implications. The same buffer
could be implemented with fewer transistors using eDRAM (embedded Dy-
namic RAM), but the stacked or trenched capacitor that would accompany the
charging transistor would require an alteration of chip fabrication technology
that is expensive and could potentially reduce the performance of logic tran-
sistors [44]. For mobile devices, the framebuffer is therefore considered to be
too large to be implemented on the same chip as the graphics accelerator, and
it is usually implemented on an external memory chip.

Research was first carried out to tackle the external memory traffic to-
wards/from framebuffer or texture memory of the graphics accelerator.Ex-
ternal traffic is a major source of power dissipation [42] mainly induced
by the high capacitance and resistance of printed circuit board connections
when compared to on-chip connections. Most notable, solutions to reduce
the external memory traffic were proposed in the field of texture compres-
sion [13][38][86], and increasing the texture access locality [25][50][56] at the
cost of extra on-chip logic. Other work on mobile graphics includes proposals
for anti-aliasing, texture filtering, and occlusion culling [5][3][60] that reduce
the power consumption of graphics hardware. Even so, implementing a con-
ventional off-chip framebuffer computer graphics solution on mobile devices
becomes a liability due to the fact that sustaining high framebuffer access rates
during rasterization translates to high battery discharge rates.

Instead of using a traditional rasterization solution where triangles are pro-
cessed for the entire screen,tile-based rendering(or alternatively known as
bucket rendering[70][21][54] or chunk rendering[90][12]) was initially pro-
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posed for high-performance, parallel renderers, where the screen was split in
non-overlapping tiles, and the polygons associated geometrically to each tile
were rendered in parallel on different processing units, with different load bal-
ancing strategies. However, on low-power mobile architectures the tiles are
rendered sequentially one by one. If interested in tile-based rendering ingen-
eral, for a comprehensive discussion, applied to pipeline stages other than the
rasterization stage (the main focus of this thesis), the reader is referred to[53].

In tile-based rasterization, the screen is divided into small sections, called tiles.
All the rasterization instructions that compose a scene, mainly triangle instruc-
tions and state changing instructions, are duplicated for all the tiles they be-
long to, which enables independent tile processing. On mobile devices, how-
ever, due to design constraints, the tiles are processed sequentially by a single
rasterizer. The rasterizer needs only a local tile-sized framebuffer where the
complete image for that tile is first generated before transferring it to the large
external framebuffer.

The main advantage of tile-based rasterization for mobile graphics is that the
local framebuffer, required during the rasterization of a tile, can be stored on
the same chip as the graphics accelerator. This reduces the external commu-
nication during rasterization and results in a lower power consumption when
compared to fullscreen rasterization.

The main disadvantage of tile-based rasterization is that it requires a sorting
stage before rasterization in order to be effective. In this sorting stage tri-
angles are examined to determine the tiles they are present in. Without this
sorting stage, the rasterization hardware wastes valuable time and resources
by computing the overlap of triangles that might not even be present in the
selected tile. A significant amount of hardware workload can be removed by
prior sorting because triangles are usually only present in a small number of
tiles [8][59]. This sorting results in atiling list of linked lists of blocks contain-
ing the geometry and state-changing commandsper tile stored in the system
memory, rather than a single set for the entire scene. Therefore, the tile-based
rasterization, although it saves a lot of external traffic, it introduces a second
source of transfers from the host processor to the graphics accelerator via the
system memory. In addition, in an embedded system, the host processor hasa
general purpose role, and the tiling list computation has to be uploaded to the
graphics accelerator as much as possible in order to free the host processor that
orchestrates the entire activity of the peripherals in the rest of the system.

As described above, there are two important data transfers performed inthe
system for the purpose of embedded rasterization, and both of them havethe
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system memory as an intermediary: the first transfer is from the host processor
to the hardware rasterizer, and the second transfer is from the rasterizer to
the framebuffer location in memory. An embedded hardware rasterizer has
to reduce to a minimum the memory bandwidth consumed for rasterization,
because any embedded system has available only a limited memory bandwidth
budget.

The initial requirements and freedom degrees of our research activity [32] can
be summarized as follows:

1. Investigate the tile-based rasterization paradigm to assess what gains and
shortcomings can be expected from it for mobile graphics acceleration
of OpenGL.

2. Develop a graphics benchmark suite with realistic workloads for the next
generation mobile graphics accelerators.

3. Propose hardware algorithms, amenable to efficient circuit implementa-
tions, to maximize the gains and alleviate the shortcomings identified.

4. Quantify the hardware algorithm implementations, for various tradeoffs
cost/power/performance/image quality, by simulating the workloads us-
ing the developed graphics benchmark suite.

Based on these requirements and the available development tools and ASIC
libraries for integrated circuit design, we restricted our dissertation scope as
follows:

• The proposed tile-based hardware rasterization engine achieves full
OpenGL compliance only by a combination of software driver-level
techniques and hardware algorithms implemented by the rasterization
engine acting in synergy. Thus, only the algorithms implemented in
hardware are discussed and software driver-level issues that helpaug-
menting the hardware capabilities are mentioned only when they are
deemed absolutely necessary.

• Since we assess the merit figures of GRAAL instantiated in the embed-
ded domain where we simulate an entire system-on-chip (containing bus
masters such as a host processor, GRAAL rasterizer’s memory transac-
tors, the scan converter memory engine, and bus slaves such as the exter-
nal memory interface, GRAAL rasterizer’s register blocks, and the scan
converter register interface), we do not consider as the host processor
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a superscalar general-purpose processor augmented with multimedia-
assist instructions, e.g., MMX-extended Pentium, but we restrict our-
selves to an embedded general-purpose processor, e.g., ARM1020T.
Therefore, our virtual driver stack does not make use of any compu-
tations running in SIMD fashion, to potentially reduce the load on the
host processor.

• The underlying integrated circuit technology used for circuit implemen-
tation is UMC 0.18µm Logic 1.8V/3.3V 1P6M GENERICII CMOS and
all the reported results are valid for this technology node. It was chosen
because, at the time when this research was carried on, the accompa-
nying ASIC libraries were fully characterized for power consumption,
allowing the power consumption of synthesized circuits to be estimated
with Synopsys Design Compiler, and characterized for interconnect par-
asitics, and thus permitting parasitics extraction to be performed on
custom circuit layouts required to simulate custom memory circuits in
HSPICE.

• The proposed antialiasing technique presented in this thesis belongs to
pre-filtering (area sampling) antialiasing methods, being an antialiasing
method that is challenging to achieve in a low-cost embedded rasterizer.
Full scene antialiasing method implementations are not presented, be-
cause they are either trivial to achieve with the proposed hardware, or not
amenable to the tile-based paradigm. In the former category we could
mention the supersampling or multi-sampling with intra-pixel sample
resolve case where the on-chip tile buffer stores samples instead of pix-
els and filters them to pixels prior to the transfer to the external frame-
buffer. In the latter category we could mention the multi-sampling with
inter-pixel sample resolve case for tile-based rasterizers, as pixels have
to share, for final filtering, samples with neighbouring pixels and this is
difficult at tile edges introducing inter-dependencies in the tile process-
ing.

1.2 Terminology

Before we present the main contributions of the dissertation, we discuss our
usage of particular words and terminology.

In the discipline of computer engineering, the termarchitectureis typically
used as an abbreviation forcomputer architecture, which is defined as the
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conceptual structure, attributes, and behaviour of a computer as seenby a
machine-language programmer[46]. A computer, in turn, consists of three
major components: the processor that includes a central processing unit(CPU)
and a number of on- or off-chip coprocessors, memory, and peripherals (used
for input and output). Computers can be classified in two categories: general
purpose, andembedded, i.e., computers that perform specialised tasks like the
ones in cars, cellular phones, game consoles, and other consumer electronics).
With embedded computers, people accomplish some task, blithely and happily
unaware that there is a computer involved [57]. Prevalent implementations
of computers for embedded systems aresystem-on-chip(SoC), where all the
components except the memory are laid out on the same silicon die. In em-
bedded computers, the CPU is also alternatively namedhost processor. For
this thesis, we examine only the architecture and the design of areal-time 3-D
graphics hardware accelerator, which could be one of the possible peripherals
in an embedded computer. Hence, in this dissertation, we use the termarchi-
tectureas an abbreviation for thegraphics hardware accelerator architecture
rather than an entire computer if we do not specify otherwise.

Real-time computer graphicsis the subfield of computer graphics focused on
producing and analyzing images in real time. The term is most often used in
reference tointeractive3-D computer graphics, typically employing a graphics
hardware accelerator, and having video games the most noticeable application.
The goal of computer graphics is to create a computer generated image having
certain characteristics, e.g., being almost photo-realistic, or cartoonish in ap-
pearance, etc. This image is often called aframeand it is stored in a special
area of memory calledframebuffer. One can determine the method’s real-
timeliness by observing how fast these images or frames are generated in a
given second. The goal of real-time graphics is to generate a number of frames
above a certain threshold speed of the human-visual system, usually about 30
frames/s, where the perception of animated frames becomes fluid.

In this thesis, we accelerate only the graphic stages corresponding to a pro-
cess calledrasterization, and therefore, we are also using the termgraphics
rasterizerto designate the graphics accelerator. Rasterization is the process of
determining the set of pixels covered by ageometric primitive. The rasteri-
zation process employs a datapath called apixel pipeline. A rasterizer could
employ in hardware multiple pixel pipelines, to increase the throughput. Each
triangle, line, and point (the latter two are usually represented using triangles)
is rasterized according to the rules specified for its kind. The results of ras-
terization are a set of pixel locations, as well as a set of fragments. The term
pixel is the short version ofpicture element. A pixel represents the contents of



1.3. MAIN CONTRIBUTIONS 9

the framebufferat a specific location, such as the color, depth, and any other
values associated with that location. Afragmentis the data, generated in the
pixel pipelines, that can potentially update a particular pixel. The term frag-
ment is used because rasterization breaks up each geometric primitive, e.g.,
a triangle, into pixel-sized fragments for each pixel that the primitive covers.
A fragment has an associated pixel location, a depth value, and a set of inter-
polated parameters, such as a color, a secondary (specular) color, and one or
several texture coordinate sets. These interpolated parameters are derived from
the transformed vertices that make up the particular geometric primitive used
to generate the fragments. If a fragment passes the various rasterizationtests,
the fragment updates a pixel in the framebuffer.

1.3 Main Contributions

The display of graphics in real-time, which is the focus of this work, places
high demands on mobile devices for transmission, storage, and computation.
Dedicated hardware acceleration makes therefore more efficient use ofpre-
mium embedded resources (power consumption and memory bandwidth) than
the more flexible software implementations.

As indicated earlier, most computer graphics hardware (and software) for real-
time rasterization is optimized for processing triangles, because it simplifies
the computations and because every object can ultimately be represented by
triangle meshes. To find the pixels to be rasterized within the area covered
by the triangle, many algorithms [92, 66], based on edge functions [74], have
been proposed so far to efficiently rasterize triangles on traditional full-screen
architectures, but none, to the best of our knowledge, has been proposed for ef-
ficient rasterization in a tile-based architecture. All of the proposed algorithms
are based on the following conceptual algorithm: while not all the positions
inside the triangle are exhausted do 1) save the rasterization context, 2) move
to a new rasterization position on screen, 3) test the edge functions value for
that position to see if the position is inside the triangle, 4) if it is inside, com-
municate the position to the pixel processing pipelines and update the raster-
ization context or else restore the rasterization context, 5) based on the edge
functions computed earlier, try to predict the next pixel position inside the tri-
angle. Computationwise, the main difficulty in tile-based rasterization (with
this generic algorithm) is to find the first pixel position inside the triangle to
be rasterized, as the position of the triangle could be arbitrary in relation to
the current processed tile. Our experiments indicated that the overhead can
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be between50%-300% of the triangle rasterization time. In addition, there is
always overhead associated withghosttriangles, triangles that are assigned to
the current tile when they have nothing in common with it (this is due to the
simplest algorithm in the software driver that assigns triangles to tiles based on
a primitive bounding box test; other more complex tests in the software driver
were envisaged eliminating the ghost triangle problem completely, but moving
the costs to software). In full-screen rasterization, this overhead is nonexistent
due to the fact that a starting point inside the primitive can always be found,
e.g., the gravity center.

Based on these considerations, the following major open questions can be
posed with respect to tile-based rasterization:

1. Could a hardware algorithm be found to mitigate the ghost triangle
overhead?

Contribution 1:We investigate this question and propose an efficient tile-based
traversal algorithm hardware implementation that generates pixel positions at
high rates with almost no overheads. The proposed design has a latency of
several clock cycles and then can deliver a throughput of up to4 pixel positions
per clock cycle to the pixel pipelines for each triangle. Related to the first major
open question is:

2. Is it possible to communicate the generated pixel positions to thepixel
pipelines in a spatial pattern that is beneficial to a mobile low-power ras-
terizer?

Contribution 2: We answer the question by presenting hardware implemen-
tations working in conjunction with the afore-mentioned traversal algorithm
circuits. They are able to deliver pixel positions in Morton order (a particular
space-filling curvein 2-D plane, i.e., a curve whose range contains the entire 2-
D unit square) that increases the hit ratio of texture caches and allows thepixel
positions, generated simultaneously, to always be mapped to different memory
banks in the local tile framebuffers thus breaking theread-modify-writedepen-
dencies associated with depth test and color blending. As a result, the power
consumption is reduced and the performance is increased.

Contribution 3:In addition, we have proposed an efficient, high image quality
run-time pixel coverage mask generation algorithm for embedded 3-D graph-
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ics antialiasing purposes, that is compatible with the above triangle traversal
algorithm. The algorithm was implemented assuming4× 4 subpixel coverage
masks and two’s complement number representation. However, it has a higher
degree of generality: it can be incorporated in any antialiasing scheme with
pre-filtering that is based on algebraic representation of primitive’s edges, it
is independent of the underlying number representation, and it can be adapted
to other coverage mask subpixel resolutions with the only prerequisite for the
masks to be square. For the presented hardware implementation, the costs are
reduced by an order of magnitude and the image quality almost doubles when
compared to prior state-of-the-art implementations.

Since, as previously indicated, tile-based rasterizers rely on triangle sorting for
the creation of the tiling lists in system memory, another major open question
to be raised is:

3. Is it possible to reduce the host processor computational overhead for
the creation of the tiling lists and simultaneously reduce the traffic they
create from the host processor to the external memory and from the ex-
ternal memory to the graphics rasterizer?

Contribution 4: We have proposed a novel and efficient hardware primitive
list sorting algorithm, able to store a number of the primitives on chip and to
perform tile binning based on the primitive bounding box test, that lowers on
the one hand the effort of the host processor required to generate theprimitive
tiling lists and reduces on the other hand the external memory traffic. For an
implementation footprint similar to an8KB SRAM memory macro, the num-
ber of instructions on the host processor for tiling list generation was lowered
by 4–9 times and the memory cost by3–6 times, for our embedded bench-
mark suite GraalBench, when compared to the software driver implementation
alone.

To answer these questions, our research activity calls for a high-levelarchitec-
ture design and new implementation of graphics algorithms. Consequently, it
includes algorithm research, the creation of hardware/software co-design tools
for embedded graphics, and hardware design (synthesizable SystemC RTL
code and full-custom ASIC design at layout and circuit level). As demon-
strated later (based on the obtained results), we developed novel hardware ar-
chitectures that are suitable for mobile graphics rasterization with significant
performance advantages. More specifically, the rest of the contributions are:

Contribution 5: We have presented a complete mathematical formalism that
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could be applied to any tile-based raterization engine. We have described how,
after an initial computational stage called triangle setup, which is relative to
the current tile and current triangle, operations could be performed to each
pixel (or pixel block), in parallel to other pixels (or pixel blocks), to generate
the triangle stencil or the attributes that are required by the pixel processing
pipelines. Also, we have presented how values, for neighbouring pixelsocur-
ring within the same pixel block, could be derived using only two-operand
additions, which are cheaper to implement in hardware than multiplications.

Contribution 6:We have proposed a versatile hardware/software co-simulation
and co-design tool framework for 3-D graphics accelerators. The tool frame-
work offers a coherent development methodology based on an extensive li-
brary of parametrizable graphics pipeline components modelled at RT-levelin
SystemC. The framework is an open system, allowing integration with other
third-party SystemC models to enable an entire embedded platform simulation
if desired. The framework incorporates tools to assist in the visual debugging
of the graphics algorithms implemented in hardware, and to estimate the per-
formance in terms of throughput, power consumption, and area.

Contribution 7: We have designed novel hardware circuitry to implement, in
a very efficient manner, the algorithms presented above. Driven by the ever
increasing delays in the interconnect networks with each technology node,we
have adopted modern implementation techniques for embedded design, that
not so long ago were the attributes of high-performance computing: high-
throughput circuitry, computation units and data storage interwoven together,
and a re-compute rather than a compute-once distribute-and-reuse-many-times
strategy [57]. Therefore, the triangle traversal algorithm uses a systolic prim-
itive scan-conversion subsystem that has a throughput of 16 pixels per clock
cycle. In addition, as a part of the same triangle traversal algorithm, and for
the primitive list sorting algorithm, a logic(arithmetic)-enhanced memory is
employed. Special considerations were given 1) not to compromise the oper-
ational noise margins of the circuitry and 2) the enhancing logic(arithmetic)
cells to have a layout with a similar pitch to the data storage cells in order to
facilitate high cell integration densities. Therefore, in the logic(arithmetic)-
enhanced memory, the storage cells were implemented with traditional SRAM
circuitry (two cross-coupled inverters generating the storing latch and two
NMOS pass transistors for access), but the logic(arithmetic) cells were imple-
mented in a domino dynamic logic style that enabled all the features described
above.
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1.4 Overview of Dissertation

In the second chapter, a generic 3-D graphics pipeline is overviewed and
the main operations performed are described by laying emphasis on the
perspective-correct rasterization from a theoretical point of view. The oper-
ations derived there have to be implemented mandatorily, in one way or an-
other, by every hardware rasterization engine. They are relevant because one
could understand the degrees of freedom she/he has at each step in order to find
how to achieve effective hardware parallelism — the equations are exploited
over the next two chapters. The chapter also presents a brief description of the
anti-aliasing theory and the existing hardware developments to cope with the
aliasing problem. Ample references are made to the OpenGL specification (a
3-D graphics library chosen to be hardware accelerated by the present work),
thus outlining the OpenGL embodiments of the theoretical aspects presented
there-in. For the readers that are not familiar with the computer graphics field,
i.e., readers with a hardware design background and/or a computer architec-
ture background, this introduction is much required and helps them finding
their bearings in the thesis, even when we zoom in to present and focus onthe
parts we improve. However, readers that are familiar with the computer graph-
ics field could skip without any loss of continuity Section 2.1 and Subsec-
tion 2.3.1, which present background material regarding the graphics pipeline
stages, and antialiasing theory respectively.

In Chapter 3, an algorithmic view of a potential OpenGL-compliant tile-based
hardware rasterization engine is described. In this context, the termpoten-
tial refers to the proposal that constitutes a platform to build on towards full
OpenGL compliance. This can be achieved only by a combination of software
driver-level techniques and hardware algorithms implemented by the raster-
ization engine. Thus, this chapter discusses the algorithms implemented in
hardware whereas the software driver-level issues that help augmenting the
hardware capabilities are mentioned only when it is absolutely necessary. The
proposed rasterization engine is mainly focussed on three-dimensional triangle
rasterization, as this represents the main operation to be performed on any ras-
terization engine. Consequently, the three-dimensional triangle is the centric
element of the rasterization engine, since all other primitives ,e.g., points, lines,
and general polygons, can be reduced to triangles at the software driver-level.
First, a complete mathematical formalism is presented that could be applied
to any tile-based raterization engine. More in particular, it is described how,
after an initial computational stage called triangle setup relative to the cur-
rent tile and current triangle, operations could be performed to each pixel (or
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pixel block), in parallel to other pixels (or pixel blocks), to generate the trian-
gle stencil or the attributes that are required by the pixel processing pipelines.
Also, it is described how values, for neighbouring pixels ocurring within the
same pixel block, could be derived using only two-operand additions, which
are cheaper to implement in hardware than multiplications. The chapter ends
by presenting how the described rasterization engine is capable to perform
well with a multiplicity of triangle rasterization methods, e.g., filled flat- or
Gouraud-shaded, both aliased or antialiased, while at the same time it could
accomodate tradeoffs in cost, power, performance, with good quality image
results.

Chapter 4 presents the GRAAL (GRAphics AcceLerator) framework, a ver-
satile hardware/software co-simulation and co-design tool for embedded 3-D
graphics accelerators developed by us. The GRAAL design exploration frame-
work is an open system which offers a coherent development methodology
based on an extensive library of graphics pipeline components modeled at RT-
level in SystemC, a language developed specifically for system level simula-
tion and design. As a consequence, an entire system-on-chip can be simulated
by integrating third-party SystemC models of components (microprocessors,
memories, and peripherals) along with our own parameterizable SystemC RTL
model of the graphics hardware accelerator. GRAAL framework incorporates
tools to assist in the visual debugging of the graphics algorithms implemented
in hardware and to estimate the performance in terms of throughput, power
consumption, and area. We complete the chapter by presenting results that
demonstrate the effectiveness of the design exploration framework.

In Chapter 5, an efficient low-cost, low-power hardware implementation ofa
run-time pixel coverage mask generation algorithm for embedded 3-D graph-
ics antialiasing purposes is presented. The algorithm exploits the quadrant
symmetry property allowing the storage of only the coverage mask informa-
tion for a few representative edges in one of the quadrants of the plane,the
rest of the information being derived on the fly via computationally inexpen-
sive operations. The algorithm is presented assuming4× 4 subpixel coverage
masks and two’s complement number representation. However, it has a higher
degree of generality: it can be incorporated in any antialiasing scheme with
pre-filtering that is based on algebraic representation of primitive’s edges, it
is independent of the underlying number representation, and it can be adapted
to other coverage mask subpixel resolutions with the only prerequisite for the
masks to be square. In addition, the proposed hardware algorithm represents
a natural extension of the algorithm presented in Chapter 3. After the general
algorithm is described, a qualitative analysis is performed, the computational
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accuracy of the algorithm is investigated, and hardware implementation and
simulation results are presented.

Chapter 6 describes an efficient tile-based traversal algorithm hardware imple-
mentation to accelerate primitive traversal in 3-D graphics tile-based raster-
izers. The hardware implementation consists of two components: a systolic
primitive scan-conversion subsystem and a logic-enhanced memory. During
rasterization time, the logic-enhanced memory is filled up in several clock cy-
cles by the systolic primitive scan-conversion subsystem with the stencil of the
primitive. Once the shape of the primitive has been coded inside the memory,
the memory internal logic is capable of delivering on request in one clock cy-
cle at least one and up to four pixel positions to the pixel processing pipelines,
signaling when all the pixel positions are consumed. The proposed tile-based
traversal algorithm hardware implementation presents the following benefits:
it handles ghost primitives efficiently, pixel positions are communicated in a
spatial pattern (Morton order) that increases the hit ratio of texture caches, and
pixel positions can always be mapped to different memory banks in the Z-
buffer or color-buffer breaking the read-modify-write dependencyassociated
with depth test and color blending thus allowing efficient pipelining. Hardware
implementation results are presented at the end of the chapter.

In Chapter 7, we present a hardware primitive list smart buffer that lowers the
effort on the host processor required to generate the tiling lists and reduces
the external memory traffic at the same time. The primitive list smart buffer
is able to store a number of the primitives on-chip and to perform tile binning
based on the primitive bounding box test. The smart buffer can be queriedwith
the current rasterized tile position and the current state tag as inputs, and as a
result it presents at the output all the primitives, one primitive per clock cycle
in the driver submission order, that intersect the current tile after the current
state changing commands, pointed by the current state tag, have been applied.
More in particular, this is achieved by a CAM memory with priority encoders
on the outputs, using static RAM bit cells for storage, but dynamic domino
logic for the arithmetic circuits to save area. The storage includes information
related to global scene primitive vertex data and tags to global scene rasteri-
zation state, and the arithmetic circuits are able to perform primitive bounding
box intersection tests against the current tile boundaries. As the global scene
rasterization data contains state changing commands (i.e. color shading, oc-
clusion tests, color blending modes) and primitives in a strict sequential order,
parallel queries in CAM are made using rasterization state tags and the current
tile coordinates. The result is the sequence of rasterization state changingcom-
mands and the primitives local for the current tile that are sequentially trans-
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ferred to the rest of the rasterization system for rendering a tile at a time. The
performance achieved by the hardware primitive list accelerator is illustrated
comparatively to the software tile sorting approach performed entirely on the
host processor. Hardware synthesis has indicated that the hardwareimplemen-
tation using an IC technology node of0.18µm can be clocked at a frequency
of 200MHz and the rendering and fill rate achieved are2.4 million triangles/s
and460 million pixels/s for graphics scenes with typical average triangle area
of 160 pixels.

Chapter 8 — the conclusion of the dissertation — summarizes our findings,
and discusses our main contributions, while opening up new areas for further
research.



Chapter 2

Background and Preliminaries

I
n this chapter, a generic 3-D graphics pipeline is overviewed. The
main operations performed are described in Section 2.1, emphasizing the
perspective-correct rasterization from a theoretical point of view in Sec-

tion 2.2. The operations derived there have to be implemented mandatorily,
in one way or another, by every hardware rasterization engine. Then,in Sec-
tion 2.3, a brief description of the anti-aliasing theory and existing hardware
developments to cope with the aliasing problem are presented. Throughoutthe
chapter, we make ample references to the OpenGL specification [80] (a 3-D
graphics library chosen to be hardware accelerated by the present work), thus
seeking the OpenGL embodiments of the theoretical aspects presented here-in.

2.1 The Graphics Hardware Pipeline

A graphics pipeline is composed of independent functional stages, in a fixed
configuration, each performing a unique graphics-related task on its stage in-
puts and forwarding its results to the next stage for processing, in a sequential
fashion [39]. In hardware implementations, each functional stage worksin
parallel to any other stage on different inputs, for performance gain reasons.
Depending on the particular stage, the inputs and outputs are vertices, geomet-
ric primitives, or fragments.

The graphics hardware pipeline is depicted in Figure 2.1. The 3-D application
sends the graphics processor a sequence of vertices batched into geometric
primitives (polygons, lines, and points), with the topologies presented in Fig-
ure 2.2. One way of speeding-up the rendering of polygonal scenes by reduc-
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Figure 2.2: Input primitive topologies.

ing the number of vertices that have to be processed by the graphics hardware
is the concatenation of adjacent primitives. For triangle meshes, several ap-
proaches have been implemented generating triangle strips. A triangle mesh
represented by an optimal strip is defined byn + 2 vertices instead of3n ver-
tices forn individually rendered triangles.

Each vertex is described by a position and some optional attributes such as
primary and secondary (or specular) colors, several texture coordinate sets,
and a normal vector for lighting calculations.
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2.1.1 Vertex Transformation

The first stage in the graphics hardware pipeline is the vertex transformation
stage that applies a sequence of math operations to each vertex. They include
transformations from world/eye coordinate systems to the screen positions
used by the rasterizer, where texture coordinates for texturing, and lighting
computations to generate the vertex color are also generated.

2.1.2 Primitive Assembly and Rasterization

The transformed vertices are passed to the primitive assembly and rasterization
stage. The vertices and its accompanying topology information is used to gen-
erate graphics primitives (triangles, lines, or points). Following, the geometry
is clipped to the viewing frustrum or using application-specified clip planes,
and then is culled depending whether the primitives are front facing or back
facing.

The primitives that survive the clipping or culling are rasterized. Rasterization
is the process of determining the set of pixels covered by a geometric primitive,
and for each primitive shape the process is distinct. The results of rasterization
are a set of pixel locations, as well as a set of fragments. The termpixel is
the short version of ”picture element.” A pixel represents the contents ofthe
frame buffer at a specific location, such as the color, depth, and any other val-
ues associated with that location. Afragmentis the state required potentially to
update a particular pixel. Multiple fragments are generated when the rasteriza-
tion process breaks up each geometric primitive into pixel-sized fragments for
each pixel that a primitive covers. A fragment has an associated pixel location,
and a set of optional interpolated parameters, such as depth value, primary and
secondary colors, and one or several texture coordinate sets, all produced in
the interpolation stage based on the pixel position. If a fragment passes the
various rasterization tests (in the raster operations stage), the fragment updates
a pixel in the frame buffer.

2.1.3 Fragment Interpolation

When a primitive is rasterized to multiple fragments, a process of interpola-
tion from the vertex attributes is applied to determine the fragment parameters
for each pixel covered by the primitive. In an optimized hardware graphics
pipeline, this stage may use the interpolated depth to discard the fragment
early if the fragment is determined to be invisible, rather than propagating it
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Figure 2.3: Standard OpenGL raster operations.

through the following raster operation stage. Thus this stage emits one or zero
fragments for every input fragment it receives.

2.1.4 Raster Operations

The raster operations stage, a standard part of OpenGL and Direct3D graphics
libraries, performs a sequence of tests and operations on each fragment, as
depicted in Figure 2.3.

These tests are the pixel ownership test (relevant only for multi-window oper-
ating systems), scissor test, alpha test, and depth test. If the fragment passes all
the tests, the corresponding pixel is updated in the frame buffer with the frag-
ment parameters that have been possibly modified in this stage. These tests in-
volve comparisons of the fragment parameters against the current framebuffer
values at the same pixel location, for instance if a fragment passes the depth
test (the fragment depth indicates that the fragment is not occluded) then it
will replace the pixel depth value in the frame buffer with the fragment depth.
Even if the fragment fails the tests and it is discarded, the frame buffer may
still be modified as a side effect, e.g. if a fragment fails the depth test it may
still modify the stencil value of that pixel in the frame buffer.

When all the tests succeed, a fragment color may be blended with the content
of the frame buffer, suffer color dithering (if the frame buffer has a reduced
bits-per-pixel capability), or be bitwise logical combined with the frame buffer,
before being finally written to the frame buffer at its pixel location.
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Figure 2.4: Image synthesis using the graphics pipeline.

2.1.5 Graphics Pipeline at a Glance

The process of image synthesis achieved using the stages of the graphics
pipeline is depicted in Figure 2.4. The process starts with the transforma-
tion and coloring of vertices. Using the topology information coming with
the vertices, the primitive assembly stage creates triangles from the vertices.
Following, the rasterizer generates all the fragments covered by the triangles.
Finally, the fragment parameters are obtained from the vertex attributes via
interpolation, and used to update the frame buffer. The figure illustrates that
many fragments are generated from just a few vertices, and therefore shows
that huge data traffic must be carefully managed by a hardware graphicsras-
terizer, in order to be efficient.

2.2 Perspective Correct Rasterization

Perspective comes from Latinperspicere, “to see clearly”. As a concept in
visual arts, it defines an approximate representation on a flat surface (such as
paper), of a 3-D image as it is perceived by the eye. The two most characteristic
features of perspective are:

• The reduction in size of drawn objects as their distance from the observer
increases;

• The distortion of objects when viewed at an angle (spatial foreshorten-
ing).
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The interpolation process described in Subsection 2.1.3 is performed in the
screen space(using the projected positional coordinates of the vertices) of the
values (colors, texture coordinates) defined in theeye space(as explained be-
low). The two coordinates systems are presented in Figure 2.5. The purpose
of this subsection is to establish what kind of interpolation is needed to handle
correctly in screen space the values defined in the eye space. The set of the
equations synthesized here constitutes the basis forperspective correct raster-
ization[14][51].

Some notational conventions are introduced first along with a few explanations
about some outstanding operations (for the task at hand) performed by the
graphics pipeline.

In general, the graphical pipeline transforms a vertex through a whole chain
of coordinate spaces, as the vertex makes its way to the screen. There are
only two coordinate spaces that are needed to explain the perspective correct
rasterization process: the eye space and the screen space.

First, polygon vertices are given in eye space, the three-dimensional coordi-
nate space with the eye at the origin looking down thez axis. This space is
significant because it is the last step in the chain in which the physical distances
are meaningful, e.g., here are performed all lighting calculations. LetE be a
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position in this space. In homogeneous coordinates, this is:

E = [xe, ye, ze, 1]

To project the objects specified in eye space on the screen, a perspective dis-
tortion is necessary. This is accomplished in two steps. First, the vertex in the
eye space is multiplied by a4 × 4 matrix consisting of a perspective transfor-
mation and a viewport transformation. LetM be this matrix. SinceM has a
perspective component, the last coordinate of the transformed position willnot
be1.

P̃ = E ·M = [x̃, ỹ, z̃, w]

The clipping process is performed in this coordinate system. After clipping,
the second step is performed: thew component is divided out (the process is
called the homogeneous division).

P = P̃ /w = [x, y, z, 1]

Now, with all the preliminaries settled, the linear interpolation in the eye space
of a position between two known verticesEa andEb can be written as:

E = Ea + β · (Eb − Ea) = (1− β) · Ea + β · Eb , β ∈ [0, 1] (2.1)

whereβ is theinterpolation coefficient in eye space.

After applying the combined perspective and viewport transformation in Equa-
tion (2.1):

P̃ = E ·M = (1− β) · P̃a + β · P̃b (2.2)

Knowing thatP̃ = P · w, Equation (2.2) can be rewritten as:

P · w = (1− β) · Pa · wa + β · Pb · wb (2.3)

Equation (2.2) can be written only for the fourth componentw:

w = (1− β) · wa + β · wb (2.4)

From Equation (2.3) and (2.4) can be inferred that:

P =
(1− β) · wa

(1− β) · wa + β · wb
· Pa +

β · wb

(1− β) · wa + β · wb
· Pb (2.5)

If we define a new coefficientα:

α =
β · wb

(1− β) · wa + β · wb
(2.6)
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then Equation (2.5) becomes:

P = (1− α) · Pa + α · Pb , α ∈ [0, 1] (2.7)

whereα is theinterpolation coefficient in screen space.

Remark 2.2.1: If the coordinates of a positionE in the eye space
are linearly interpolated between the coordinates of two verticesEa and
Eb, the coordinates of screen projectionP of the position E will be also
linearly interpolated in the screen space between the coordinates of the
screen projectionsPa and Pb of the verticesEa and Eb, but with a differ-
ent interpolation coefficient (defined by Equation (2.6)). To generalize,
equally spaced positions along a segment in the eye space will be trans-
formed into positions that are indeed colinear in the screen space; they
will no longer be equally spaced. This means that a flat polygon in the eye
space will be transformed into a flat polygon in the screen space.

A set of values for the interpolation coefficientα in the screen space with a
constant step from each other can be found from the projection of the ver-
tices on the screen. Then, for eachα value a new positionx, y, andz can
be computed. This process can be reduced to the modification of the screen
space coordinatesx, y with fixed increments (usually one pixel) and finding
the values for thez coordinate in the screen space. This means that the interpo-
lation coefficient in the eye spaceβ can be written as a function of the known
interpolation coefficient in the screen spaceα as:

β =
α · wa

α · wa + (1− α) · wb
(2.8)

Rewriting Equation (2.7) for thez component yields:

z = (1− α) · za + α · zb (2.9)

Remark 2.2.2: For perspective correct rasterization, the screen space
z coordinate must be linearly interpolated in the screen space.

By substituting the eye space coordinateze, Equation (2.1) can be generalized
for other attributes of a position that are defined in the eye space, such ascolors,
alpha value, and texture coordinates:

{C, TX} = (1− β) · {Ca, TXa}+ β · {Cb, TXb} (2.10)
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whereC ∈ {R, G, B, A}, TX ∈ {s, t, r, q}.
Using Equation (2.8), Equation (2.10) can be refined further as:

{C, TX} =
(1− α) · wb

α · wa + (1− α) · wb
· {Ca, TXa}

+
α · wa

α · wa + (1− α) · wb
· {Cb, TXb}

=
(1− α) · {Ca,TXa}

wa
+ α · {Cb,TXb}

wb

(1− α) · 1
wa

+ α · 1
wb

(2.11)

From Equation (2.11) the formula for the color interpolation is:

{R, G, B, A} =
(1−α)· {Ra,Ga,Ba,Aa}

wa
+α· {Rb,Gb,Bb,Ab}

wb

(1−α)· 1

wa
+α· 1

wb

(2.12)

Remark 2.2.3: For perspective correct rasterization the colors and the
alpha value must be hyperbolically interpolated in the screen space.

By performing the homogeneous division of texture coordinates, Equa-
tion (2.11) for texture coordinates can be rewritten as:

{S, T, R} = {s/q, t/q, r/q}

=
(1− α) · {sa,ta,ra}

wa
+ α · {sb,tb,rb}

wb

(1− α) · 1
wa

+ α · 1
wb

·
(1− α) · 1

wa
+ α · 1

wb

(1− α) · qa

wa
+ α · qb

wb

=
(1− α) · {sa,ta,ra}

wa
+ α · {sb,tb,rb}

wb

(1− α) · qa

wa
+ α · qb

wb

(2.13)

From Equation (2.13) the formula for the non-homogeneous texture coordinate
interpolation is:

{S, T, R} = {s/q, t/q, r/q} =
(1−α)· {sa,ta,ra}

wa
+α· {sb,tb,rb}

wb

(1−α)· qa
wa

+α· qb
wb

(2.14)

Remark 2.2.4: For perspective correct rasterization the non-
homogeneous texture coordinates must be hyperbolically interpolated in
the screen space.
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The formulas given by Equations (2.9), (2.12), and (2.14) representthe formal
proof for statements enclosed in the OpenGL specification [80](Chapter 3).

To rasterize a triangle, the same line of reasoning as before can be pursued.
A theoretical model is presented here. To do that, one can usebarycentric
coordinatesfor a triangle. Barycentric coordinates are a set of three numbers
m, n, andp, each in the range[0, 1], with m + n + p = 1. These coordi-
nates uniquely specify in eye space any pointE within the triangle or on the
triangle’s boundary as:

E = m · Ea + n · Eb + p · Ec (2.15)

whereEa, Eb, andEc are the vertices of the triangle in eye space. The barycen-
tric coordinatesm, n, andp can be found as:

m =
A(EEbEc)

A(EaEbEc)
, n =

A(EEaEc)

A(EaEbEc)
, p =

A(EEaEb)

A(EaEbEc)
(2.16)

whereA(ExEyEz) denotes the area in eye space of the triangle with vertices
Ex, Ey, andEz.

After applying the combined perspective and viewport transformation on
Equation (2.15):

P̃ = E ·M = m · P̃a + n · P̃b + p · P̃c (2.17)

and writing it only for thew component:

w = m · wa + n · wb + p · wc (2.18)

UsingP̃ = P · w, Equation (2.17) can be rewritten as:

P · w = m · Pa · wa + n · Pb · wb + p · Pc · wc (2.19)

From Equation (2.18) and (2.19) follows that:

P =
m · wa

m · wa + n · wb + p · wc
· Pa +

n · wb

m · wa + n · wb + p · wc
· Pb

+
p · wc

m · wa + n · wb + p · wc
· Pc (2.20)

If we define new coefficientsa, b, andc:

a =
m · wa

m · wa + n · wb + p · wc

b =
n · wb

m · wa + n · wb + p · wc
(2.21)

c =
p · wc

m · wa + n · wb + p · wc
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they have also the properties of barycentric coordinates being defined this time
in screen space. They can be found in screen space by employing formulas
similar to those given by Equation (2.16).

Writing eye space barycentric coordinatesm, n, andp as a function of screen
space barycentric coordinatesa, b, andc yields:

m =
a

wa

a
wa

+ b
wb

+ c
wc

n =

b
wb

a
wa

+ b
wb

+ c
wc

(2.22)

p =
c

wc

a
wa

+ b
wb

+ c
wc

and using the same procedure as before for the interpolation of vertex data, the
following interpolation formulas can be inferred:

z = a · za + b · zb + c · zc (2.23)

{R, G, B, A} =
a· {Ra,Ga,Ba,Aa}

wa
+b· {Rb,Gb,Bb,Ab}

wb
+c· {Rc,Gc,Bc,Ac}

wc

a· 1

wa
+b· 1

wb
+c· 1

wc

(2.24)

{S, T, R} =
a· {sa,ta,ra}

wa
+b· {sb,tb,rb}

wb
+c· {sc,tc,rc}

wc

a· qa
wa

+b· qb
wb

+c· qc
wc

(2.25)

The formulas and derivations leading to Equations (2.23), (2.24), and (2.25)
are in conformity with OpenGL specification [80](Chapter 3).

Notice that formulas given by Equations (2.23), (2.24), and (2.25) did not find
their way in practice due to inherent difficulty of assessing the barycentric
coordinates in screen spacea, b, and c. Instead, formulas given by Equa-
tions (2.9), (2.12), and (2.14) have found widespread use in practice because,
to rasterize a triangle, fragment data can be interpolated either:

1. along each edge of the triangle and then across each horizontal span
from edge to edge (the classical scan conversion algorithm), or

2. by a combination of horizontal and vertical walking along axesx andy
(based on Pineda’s rasterization algorithm [74]).
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In conclusion, by examining Equations (2.9), (2.12), and (2.14), the operations
required forperspective correct rasterizationcan be summarized as:

• thez screen space coordinate of fragments have to be linearly interpo-
lated in screen space;

• the colors and the alpha value have to be hyperbolically interpolated in
screen space in three steps:

1. {R, G, B, A}/w have to be linearly interpolated;

2. 1/w have to be linearly interpolated;

3. a per-pixel (or per-subpixel depending if the antialiasing is per-
formed by supersampling or not) division must be performed be-
tween interpolated{R, G, B, A}/w and interpolated1/w to pro-
duce the fragment color or alpha value;

• the non-homogeneous texture coordinates have to be hyperbolically in-
terpolated in screen space in three steps:

1. {s, t, r}/w have to be linearly interpolated;

2. q/w have to be linearly interpolated;

3. a per-pixel (or per-subpixel) division must be performed between
interpolated{s, t, r}/w and interpolatedq/w to produce the frag-
ment non-homogeneous texture coordinates.

Moreover, an additional rule has to be enforced for polygon rasterization to be
OpenGL specification compliant [80](Chapter 3), this is the fragments whose
centers lie on adjacent polygon boundary edges have to be produced by one and
only one of the polygons involved. This rule is called polygonpoint sampling.

The OpenGL specification does not fill the implementation details of the poly-
gon point sampling rule. For example, one from the many tie-breaker rules that
an implementor may choose to adopt for rasterization of the boundaries of a
polygon is presented here. Given that the polygon to be rasterized has oriented
edges (clockwise or counter-clockwise), an edge can be classified (based on its
associated vector from the source vertex to the sink vertex) as a quadrant one
edge, quadrant two edge, quadrant three edge, or quadrant fouredge (horizon-
tal and vertical edges are also classified in one of the four previous categories).
If the implementor chooses to rasterize fragments whose centers lie on quad-
rant one edges and quadrant two edges, and not to rasterize fragmentswhose
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centers lie on quadrant three edges and quadrant four edges, then the polygon
point sampling rule is satisfied.

The polygon point sampling rule is not enforced in the case of antialiased
polygons.

In addition, the OpenGL specification [80](Chapter 5) allows the user
to exercise some control over the trade-off between image qual-
ity and speed in rasterization by using the functionglHint along
with the GL PERSPECTIVECORRECTIONHINT target parameter and
GL FASTEST (the most efficient option should be chosen), GLNICEST (the
highest quality option), or GLDONT CARE (no preference) hint parameter.
The particular implementation of OpenGL specification may choose to obey
the hint or not. The GLPERSPECTIVECORRECTIONHINT target param-
eter refers to how color values and texture coordinates are interpolated across a
primitive: either linearly in screen space or in the more expensive perspective-
correct manner. Often, systems perform linear color interpolation because the
results, while not technically correct, are visually acceptable; however,in most
cases textures require perspective-correct interpolation to be visuallyaccept-
able. Thus, an OpenGL implementation can choose to use this parameter to
control the method employed for interpolation.

2.3 A Comparison of Existing Hardware Antialiasing
Approaches

Aliasing is the consequence of sampling any signal at a rate insufficient to
uniquely reconstruct all of the spectral content input. In computer graphics,
aliasing occurs when a geometrical scene from the continuous object space
is represented on the discrete grid of pixels of the screen. The aliasing phe-
nomenon creates visual artifacts known asjaggiesor staircasingeffect for the
object edges orpoppingeffect for very small objects that are moving across
the screen. This is the result of an all-or-nothing approach to the rasterization
process in which each pixel either is replaced with the primitive’s color or is
left unchanged.

These undesirable visual effects have spurred the development ofantialiasing
hardware solutions to provide more realistic imagery with reduced visual arti-
facts, and usually with reduced aliasing. The required insights into the aliasing
problem were provided by the sampling theory.
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2.3.1 Antialiasing Theory

Sampling theory provides an elegant mathematical framework to describe the
relationship between a continuous signal and its samples. Images can be con-
sidered signals in thespatial domain, and they can be represented as a plot
of amplitude against spatial position. A signal may also be considered in the
frequency domain; that is, it can be represented as a sum of sine waves, hav-
ing different frequencies, phases and amplitudes. Each sine wave represents
a component of the signal’sfrequency spectrum. An image can be considered
a non-periodic signal, nonzero over a finite domain that tapers off sufficiently
fast (faster than1/x for large values ofx) and can be represented as a sum of
phase-shifted sine waves [40]. However, its frequency spectrum, willnot con-
sist of integer multiples of some fundamental frequency (as a periodic signal
has), and it will possibly have a very high frequency content, e.g., a polygon
edge in the object space can theoretically have an infinitely steep step-function,
therefore with infinitely high spectral content. Using two representations for
a signal is advantageous, because some useful operations that are difficult to
carry out in one domain are relatively easy to do in the other. To understand
the aliasing phenomenon, the sampled signal spectrum have to be visualized.
In order to do that, one has to work in the frequency domain. The operations
will be carried out, to simplify, in the unidimensional space instead of the two-
dimensional space. A continuous signalf(x) is transformed from the spatial
domain to the frequency domain by employing theFourier transform:

F (f) =

+∞∫

−∞

f(x)e−i2πfxdx (2.26)

wheref is the frequency andi =
√
−1. For discrete signals, there is also

a correspondingdiscrete Fourier transformsimilar in form with the previous
relation, but, for the sake of brevity, it is not shown here. The frequency spec-
trum of a signal is represented as the magnitude of the Fourier transform plot-
ted against the frequency. To transform a signal from the frequency domain to
the spatial domain aninverse Fourier transformis performed:

f(x) =

+∞∫

−∞

F (f)e+i2πfxdf (2.27)

For discrete signals, there is a correspondinginverse discrete Fourier trans-
form. From now on, it will be assumed that the proper Fourier transform is
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applied with regard to the nature of the signal transformed (either continuous
or discrete).

It is well known that multiplying two Fourier transforms in the frequency do-
main corresponds exactly to performing an operation calledconvolutionon
their inverse Fourier transforms in the spatial domain. Likewise, multiplying
two functions in the spatial domain corresponds exactly to performing a con-
volution operation on their Fourier transforms in the frequency domain. The
convolution is defined as:

h(x) = f(x) ∗ g(x) =

+∞∫

−∞

f(τ)g(x− τ)dτ (2.28)

This corresponds to taking a weighted average of the neighborhood around
each point of the signalf(x) — weighted by a flipped copy with respect to
its vertical axis ofg(x) positioned at the point — and using it for the value of
h(x) at the point.

Basically, rasterizing a primitive from the continuous object space to the screen
involves a sampling operation. By assuming that the frequency spectrum ofthe
signal that represents the primitive in the object space is known, it is interest-
ing to compute the frequency spectrum of the sampled signal. Sampling a
signal with a frequencyfs corresponds to multiplying it in the spatial domain
by thecombfunction shown in Figure 2.6a. The comb function has a value of
0 everywhere, except at regular intervals that correspond to the sample points,
where its value is 1. The Fourier transform of a comb turns out to be just an-
other comb with teeth at multiples offs (Figure 2.6b). The height of the teeth
in the comb’s Fourier transform isfs in cycles/pixel [40]. Since multiplication
in the spatial domain corresponds to convolution in the frequency domain, the
Fourier transform of the sampled signal is obtained by convolving the Fourier
transforms of the comb function and the original signal (Figure 2.6c). The
result is the replicated spectrum off(x) at multiples offs. An insufficiently
highfs yields aliased spectra (Figure 2.6d). A sufficiently highfs yields spec-
tra that are replicated far apart from each other. In the limiting case, asfs

approaches infinity, a single spectrum results. The signal can be recovered
from its sampled signal by multiplying the Fourier transform of the sampled
signal with a (low-pass) filter signal that has a box shape in the frequency do-
main (Figure 2.6e) leaving only a single copy of the original spectrum. The
result is presented in Figure 2.6f. As illustrated, due to improper sampling,
high-frequency components from the replicated spectra are mixed with low-
frequency components from the original spectrum leading to the aliasing phe-
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Figure 2.6: Illustration of aliasing phenomenon: a) Comb function, b) Comb’s
Fourier transform, c) Signal’s Fourier transform, d) Sampled signal’s Fourier
transform, e) Ideal frequency domain box filter (ideal low-pass filter),f) Re-
constructed signal’s Fourier transform.

nomenon.

Remark 2.3.1: The aliasing consists of the phenomenon of high frequen-
cies masquerading as low frequencies in the reconstructed signal, that
is, the high-frequency components appear as though they were actually
lower-frequency components.

Sampling theory states that a signal can be properly reconstructed from its
samples if the original signal is sampled at a frequency that is greater than
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twice fmax, the highest-frequency component in its spectrum (we will state
the reason why this is not enough in practice later in the subsection). This
lower bound on the sampling rate is known as theNyquist rate. The Nyquist
criterion can be verified graphically employing the Figure 2.6d: it can be seen
that sampling at a rate greater than the Nyquist rate the multiple copies no
longer overlap and this assures an alias-free spectrum of the recovered signal.
Unfortunately, in computer graphics, thefs sampling frequency is fixed at the
screen resolution (sampling at every pixel or subpixel) and cannot be further
increased. To make the situation worse, the object-space image of a primitive
can have arbitrarily high-frequency components in its spectrum.

Remark 2.3.2: In computer graphics, it is an impossibility to generate
alias-free images and still preserve all the original content of the images.

The goal of antialiasing in computer graphics is not to eliminate aliasing com-
pletely and attempt to accurately reconstruct the image on a fixed pixel grid,
since that is not theoretically possible. Rather, the goal is to reduce visualar-
tifacts caused by aliasing to an acceptable level, ideally below the threshold
at which the human visual system can detect them. Some antialiasing tech-
niques reduce artifacts by attacking the root cause of the aliasing, while others
simply try to make the aliased output look better, by exploiting certain behav-
ioral characteristics of the human visual system, e.g.,irregular or stochastic
sampling “cover” the aliasing with noise, making it more tolerable [52].

When attacking the root cause of aliasing from the theoretical point of view,
there are two options to reduce it:

• by sampling the incoming signal, as is, at a higher rate;

• by bandlimiting(low-pass filtering) the incoming signal to a lower fre-
quency range or eliminate the spectral content that is more than one half
of the sample frequency, then sampling at the pixel rate of the display.

Usually, the first option cannot be put to work in practice, because the adequate
sampling rate depends on the image spectral content, which is impossible to
predict. Moreover, without considering the fact that is computationally expen-
sive and costly in terms of memory to sample at higher frequencies than the
pixel rate of the display, the obtained images have to be mapped back to the
display by a low-pass filtering operation.

Today, all of the existing hardware solutions to mitigate the effects of aliasing
rely in one way or another on the second option.
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Before analyzing the most common forms of antialiasing implemented in
graphics hardware, a discussion about practical low-pass filters is important,
taking into account that all the methods rely on the bandlimiting approach.
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Figure 2.7: Thesinc filter kernel corresponding to the ideal box (low-pass)
filter in the frequency domain.

In Figure 2.6e, it was presented the ideal, box-shaped, low-pass, frequency
domain filter. To filter a signal, the signal in the spatial domain has to be con-
volved (employing Equation 2.28) with the filter image in the spatial domain
(this corresponds to the multiplication in the frequency domain performed in
Figure 2.6f). The filter function in the spatial domain is often called theconvo-
lution kernelor filter kernel, and the size of the domain over which the filter is
nonzero is known as the filter’ssupport. Multiplying by a box-shaped function
in the frequency domain has the same effect as convolving with the signal that
corresponds to thesinc function, which is defined assin(πx)/πx, in the spa-
tial domain (Figure 2.7). Thesinc function has the unfortunate property that
is nonzero on points arbitrarily far from the origin (has infinite support and
is known to belong to the infinite impulse-response, IIR, filter class). Trun-
cating thesinc function (Figure 2.8b), orwindowing, by throwing away only
those parts of the filter where the value is very small, will lead to a filter im-
age in the frequency domain that suffers fromringing (or Gibbs phenomenon):
some undesired frequency components will leak away though they should be
suppressed. One final problem with thesinc function, along with windowed
filters derived from it, is that it has parts that dip below zero (negative lobes).
When a signal is convolved with a filter that has negative lobes, the resulting
signal may itself dip below zero. If the signal represents intensity values, these
values correspond to unrealizable negative intensities, and must be ultimately
clamped to zero.

Although windowedsinc functions are useful, they are relatively expensive
given the fact that the window must be relatively wide; thus, many other func-
tions are of practical interest and are employed instead. These functionsare
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only approximations of the idealsinc filter — an exact reconstruction of a sig-
nal from its samples requires the sampling frequencyfs to be pushed farther
away than2fmax. Due to the limitations of the human visual system, this is
unnecessary in computer graphics. Thesinc filter, the windowedsinc filter,
and alternative filters used in practice very often are presented in Figure2.8,
both in the spatial domain and the frequency domain. They are shown in the
spatial domain in relation to the pixel width supposing that the sampling is
undertaken at pixel rate. Thus, by supposing that the period of the sampling
signalTs is 1 pixel, then the sampling frequencyfs = 1/Ts = 1 cycle/pixel.
This requires a filter with a cut-off frequency offs/2 = 0.5 cycles/pixel. Note
that the support of most filters is wider than the pixel width and the filters are
attenuating frequencies that are within the desired range (less than the cut-off
frequencyfs/2), thus blurring the image. Also, in the particular case of the
box filter with the support width equal with the pixel width (Figure 2.8c), in-
finitely high frequencies will leak through, making it a worse filter than the
others. However, it is the lowest cost filter possible (to be used in unweighted
area sampling, details supplied later), and the quality of the image provided is
acceptable.

Remark 2.3.3: For a high-quality low-pass filtering operation, the con-
volution kernel’s support has to be wider than the pixel width, with a
maximum positioned at the center of the pixel subjected to the convolu-
tion integral.

Even if the kernel filter has an almost ideal characteristic, the initial sampling
of the image to be low-pass filtered suffers from aliasing phenomenon most
of the time (the object-space image of a primitive can have arbitrarily high-
frequency components in its spectrum).

Remark 2.3.4: In practical schemes for antialiasing, there are two
sources of inaccuracies that offer the aliasing phenomenon chances to leak
away on the screen: the inadequate sampling rate of the image to below-
pass filtered, and the imperfect, unideal characteristic of the kernel filter
that reconstructs the original image on the screen.

In conclusion, the reconstruction process of an image was reduced to theprob-
lem of convolving the presampled image (to be bandlimited) with a suitable
filter and then sampling the filtered image to the screen grid. Note that filter-
ing the presampled image anywhere but at the sample points is wasteful. Thus,
in practice, the convolution integral is evaluated only at the points where pre-
sampling is performed in order to determine the final pixel value. This can be
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Figure 2.9: Illustration of area sampling: a) Object-space triangle superim-
posed on the pixel (sampling) grid, b) Image of the triangle obtained solely
by point sampling, c) Image of the triangle obtained by unweighted area sam-
pling.

reduced to the computation of a weighted sum: the sum of the intensities of the
points resulted from presampling operation weighted by the coefficients con-
tained in a discrete two-dimensional mask that mirrors the shape of the filter
kernel.

Now, making use of the insights provided by the sampling theory in the context
of computer graphics, the remaining part of this chapter is devoted to a brief
presentation of the most common implementations of antialiasing in graphics
hardware and of the trade-offs involved.

2.3.2 Antialiasing Algorithms

The two most common forms of antialiasing implemented in graphics hard-
ware today are based onarea sampling, pointsupersampling, or some deriva-
tive or combination of the techniques above. To illustrate the aliasing problem,
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b)a)

Figure 2.10: Unweighted area sampling: a) The box filter kernel: all points in
the pixel are weighted equally, b) Changes in computed intensities as a small
object moves between pixels.

let us follow the example in Figure 2.9. The results of a rasterization algorithm
for the triangle presented in Figure 2.9a designed to fill pixels or not based
strictly on point-samplingpixel centers are shown in Figure 2.9b. It can be
seen that the resulting reconstruction of the triangle’s image is poor due to the
lack of compensation for aliasing. Moreover, the sub-objects falling between
samples are missed completely — one can see that the right-bottom corner of
the triangle is completely absent from the image.

Area Sampling Algorithm

The above problems suggest another approach: integrating the signal over a
square centered about each grid point divided by the square’s area(thus com-
puting the convolution integral), and using this average intensity as that of
the pixel. This technique is calledunweighted area sampling. The array of
non-overlapping squares is typically thought as representing the pixels.Each
object’s projection, no matter how small, contributes to those pixels that con-
tain it, in strict proportion to the amount of the pixel’s area it covers, and
without regard to the location of that area in the pixel, as shown by the box
filter of Figure 2.10a. As a result, scan conversion can be adapted to smooth
polygon edges by approximating the area coverage of the edge over the entire
pixel area, rather than just one point in the pixel, as the point-sampling method
does. The process of finding the final intensity of a pixel based on the coverage
information is presented in Figure 2.9c.

One drawback of the unweighted area sampling is presented in the Fig-
ure 2.10b. A small object may move freely inside the pixel, and for each
position the value computed for the pixel (shown as the pixel’s shade) remains



2.3. A COMPARISON OFANTIALIASING APPROACHES 39

b)a)

Figure 2.11: Weighted area sampling: a) The pyramidal filter kernel: points
in the pixel are weighted differently, b) Changes in computed intensities as a
small object moves between pixels.

the same. As soon as the object crosses over into an adjoining pixel, however,
the values of both the original pixel and the adjoining pixel are affected. Thus,
the object causes the image to change only when it crosses pixel boundaries.
This leads to flickering as the object moves across the screen. A solution would
be to allow the object’s contribution to the pixel’s intensity to beweightedby
its distance from the pixel’s center: the farther away it is, the less it should con-
tribute. This suggests the use ofweighted area sampling. The filter kernel, and
how the intensity of the pixel is affected by the distance from the pixel center
to the object, are presented in Figures 2.11a, and 2.11b. The weighted area
sampling can be implemented starting from the unweighted area sampling al-
gorithm with a small additional cost. In Figure 2.8, it can be seen that the filters
used in area sampling are far from ideal (there are two aspects neglectedhere:
the filter shape must have rotational symmetry and the filter support must have
to overlap the adjoining pixels), but using more sophisticated filters defeats the
very idea of simplicity behind the area sampling.

The primary advantages of area sampling algorithms are the following: sim-
plicity, cost and fill-rate performance. Only one sample is usually taken per
pixel, as in the case of point sampling, so the frame buffer bandwidth and stor-
age are essentially (an additional alpha value is needed per pixel, but this is
not an issue due to the fact that an OpenGL-compliant rasterization enginehas
to be able to support the alpha channel) not different than a point-sample ap-
proach. The controller hardware is also simple, because most controllers’ scan
conversion hardware already contains parameters which may be used to ap-
proximate coverage. And since frame buffer bandwidth is roughly unchanged,
fill-rate performance will not necessarily be reduced when antialiasing mode
is enabled [52].
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Figure 2.12: The “small triangle” problem case for area sampling.

Another advantage of area sampling is that the intensity of a pixel containing
an edge changes gracefully while the edge moves through the pixel. Thus,any
jumps in intensity are limited only by the precision of the blending arithmetic.
This is one of the few notable advantages in quality that area sampling has over
supersampling (which is discussed in more detail later).

Area sampling schemes, employed to smooth polygon edges, also have draw-
backs. Sometimes, triangle size, orientation, and vertex location can make
simple area sampling calculations fail or make the computation to properly ap-
proximate coverage much more complicated. Common pathological cases for
simple area sampling include:

• pixels containing one or more vertices or edges of thesametriangle,
possible when rendering thin and/or small triangles;

• triangle intersections;

• pixels containing multiple edges ofdifferenttriangles.

For instance, how will one calculate the coverage for the pixels A, C, and Dof
the small triangle shown in Figure 2.12? A simple algorithm or heuristic will
not do an effective job estimating the coverage for such pixels, as the math is
just plain difficult. Because a simple solution to the problem does not exist,
the hardware will get more complicated [52].

The case of two intersecting triangles is presented in Figure 2.13. The area
sampling antialiasing method works only on the polygon edges but not inside.
However, intersecting triangles effectively create a high-frequency seam in the
triangle interiors. Because the area sampling algorithm takes care only of one
triangle at a time, it is incapable of detecting and smoothing such a seam as it
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Intersection seam

Figure 2.13: The “intersecting triangles” problem case for area sampling.

A

B

C

C is nearer than B
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C       50% coverage
B       60% coverage
A      100% coverage

Figure 2.14: Case requiring depth-sort for area sampling.

would do for an edge. Actually, the seem will be generated by the visibility
algorithm, typically Z-buffering. The seam will therefore exhibit the staircase
effect due to aliasing.

The final shortcoming of the area sampling antialiasing method stems from the
very nature of theblending arithmeticemployed by the graphics rasterization
algorithms. In practice, the hardware calculates the proper contribution ofa
fragment to the final pixel color by using thealpha valueand theblending
hardware. In the simple example shown in Figure 2.9, the hardware converts
the extent of the estimated coverage to an alpha value, which indicates the
percentage of the pixel area covered (the alpha value can also be usedfor
transparency effects). The blending hardware calculates the final pixel color
as a linear combination of the incoming fragment color (the source) and of the
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already existing color in the frame buffer at the pixel location (the destination).
The weighting coefficients used are derived from the alpha values associated
with the source and the destination. The blending hardware employs saturated
arithmetic, thus clamping the results to a maximum value when they are getting
outbound due to repeated accumulations of fragments (or blending). In the
scenario presented in Figure 2.14, if the triangles A, B, and C are sent in this
order to the blending hardware, the final pixel will probably take the colorof
triangle A, though this is an incorrect result. When the fragment belonging to
the triangle A is received, the pixel will be “saturated” at 100%, blocking any
other future triangles from contributing to the pixel. As such,the algorithm
requires that geometry be processed front-to-back (in depth,or z value),
in order to ensure that subsequent rejected fragments are in fact occluded. As
a consequence, sending the triangles sorted in the order C, B, and A will yield
the correct result: the final pixel color will be a combination of C and B triangle
colors.

The antialiasing method suggested by the OpenGL specification is actually
very close to the approach taken by the area sampling method. The procedure
is quoted in the followings [80] (Chapter 3):

“Polygon antialiasing rasterizes a polygon by producing a
fragment wherever the interior of the polygon intersects that frag-
ment’s square. A coverage value is computed at each such frag-
ment, and this value is saved to be applied as described in sec-
tion 3.11. (Section 3.11: Finally, if antialiasing is enabled for the
primitive from which a rasterized fragment was produced, then
the computed coverage value is applied to the fragment. In RGBA
mode, the value is multiplied by the fragment’s alpha (A) value to
yield a final alpha value.) An associated datum is assigned to a
fragment by integrating the datum’s value over the region of the
intersection of the fragment square with the polygon’s interior and
dividing this integrated value by the area of the intersection. For
a fragment square lying entirely within the polygon, the value of a
datum at the fragment’s center may be used instead of integrating
the value across the fragment.”

To obtain realistic results for an antialiased scene, one has to use the procedure
outlined in the OpenGL Programming Guide [93] (Chapter 6):

“In theory, you can antialias polygons in either RGBA or
color-index mode. However, object intersections affect polygon
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antialiasing more than they affect point or line antialiasing, so
rendering order and blending accuracy become more critical. In
fact, they’re so critical that if you’re antialiasing more than one
polygon,you need to order the polygons from front to back and
then useglBlendFunc() with GL SRCALPHA SATURATE for
the source factor and GLONE for the destination factor. Thus,
antialiasing polygons in color-index mode normally isn’t practi-
cal.

To antialias polygons in RGBA mode, you use the alpha value
to represent coverage values of polygon edges. You need to en-
able polygon antialiasing by passing GLPOLYGONSMOOTH
to glEnable(). This causes pixels on the edges of the polygon
to be assigned fractional alpha values based on their coverage,
as though they were lines being antialiased. Also, if you de-
sire, you can supply a value for GLPOLYGONSMOOTHHINT.
Now you need to blend overlapping edges appropriately. First,
turn off the depth buffer so that you have control over how
overlapping pixels are drawn. Then set the blending factors
to GL SRCALPHA SATURATE (source) and GLONE (destina-
tion). With this specialized blending function, the final color is the
sum of the destination color and the scaled source color; the scale
factor is the smaller of either the incoming source alpha value or
1 minus the destination alpha value. This means that for a pixel
with a large alpha value, successive incoming pixels have little
effect on the final color because 1 minus the destination alpha is
almost zero. With this method, a pixel on the edge of a polygon
might be blended eventually with the colors from another polygon
that’s drawn later. Finally, you need to sort all the polygons in
your scene so that they’re ordered from front to back before draw-
ing them.”

Also, instead of using this method, a scene can be antialiased in OpenGL by
using the accumulation buffer (described in Subsection 2.3.2), but this tech-
nique is much more computation-intensive and therefore slower.

Therefore, enforcing the sort order is required. This can impact performance
if the application is not sorting as a matter of course. All in all, the area sam-
pling antialiasing method is very appealing because of its simplicity, if one can
manage to eliminate or mitigate its drawbacks.
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Figure 2.15: Supersampling with a4× 4 grid (assuming a box filter kernel).

Point Supersampling Algorithm

Another antialiasing method,supersampling, can deliver improvements in vi-
sual quality while eliminating some or all of the drawbacks associated with the
area sampling algorithm, including the elimination of the requirement to pre-
sort geometry for antialiasing (however, transparency effects can beachieved
only with pre-sorting). But supersampling comes at a price, including one or
more of the following: higher cost, lower performance, or increased design
complexity [52].

Supersampling does what its name suggests, taking multiple point samples per
pixel area while each geometry primitive is rasterized. Geometry is rendered
as in a conventional scheme, although at a higher spatial resolution, which
translates to a higher sample frequency. When the rendering of the sceneis
complete, multisamples are integrated through a filter kernel (a weighted aver-
age is computed) to produce one value per pixel. Then the pixels are displayed
on the screen as normal. Essentially, what supersampling does is enabling the
creation of a higher-quality reconstructed image, which can be bandlimited
and later re-sampled on the pixel grid.

The simplest form of supersampling isregular or uniform supersampling,
which allocates a regular fixed grid of multisamples within the area of the
pixel. In practice, to limit costs and to allow an acceptable level of perfor-
mance, the grid contains anywhere from 4 to 16 multisamples per pixel.

Figure 2.15 illustrates an example by presenting how supersampling antialias-
ing method works. The filter kernel employed here, to make estimations easier,
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for the convolution operation, is a box filter. The area of the pixel containsa
4 × 4 grid of evenly spaced sampling points. Regular sample grids are not
limited to squares, though most often they are some power of 2 in height and
width, for simplicity in scan conversion and in filtering.

The supersampling antialiasing method is also calledfull-scene antialiasing
(FSAA), because it achieves what its name suggests. Ultimately, it provides
better visual quality in comparison with the area sampling antialiasing method
because it raises the “front-end” sample frequency (by sampling more points
inside the pixel) and avoids many limitations of the former. Most notably, pix-
els with triangle intersections or triangle multiple edges are handled properly
and the geometry does not need to be pre-sorted.

As it has already been mentioned, the supersampling antialiasing method
comes with higher associated costs:

• increase in frame buffer memory storage requirements,

• increase in frame buffer bandwidth requirements,

• potential on-chip bottleneck in rasterization hardware.

The frame buffer storage requirements can skyrocket in a single-passsuper-
sampling implementation. When rendering without supersampling, the hard-
ware typically stores alpha, RGB color, andz/stencil for each pixel at a total
cost of 8 bytes per pixel. In a simple supersampling scheme with 8 multisam-
ples per pixel, the storage requirement can reach over 83 MB per buffer for
an1280× 1024 true-color screen and over 124 MB for double buffer support.
Taking into consideration that a graphical subsystem needs to accommodate
also textures and other off-screen visuals, the memory costs involved canbe
prohibitive [52].

Along with the memory storage, the memory bandwidth demands to support
single-pass supersampling can grow dramatically. Instead of supporting traffic
for one set of parameters per pixel, the memory subsystem must supportN
times as much, whereN is the number of the multisamples taken. Adding
this to the baseline requirement for the bandwidth to sustain the screen refresh,
this can quickly exceed the bandwidth available, even with today’s wide buses
driving high-speed DDR SDRAM memories [52].

Even if frame buffer memory consumption and bandwidth demands can be
met, the bottleneck can be localized in the rasterization stage. The rasterization
hardware needs to calculate parameters forN multisamples for every pixel,
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Figure 2.16: Supersampling artifacts (drawing reproduced from [78],each
pixel consists of4 × 4 subpixels): a) An entire row of subpixels is switched
on simultaneously when a horizontal edge is moving downward over a pixel,
b) The number of set subpixels versus area covered (from left to right) for the
supersampling: with a horizontal (vertical) line, a diagonal line, and the ideal
function.

rather than just one. In a simple implementation, rasterizing 16 multisamples
may require to step through all 16 multisample points, sequentially processing
all fragment parameters (screen coordinatesx andy, colorsR, G, B, alpha
value, depthz, texture coordinates etc.). With no changes, a simple rasterizer
could take 16 times as many cycles when supersampling than the normal point-
sampling. To minimize hardware complexity and performance penalties, most
implementations attempt one or both of the following:

• rasterizex, y, andz for multisamples in parallel with more complex
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a)

b)

Figure 2.17: Other supersampling artifacts (drawing reproduced from [78],
each pixel consists of4 × 4 subpixels): a) Thin line, b) Sharp triangle. The
filling color indicates the final pixel brightness.

hardware;

• perform calculations for some parameters only once per pixel rather than
once per multisample.

Every supersampling implementation needs to scan convertx andy per multi-
sample to at least determine coverage. Thus a design could limit calculations to
one alpha value, RGB color, onez value, and one set of texture coordinates per
pixel, for example. For most parameters besidesx andy, image quality will
not suffer much in calculating only one value per pixel. However, if calcu-
lating multisamplez’s is skipped, this can have a noticeable impact on image
quality. The tradeoff in generating only onez value per pixel is that certain
pathological cases, such as triangle intersections (presented in Figure 2.13)
or multiple overlapping fragment edges (presented in Figure 2.14) may not be
handled properly. The hardware generally relies uponz comparisons to re-
solve fragment. Therefore, eliminating per-multisamplez makes it impossible
to accurately account for contributions in such problematic cases. This is why
today a host of supersampling implementations calculate unique multisample
values only forx, y, andz.

The point supersampling antialiasing algorithm manifests artifacts stemming
from the fact that it samples only subpixel centers to switch on or off subpixels.
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Thus, this method will run into problems in certain cases. Consider for exam-
ple the following case presented in Figure 2.16a. The pixels consist of4 × 4
subpixels. An object with a horizontal lower edge is moving slowly downward
across the pixel. Nothing happens, until the edge reaches the topmost line of
the subpixel centers. As soon as the subpixel centers are reached, all the four
upper subpixels are switched on at the same time. As a result, the brightness
of the pixel is increased in4 big steps instead of16 steps (which we would like
to obtain with16 subpixels). This is shown in Figure 2.16b, where the number
of subpixels that are set is plotted as a function of the exact area, covered by
the triangle. The same applies for vertical lines and for diagonal lines with a
slope of45◦.

If the objects are very small (smaller than a subpixel), the effect of the errors
of the supersampling approach is especially bothersome. The whole object
appears and disappears again as it moves across the screen. A thin line or the
end of a skinny triangle appears as a dashed line (Figure 2.17).

A way to minimize the aliases generated by regular supersampling is the use
of stochastic sampling. Although the most annoying artifact (alias effect) is
replaced by an artifact (noise) that is more tolerable, other objectionable effects
(such as the blinking of small moving objects or holes in thin lines), are not
dealt with correctly [78].

Point Supersampling Derived Algorithms

To overcome the associated costs of supersampling antialiasing method and
to keep its benefits, a number of derived antialiasing approaches have been
emerged:

• Accumulation Buffer

• Adaptive Supersampling

• A-Buffer

• Tiling Architectures

Accumulation Buffer Algorithm The accumulation buffer algorithm im-
plements supersampling with moderate hardware costs [49] by comparing it
with the point supersampling implementation. Beyond full-scene antialiasing,
it is useful to deliver other expensive effects in hardware, such as motion blur,
depth of field, and soft shadows.
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The Accumulation Buffer represents an additional high-precision image buffer.
Using an Accumulation Buffer, the geometry is rendered once at screen res-
olution for every multisample in the grid. For each pass, the sample point is
moved to the next set of multisample points at another offset location within
the pixel, and the image then re-rendered. After completing the rendering for
each pass, the image is added (“accumulated”) with a weight, pixel for pixel,
to the contents of the Accumulation Buffer. When rendering is complete, the
Accumulation Buffer is copied, with its values scaled back to the displayable
format, to the frame buffer.

One strength of the accumulation buffer algorithm consists in the possibility
of rendering a scene in a user-selectable number of passes, thus controlling
gracefully the tradeoff between the quality and the performance achieved. Oth-
erwise, the accumulation buffer is quite slow, because it has to render the same
scene multiple times, once for each multisample and finally once to copy the
information from the Accumulation Buffer to the frame buffer. This means that
the geometry for the entire scene has to be traversed, transformed, lit andras-
terized multiple times, a thing which increases the demands across the entire
rendering pipeline.

The accumulation buffer algorithm is fully integrated in the OpenGL specifi-
cation [80] (Chapter 4).

Adaptive Supersampling Algorithm The adaptive supersampling algo-
rithm implements supersampling only in scene areas more prone to aliasing
and point-sampling in the other regions. For instance, high-frequency polygon
edges are the most logical places to supersample and polygon interiors, with
more low-frequency content, can be only point-sampled.

Adaptive supersampling techniques are effective in reducing memory storage
and bandwidth demands, but they are “adaptive”, they depend on the image
content. A pixel with many overlapped edges will consume far more memory
resources than a pixel inside a single polygon. As the trend towards higher
and higher geometric complexities continues, the great majority of pixels will
become “difficult” pixels, and the advantages of the adaptive supersampling
will wane and the technique will become less distinguishable from the brute-
force full-scene supersampling [52].

A-Buffer Instead of storing the alpha, color, andz values for each multisam-
ple (as the full-scene supersampling technique does), the Carpenter’s A-Buffer
algorithm [19] computes only the color, thez extent (zmin andzmax), and the
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Figure 2.18: The A-Buffer algorithm: a) Overview of the algorithm for two
overlapping fragments A and B, b) Computation of the bit-mask for A, c)
Computation of the bit-mask for B, d) Computation of the visible bit-mask
for A after depth-sorting the fragments.
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multisample coverage information (as a bit-mask) of the fragment. Behind
each pixel, while the polygons intersecting that pixel are processed, a listcon-
taining the above information for each polygon is stored. When all polygons
affecting the pixel have been processed, the area-weighted averageof the col-
ors of the pixel’s visible surfaces is obtained by selecting the fragments from
the list in depth-sorted order (from front to back) and using their bit-masks to
clip those of farther fragments. The algorithm is depicted in Figure 2.18a.

The bit-mask for a fragment is computed byxoring together masks represent-
ing each of the fragment’s edges. An edge mask has1s on the edge and to the
right of the edge in those rows through which the edge passes, as presented in
Figure 2.18b and c. After the depth information is available, the bit-masks of
farther fragments is clipped by those of nearer fragments (Figure 2.18d).

The A-buffer algorithm manages reasonably well with cases troublesome to
simpler area sampling algorithms, such as triangle intersections (Figure 2.13).
However, because it calculates only the fragment’sz extent, and has no in-
formation about which part of the fragment is associated with these z values,
the algorithm must make assumptions about the subpixel geometry, in cases in
which fragment bit-masks overlap inz. This causes inaccuracies, especially
where multiple surfaces intersect in a pixel (Figure 2.14).

Tiling Architectures Tiling, or chunkingarchitectures were adopted by sev-
eral graphics hardware vendors as a way to counteract the huge increase in
storage and bandwidth requirements of full-scene antialiasing. In a tiling ar-
chitecture, the screen is divided into a number of non-overlapping regions, or
tiles, which are processed serially. Geometry is sorted first by screen location
and dumped into one or morebins, one bin per tile. Geometry that overlaps a
tile boundary is referenced in each tile it is visible in. When all the geometry
has been specified, it is rendered from binN to the tileN , before moving to
the tileN + 1. As the scene is animated, the content of the bins is modified to
adjust for geometry that moves from one tile to another.

The advantage of full-scene antialiasing in a tiling scheme is that the inter-
mediate fragment values are only needed to be maintained for the tile, not for
the whole screen. This limits the storage and bandwidth requirements to the
number of multisamples present in the tile. And if the total number of multi-
samples is low enough, or if the on-chip memory is large enough, full-scene
antialiasing can be achieved internally without expensive accesses to external
memory buffers.

As exploited by Microsoft’s Talisman rendering architecture, tiling can be used



52 CHAPTER 2. BACKGROUND AND PRELIMINARIES

in synergy with the A-Buffer technique to effectively “compress” tile storage
requirements. Tiling requires a geometry sorting pass anyway, so sorting inz
to enable support for an A-Buffer can be added more easily and not necessar-
ily incur a performance penalty. Sorting inz allows other potential savings in
bandwidth, such as limiting access to memory forz, texture, alpha and col-
ors only for visible fragments. With the A-Buffer’s compression of coverage
andz information, designers can choose to reduce the on-chip storage require-
ments or optionally increase the supported tile size, which can yield benefits
by optimizing rasterization, binning processing, and bandwidth [52].

2.4 Conclusion

In this chapter a generic 3-D graphics pipeline has been overviewed and
the main operations performed were described by laying emphasis on the
perspective-correct rasterization from a theoretical point of view. The opera-
tions derived here have to be implemented mandatorily, in one way or another,
by every hardware rasterization engine. They are relevant becauseone could
understand the degrees of freedom she/he has at each step in order tofind how
to achieve effective hardware parallelism — the equations are exploited over
the next two chapters. The chapter also presented a brief description ofthe
anti-aliasing theory and the existing hardware developments to cope with the
aliasing problem. Ample references were made to the OpenGL specification (a
3-D graphics library chosen to be hardware accelerated by the present work),
thus outlining the OpenGL embodiments of the theoretical aspects presented
here-in.



Chapter 3

Rasterization Algorithm

I
n this chapter, an algorithmic view of apotentialOpenGL-compliant tile-
based hardware rasterization engine is described. By potential in this con-
text it is meant that the proposal constitutes a platform to build on towards

full OpenGL compliance, as this can be achieved only by a combination of
software driver-level techniques and hardware algorithms implemented bythe
rasterization engine. Thus, only the algorithms implemented in hardware are
discussed in this chapter and software driver-level issues that help augmenting
the hardware capabilities are mentioned only when they are deemed absolutely
necessary. The proposed rasterization engine is focussed on three-dimensional
triangle rasterization only, as this constitutes the main operation to be per-
formed on any rasterization engine. Consequently, the three-dimensionaltrian-
gle is the centric element of the rasterization engine, since all other primitives,
e.g., points, lines, and general polygons, can be reduced to triangles atthe
software driver-level. The described rasterization engine is capable toperform
well with a multiplicity of triangle rasterization methods, e.g., filled flat- or
Gouraud-shaded, both aliased or antialiased. Even though the hardware raster-
ization engine capabilities are somehow limited as neither textures (however,
texture coordinates are interpolated), nor two-dimensional image processing
operations are handled, it is constructed as an open kernel to be augmented
with these and any other features, e.g., stippled and/or outlined triangles, im-
plemented either at the software driver-level or in hardware, as resulting from
time-power-area tradeoff analyses. The algorithms employed by the rasteriza-
tion engine have been chosen keeping in mind several constraints: low-cost,
potentially low-power, relatively high-performance, and good quality image
results.

53
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This chapter is organized as follows: in Section 3.1, the internal data formats
for positional coordinates (Subsection 3.1.1), colors (Subsection 3.1.2), texture
coordinates (Subsection 3.1.3), stencil andw (Subsection 3.1.4) are derived.
Then, in Section 3.2, a parallel algorithm for triangle rasterization is presented
focusing on: the edge functions determining the triangle stencil in the frame
buffer (Subsection 3.2.1), the triangle setup stage (Subsection 3.2.2), and pos-
sible strategies for efficient triangle traversing during rasterization (Subsec-
tion 3.2.3). The algorithm described in Section 3.2 is extended to perform
OpenGL compliant antialiasing in Chapter 5.

3.1 Internal Data Formats

In general, by using a floating-point format for data in computer graphics, a
high-enough precision of computation is guaranteed. However, due to thefact
that a lot of arithmetic operators are used in graphical algorithms, a low-cost,
low-power rasterization engine cannot afford to employ in its datapath floating-
point operators. Therefore, in our situation other data formats are to be sought
that can manage the rasterization task with good accuracy under the low-cost,
low-power constraints.

3.1.1 Positional Coordinates Data Format

Typically in 3-D graphics rendering, polygon vertices are in floating-point for-
mat after 3-D transformation and projection. Some implementations round
the screen spacex andy (notational convention introduced in Chapter 2, Sec-
tion 2.2) floating-point coordinates to integer values, so that simple integer-
based algorithms can be used to compute the triangle edges. This rounding
can leave gaps on the order of half a pixel wide between adjacent triangles
that do not share common vertices leading to visible artifacts likedropoutsor
overlaps. Such a situation arises in the case presented in Figure 3.1 [64] [74].

A common solution has been to grow triangles by at least one half of a pixel,
before rounding the vertices to the nearest pixel centers. This guarantees that
the rasterization algorithm will not miss any pixels at the boundary between
two adjacent triangles. It also implies, however, that many of the pixels near
triangle boundaries are written more than once. This generally precludes draw-
ing triangle meshes with read/modify/write pixel operations, which are useful
for blending effects such as transparency. It also does not respect the point
sampling rule imposed by the OpenGL specification (the reader is again re-
ferred to Section 2.2).
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Area where pixels will drop out

Area where pixels will overlap

Area where pixels will be drawn
as part of the triangle

Ideal edges

Figure 3.1: Illustration of artifacts generated by rounding floating point coor-
dinatesx andy to integer values.

Therefore, we propose thefixed-point formatfor the positional coordinatesx
andy of the triangle vertices. Gaps will also occur as a result of the finite preci-
sion of the fixed point format, but these gaps are much narrower and cannot be
noticed. Another issue is that for any interpolator, the fractional precision used
in the iterations to rasterize a triangle must be chosen to give an acceptable
error across the interpolation. Another aspect concerns the number ofbits re-
quired to represent the whole part of these fixed-point numbers. The OpenGL
specification [80] (Chapter 2) guarantees that the positional coordinates of the
triangle vertices received by the rasterization engine will be entirely contained
in the screen area, so there is no need to be concerned about negativeposi-
tional coordinates or to represent their whole part with more bits than it takes
to represent the pixel coordinates on the screen.

The assumed coordinates system was presented in Figure 2.5. The basic con-
cepts of tiling architectures were briefly presented in Subsection 2.3.2. If a
tiling architecture, as is the case for our architecture, is employed with the tile
size of2m × 2n pixels, and the screen partitioned in2u × 2v tiles, thenx and
y coordinates for a triangle vertex in the screen space will be representedin
unsigned two’s complement fixed-point format in the following form:
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Screen resolution
W ×H W ×H (prime factorization)

320× 240 26 · 5× 24 · 3 · 5
640× 480 27 · 5× 25 · 3 · 5
800× 600 25 · 52 × 23 · 3 · 52

1024× 768 210 × 28 · 3
1152× 864 27 · 32 × 25 · 33

1280× 960 28 · 5× 26 · 3 · 5
1280× 1024 28 · 5× 210

Table 3.1: Typical screen resolutions and their prime factorization.

x = (Xu−1Xu−2 . . . X2X1X0xm−1xm−2 . . . x2x1x0x−1x−2 . . . x−k)2

and

y = (Yv−1Yv−2 . . . Y2Y1Y0yn−1yn−2 . . . y2y1y0y−1y−2 . . . y−k)2

with k digits for the fractional part. Having a tile with dimensions represented
as powers of two pixels simplifies considerably the datapath design.

If the tile index and offset in thex directioncan be defined as:

TIDX = (Xu−1Xu−2 . . . X2X1X0)2

OFFX = (xm−1xm−2 . . . x2x1x0x−1x−2 . . . x−k)2

and, in a similar manner, thetile index and offset in they directionas:

TIDY = (Yv−1Yv−2 . . . Y2Y1Y0)2

OFFY = (yn−1yn−2 . . . y2y1y0y−1y−2 . . . y−k)2

thenx andy vertex coordinates in the screen space can be written as:

x = TIDX × 2m + OFFX (3.1)

y = TIDY × 2n + OFFY (3.2)

In other words, if the tile where the vertex is positioned in is known, and also
if the offset this vertex takes inside the tile is known, then the position of the
vertex on the screen can be found by simply concatenating its tile index and
offset.

To search for the ”right” tile dimensions, Table 3.1 presents several common
screen resolutions. By using their prime factorization, one can see that for a
given screen resolution there are a limited number of choices for the tile size.
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Actually, one can employ an arbitrary (power of two) tile size. In this case,
either the resulting screen resolution will be atypical, or a small part of the
frame buffer will not be mapped on the screen and will be wasted. The ultimate
tile size will be established after considering a trade-off of several factors: the
bandwidth overhead sending triangles multiple times, the associated storage
cost with the tile processing (both on the host processor and in the rendering
engine), and the tile rasterization engine datapath width.

Thez positional coordinate of a vertex in screen space is specified by OpenGL
[80] (Chapter 2) as a floating-point value in the interval[0, 1], which can be
converted for internal use in aninteger format. Thus the integer representation
of z with l bits represents each valuep/(2l− 1), wherep ∈ {0, 1, . . . , 2l− 1},
asp (e.g.,1.0 is represented in binary as a string of all ones). However, an
extra two bits (one for the sign) will be allocated to ensure that the antialiasing
algorithm is working properly. The reason will be explained in Chapter 5, Sec-
tion 5.4. The positional coordinatez of the fragments generated in a tile will
be stored (eventually, because the fragments may not ”survive” long enough)
in the rasterization engine’sdepth buffer. The depth buffer is used usually for
primitive occlusion testing, but other uses can also be envisioned. The depth
buffer size is in this case2m × 2n words ofl + 2 bits.

The depth buffer wordlengthl + 2 is important. Due to the fact that the per-
spective transformation distorts distances (distances equal in eye spaceare not
equal any more in screen space and vice-versa), the viewer cannot distinguish
in the case of distant objects which one is actually closer. The transformation
of z coordinate from the screen space (where the interpolation is performed)
to the eye space is the following [15]:

ze =
zefar

zefar

zenear
− z · ( zefar

zenear
− 1)

(3.3)

wherezenear and zefar
(zenear < zefar

) are two constants in the eye space
used to bracket a scene of objects subjected to the perspective transformation.
Defining the notationr = zenear/zefar

, the distortion between the two spaces
is presented in Figure 3.2. The values that can be represented in screenspace
are equally spaced along thez axis (Figure 3.2a). Mapping these points in
the eye space leads to the results shown in Figure 3.2b, c, and d — it can
be seen that the distortion is increasing asr is getting smaller. In fact, this
distortion can be perceived as a loss of resolution in the depth buffer. Inthis
way, roughlylog2(

1
r ) bits of depth buffer precision are lost [83]. It was proved

in [15] that if r > 0.3 most of the range of the depth buffer would be used.
This means that the depth buffer wordlengthl + 2 has to be chosen differently
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Figure 3.2: Distortion seen when points are transformed from the screen space
in the eye space along thez axis: a) Ten equally spaced points in the screen
space, and their mapping in the eye space when b)r = 0.1, c) r = 0.5, d)
r = 0.9.

based on the targeted application: for open environments with large dynamic
range1/r, e.g., flight simulators and games,l+2 has to be greater, for compact
environments with small dynamic range, e.g., CAD programs, a smallerl + 2
will suffice. High-end graphics accelerators usually support depth buffers with
24 or 32 bits; low-cost graphics accelerators may store depth values with 16,
20 or 24 bits [63].

3.1.2 Color Data Format

The rasterization engine will be compliant only with the RGBA mode of
OpenGL, the palletized colors being a deprecated feature. A general view of
the way in which OpenGL handles colors will be presented before discussing
data formats.

In OpenGL, the state maintained per vertex contains theprimary and sec-
ondary colorsfor the front- andback-sideof the primitive. These associated
colors are either based on thecurrent color(a global OpenGL state variable),
or produced in the graphical pipeline stages, e.g., the lighting stage, before the
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rasterization stage [80] (Chapter2).

The primary and secondary colors are a consequence of the lighting operations.
Lighting may be in one of the two states: off or on. When the lighting is off,
the current color is assigned to the vertex primary color. The secondarycolor
is (0, 0, 0, 0). When the lighting is on, the vertex primary and secondary colors
are computed from the current lighting parameters [80] (Chapter 2). Then, the
results are transferred to the rasterization stage. Next, if texturing is enabled,
the primary color will be further modified by a texture. Then the two colors,
the primary and the secondary, are added together to produce a single post-
texturing RGBA color, and the result will be clamped to the range[0, 1] [80]
(Chapter 3). After that, fog effects are applied to the fragment. This means
the blending of a fog color with a rasterized fragment’s post-texturing color
using a blending factorf . The factorf computation requires an exponentia-
tion to be performed on the eye-spaceze coordinate of every fragment center
[80] (Chapter 3), which is an expensive computation. If this computation is
performed at the software driver level for every vertex of the triangleand the
results are clamped in the range[0, 1] and transformed in a fixed-point format
similar with that employed for the color components, and then sent as the other
vertex attributes are to the rasterization engine, the fog blending factorf can be
approximated by interpolation across the triangle. Finally, if antialiasing is en-
abled, it is applied as described in Subsection 2.3.2, and the resulting fragment
is sent further to the per-fragment operation stage of the rasterization engine
(for pixel ownership test, scissor test, alpha test, stencil test, depth buffer test,
blending, dithering, and other logical operations), before being written inthe
rasterization engine’sframe bufferor discarded.

The selection between the back color and the front color depends on the prim-
itive of which the vertex being lit is a part. If the primitive is a point or a
line segment, the front color is always selected. If it is a polygon, then the
selection is based on the user’s chosen orientation of the edges of the polygon
(clockwise or counter-clockwise), in the screen space to be considered front-
facing (the vertices of a polygon are always enumerated in a manner that leads
to oriented edges). The method suggested by the OpenGL specification [80]
(Chapter 2) to determine the orientation of a polygonal face is to compute its
signed area in the screen space and render a decision based on its sign.Signed
area computation can be implemented either in software or in hardware. It is
true that only one face of a triangle will be visible at a time, thus if the signed
area of the triangle is computed at the software driver level, only the visible
color will be sent with the vertices for the triangle. Otherwise, the vertices of
the triangle will be sent with both the front and back colors and the rasteriza-
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tion engine will perform the selection of the color to be applied to the visible
face. The two options will be investigated because there are tradeoffs involved.

For an RGBA color, each color component specified as a floating-point value
in the interval[0, 1] in the upper graphical pipeline stages of OpenGL will be
converted for the internal use of the rasterization engine into aninteger format
with e bits. Thus, the integer representation of a color component withe bits
represent each valuef/(2e − 1), wheref ∈ {0, 1, . . . , 2e − 1}, asf (e.g.1.0
is represented in binary as a string of all ones)[80] (Chapter 2). However, an
extra two bits (one for the sign) will be allocated to ensure that the antialiasing
algorithm is working properly. The reason will be explained in Chapter 5,
Section 5.4.

The RGBA color for the pixels of a tile will be stored in the rasterization en-
gine’s frame buffer. In the simplest case, the rasterizer’s internal dataformat
for a color component is chosen to represent also that color componentin the
frame buffer (clamped to the positive range representable with e bits). In this
case, the frame buffer size is2m × 2n words ofe bits. Otherwise, the frame
buffer will be smaller (because the internal format employed is wider to give
an acceptable error across the interpolation).

3.1.3 Texture Coordinates Data Format

Texture mapping is a technique that applies a texture onto an object’s surface as
if the texture were a decal or cellophane shrink-wrap. In OpenGL, atextureis
a one-, two-, or pseudo-three (a stack of two-dimensional images) dimensional
image and a set of parameters that determine how samples are derived fromthe
image. The texture mapping is applied for each primitive for which texturing
is enabled. This mapping is accomplished by using the color of the image at
the location indicated by a fragment’s non-homogeneous(s/q, t/q, r/q) co-
ordinates to modify the fragment’s primary RGBA color. Texturing does not
affect the secondary color [80] (Chapter 3). After the texturing operation is
accomplished, the texture coordinates of the fragment are discarded from the
fragment’s associated data.

The homogeneous texture coordinates(s, t, r, q) internal data format will be a
fixed-point format. The texture coordinates will be translated in a fixed range
(taking into account the texture unit’s current mode of operation) at the soft-
ware driver level first, to use at its best the limited precision of the internal
format employed.
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3.1.4 Miscellaneous Data Formats

It is customary when the wordlength of the depth buffer is specified, a sup-
plementary number of bits to be taken into account for stenciling operations.
These additional bits will be grouped as anunsigned wordelement in a2m×2n

matrix (with the same size as the tile) on the rasterization engine called the
stencil buffer. The stencil buffer is employed in synergy with the stencil test
and depth test. The stencil test conditionally discards a fragment based onthe
outcome of a comparison between the value in the stencil buffer at the loca-
tion (x, y) and a reference value, and then updates if required that location in
the stencil buffer based on the depth test result. The stenciling technique is
used most often to mask arbitrary regions with arbitrary forms to be affected
by the drawing operations on the screen. The stencil test is part of the per-
fragment operations category of OpenGL [80] (Chapter 4). The wordlength
of the stencil buffer has to be chosen based on the desired precision ofthe
graphical algorithms that make use of the stencil buffer.

As it was presented in Chapter 2.2, the colors and the texture coordinates asso-
ciated with a fragment make extensive use in their interpolation formulas of the
reciprocal of the post-perspective transformation homogeneous componentsw
of the vertices of the triangle. Due to the fact that thew component is a scaled
value of the eye spaceze component (as it can be inferred by corroborating
the formulas from [80] (Chapter 2)), it is assumed thatw’s values can vary in
a wide range. Therefore, it would be better for the limited width fixed-point
datapath of the rasterization engine to receive instead a scaled value of1/w in
the range[0, 1] with the only restriction that the same scaling factor would be
applied for the three vertices of a triangle. Thus, for a triangle, the three scaled
1/w values would be represented in the same format as the screen spacez
positional coordinate withg + 2 bits.

3.2 An Algorithm for Triangle Rasterization

Traditionally, a triangle is rasterized by computing its edges with a line inter-
polation algorithm, each scan line between the edges being filled with inter-
polatedz, color, and texture coordinates values [40]. Even though concep-
tually simple, this algorithm cannot be parallelized easily to become suitable
for hardware implementation (meaning versatility). Moreover, if antialiasing
is desired, it can be achieved without complications only by supersampling
techniques, which are expensive (for the traditional rasterization algorithm, a
difficult case for antialiasing based on area sampling was presented in Fig-
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Figure 3.3: Triangle representation using edge functions: a) The oriented seg-
ment AB subdivides the plane in two half-planes with opposite edge function
sign, b) The interior of the triangle is formed by the union of right sides of AB,
BC, and CA.

ure 2.12) [52][74].

The algorithm adopted by us for hardware triangle rasterization was introduced
by Pineda [74]. The algorithm is inherently parallel, so that the rendering
performance is memory bandwidth limited, rather than computation limited.
The algorithm represents each edge of a triangle by a linear edge functionthat
has a value greater than zero on one side of the edge and less than zero on the
opposite side. For points lying exactly on the edge, the edge function returns a
zero value. A point belongs to the interior of a triangle if all its edge functions
computed for that point have the same sign. The representation of a triangle
using the edge functions is depicted in Figure 3.3.

To rasterize a triangle, the exact values for the edge functions,z, colors, and
texture coordinates are computed for a conveniently chosen pixel(x, y) on the
screen, and also interpolation steps along thex andy axes are found for them.
This stage is called thetriangle setup stage. Then, the values for the adjacent
pixels can be computed by simple linear interpolators that require only one
addition per component per iteration. The values for the edge functions will
be used as a ”stencil” that allows a pixel to be modified only if it is interior
to the triangle. Thus, the process of rasterizing the triangle can be reduced to
an algorithm that traverses any area that includes the interior of the triangle.
The particular order of traversal will not be important for correctness, only that
each interior pixel will have to be covered once and only once (of course, there
are triangle traversal algorithms with various degrees of efficiency).
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Figure 3.4: Notational conventions for the edge function: a) The edge is de-
fined by a vector starting at the point A with the slope∆y/∆x, b) Any alterna-
tive point B on the edge line can be considered instead of point A in the edge
equation.

3.2.1 The Edge Function

Considering the vector defined by the points(xA, yA) and(xA+∆x, yA+∆y)
(shown in Figure 3.4a), the edge function for a certain point at(x, y) position
can be defined as:

E(x, y) = (x− xA) ·∆y − (y − yA) ·∆x (3.4)

This function has the useful property that its value is related to the position
of the point(x, y) relative to its associated line defined by the points(xA, yA)
and(xA + ∆x, yA + ∆y):

E(x, y) > 0 if (x, y) is to the “right” side of the line;

E(x, y) = 0 if (x, y) is exactly on the line;

E(x, y) < 0 if (x, y) is to the “left” side of the line.

Two additional properties are worth to be taken into consideration. It can be
shown that theedge function is invariant with the origin of its defining vector
along its associated line. Also, it can be shown that theedge function is only
sign invariant with the length of its defining vector along its associated line. To
prove these statements, using similar triangles in Figure 3.4b, it can be written
that:

dx

∆x
=

dy

∆y
(3.5)
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which implies that:

(xA + ∆x− xB) ·∆y = (yA + ∆y − yB) ·∆x (3.6)

Now, using Equation (3.6), Equation (3.4) can be rewritten as:

E(x, y) = (x− xA) ·∆y − (y − yA) ·∆x

= (x− xA) ·∆y + (xA + ∆x− xB) ·∆y

−(y − yA) ·∆x− (yA + ∆y − yB) ·∆x

= (x− xB) ·∆y + ∆x ·∆y − (y − yB) ·∆x−∆y ·∆x

= (x− xB) ·∆y − (y − yB) ·∆x (3.7)

and this shows that the edge function will have the same value for a vector
defined by the points(xB, yB) and(xB + ∆x, yB + ∆y), with xB being on
the associated line of the original vector (actually, a translated version of the
original vector along its associated line).

To prove the second property, plugging Equation (3.5) into Equation (3.4)
yields:

E(x, y) = (x− xA) ·∆y − (y − yA) ·∆x

= (x− xA) · dy ·∆x

dx
− (y − yA) ·∆x

=
∆x

dx
· [(x− xA) · dy − (y − yA) · dx]

=
∆x

dx
· Ẽ(x, y) (3.8)

which shows that the edge functionsE(x, y), for the vec-

tor
−−−−−−−−−−−−−−−−−−−−−→
(xA, yA)(xA + ∆x, yA + ∆y), and Ẽ(x, y), for the vector−−−−−−−−−−−−−−−−−−−−→

(xA, yA)(xA + dx, yA + dy) sharing the same associated line, will be-
have identically with respect to the sign but will have different magnitudes.

From the computational point of view, the most notable property is that the
edge function can be computed incrementally by simple addition for adjacent
pixels, as is the case for any rasterization algorithm:

E(x + 1, y) = E(x, y) + ∆y (3.9)

E(x, y + 1) = E(x, y)−∆x (3.10)
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The proof of Equations (3.9) and (3.10) is trivial with proper substitutionsin
Equation (3.4).

Generalizing, the edge function for a pixel with the address(x + δx, y + δy)
can be computed from its value for the pixel(x, y) as:

E(x + δx, y + δy) = E(x, y) + δx ·∆y − δy ·∆x (3.11)

by supplementarily using two multiplications and one addition.

Actually, there is a large degree of freedom in implementing the edge function
computation for a triangle. Implementations can range from computing the
three edge functions in a pipelined fashion sharing the same hardware forthe
edge function computation, up to computing them in a completely parallel
fashion using separate hardware for every edge function. At the sametime,
parallelizing a single edge function computation is possible. By providing
L hardware interpolators for the same edge function, each interpolator can
compute the edge function in an interleaved fashion, for pixels a distanceL
away from a given pixel with the address(x + i, y), i ∈ {0, 1, . . . , L− 1}:

E(x + i + L, y) = E(x + i, y) + L ·∆y (3.12)

From a similar freedom in implementation may benefit also other functions
computed incrementally like the ones for thez, color, and texture coordinates
interpolation.

3.2.2 Triangle Setup Stage

To rasterize a triangle, the exact values for the edge functions,z, colors, and
texture coordinates are computed for a conveniently chosen pixel(x, y) on the
screen and also interpolation steps along thex andy axes are found for them.
This stage is called thetriangle setup stage. Then, the values for the adjacent
pixels can be computed by simple linear interpolators that require only one
addition per component per iteration.

The Edge Function Setup

As it was said before, a point belongs to the interior of a triangle if all of its
edge functions computed for that point have the same sign. Considering the
triangle with oriented edges represented in Figure 3.3b, the triangle setup for
the three edge functions can be written as:
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∆xAB = xB − xA

∆yAB = yB − yA

∆xBC = xC − xB

∆yBC = yC − yB

∆xCA = xA − xC

∆yCA = yA − yC

xinitA = xinit − xA

yinitA = yinit − yA

xinitB = xinit − xB

yinitB = yinit − yB

xinitC = xinit − xC

yinitC = yinit − yC

EAB(xinit, yinit) = xinitA ·∆yAB − yinitA ·∆xAB

EBC(xinit, yinit) = xinitB ·∆yBC − yinitB ·∆xBC

ECA(xinit, yinit) = xinitC ·∆yCA − yinitC ·∆xCA

(3.13)

where the pixel having thescreencoordinates(xinit, yinit) represents an ini-
tialization point, inside the current processed tile (it may be the pixel with the
tile offset(0, 0)), for the edge functions (more details are provided in Subsec-
tion 3.2.3). After the setup stage, the edge functions will be computed incre-
mentally and their signs will determine the pixel relationship with the triangle
(interior, exterior, or on the border). Note that all the operands presented in
Equation (3.13) are signed.

The above boxed equations will remain valid if they are written for any cyclic
permutationσ of vertex indices〈A, B, C〉. These alternative reformulations
of the equations may prove useful when algorithmic optimizations for triangle
meshes (triangle strips, triangle fans) are to be sought in the near future.

As a positive side effect of a triangle being represented with three edge func-
tions, the hardware required to evaluate an edge function can be also used to
compute the signed area of a triangle. The signed area of a triangle is used by
OpenGL to perform triangle face determination. The signed area of a triangle
is defined as the value of the projection on thez axis (in the screen space) of the
cross-product of the vectors associated with the triangle’s edges (Figure 3.3b):

A =
1

2
· (−−→AB×−−→BC) ·−→ez =

1

2
· (−−→BC×−→CA) ·−→ez =

1

2
· (−→CA×−−→AB) ·−→ez (3.14)

where unit vectors−→ex,−→ey,−→ez are the basis of the vector screen space presented
in Figure 2.5.
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Edge Quadrant Boundary fragment(x, y)
I II III IV generated ifE(x, y) ≡ 0?

∆x > 0, ∆y ≥ 0
√

- - - Yes
∆x ≤ 0, ∆y > 0 -

√
- - Yes

∆x < 0, ∆y ≤ 0 - -
√

- No
∆x ≥ 0, ∆y < 0 - - -

√
No

Table 3.2: Formal assignment of oriented edges to quadrants based on theedge
factors∆x and∆y, and the point sampling rule for fragment centers that lie
on an edge (on the triangle’s boundary) based on the quadrant that owns the
edge.

For example,

−−→
AB ×−−→BC =

∣∣∣∣∣∣

−→ex
−→ey

−→ez

xB − xA yB − yA 0
xC − xB yC − yB 0

∣∣∣∣∣∣

= [(xB − xA)(yC − yB)− (xC − xB)(yB − yA)] · −→ez

= [∆xAB · (yC − yA −∆yAB)

−(xC − xA −∆xAB) ·∆yAB] · −→ez

= [∆xAB · (yC − yA)− (xC − xA) ·∆yAB] · −→ez

= − [(xC − xA) ·∆yAB − (yC − yA) ·∆xAB] · −→ez

= −EAB(xC , yC) · −→ez (3.15)

The other cross-products yield similar results:

−−→
BC ×−→CA = −EBC(xA, yA) · −→ez (3.16)

and −→
CA×−−→AB = −ECA(xB, yB) · −→ez (3.17)

Substituting the result of Equations (3.15), (3.16), and (3.17) in Equation
(3.14), the signed area of the triangle can be expressed as:

A = −1

2
·EAB(xC , yC) = −1

2
·EBC(xA, yA) = −1

2
·ECA(xB, yB) (3.18)

Several things that need further clarifications are presented.
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Figure 3.5: Rasterization of a triangle mesh following the point sampling rule
convention of Table 3.2.

First, the polygon point sampling rule of OpenGL (presented in Chapter 2.2)
will be implemented as in the sequel. For the discussion, it is assumed that
a triangle’s oriented edge can be represented as a vector from the source ver-
tex to the sink vertex. Next, each such represented edge can be placed ina
local coordinates system as presented in Figure 3.4 with its source vertex po-
sitioned at the origin of this coordinates system. Each edge then will belong to
a specific quadrant of space. Thus, an edge can be classified basedon the sign
of its ∆x and∆y as a quadrant one edge, quadrant two edge, quadrant three
edge, or quadrant four edge (horizontal and vertical edges are also classified in
one of the four previous categories). Then, the implementation will rasterize
fragments whose centers lie on quadrant one edges and quadrant two edges,
and will not rasterize fragments whose centers lie on quadrant three edges and
quadrant four edges. This will guarantee that the polygon point samplingrule
will be satisfied. The assignment of the oriented edges in quadrants, and the
point sampling rule for fragment centers that lie on a given edge (on the tri-
angle’s boundary) based on the quadrant that owns the edge, are presented in
Table 3.2. An example of rasterization with the point sampling rule imple-
mented using the above convention is presented in Figure 3.5. We would like
to mention once again that the point sampling rule is enforced only for aliased
(point-sampled) triangles.
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glFrontFace EAB(xC , yC) Selected Remarks
argument Colors

< 0 Back The back colors are selected
GL CW ≡ 0 don’t care The triangle is degenerate

> 0 Front The front colors are selected

< 0 Front The front colors are selected
GL CCW ≡ 0 don’t care The triangle is degenerate

> 0 Back The back colors are selected

Table 3.3: The selection of the color for the visible face of a triangle described
with edge functions.

Second, as it has been already mentioned, the selection between the back color
and the front color depends on the user’s chosen orientation of the edges of
the triangle (clockwise or counter-clockwise) in the screen space to be con-
sidered front-facing. In OpenGL this is specified as an argument (GL CW
or GL CCW) to theglFrontFace function [80] (Chapter 2). Similarly, the
triangles may be culled (never rasterized), if culling is enabled (by aglEn-
able(GL CULL FACE) OpenGL call) and their edge orientation information
is used in conjunction with the OpenGL functionglCullFace that is taking
the argumentsGL FRONT, GL BACK, or GL FRONT AND BACK [80]
(Chapter 3). For example, in a scene composed entirely of opaque closed
surfaces, back-facing polygons are never visible and can be culled.A soft-
ware approach at the driver level to determine the orientation of a triangle is
to compute its signed area in the screen space and to check its sign to render
a decision. Using the algorithm for triangle rasterization based on edge func-
tions, face determination can be performed as well in the hardware incurring
only a little cost for computing the signed area by employing Equation (3.18).
The method is illustrated in Figure 3.6. The hardware solution of the problem
of determining the colors for the visible face — or alternatively, the culling of
the face — is summarized in Tables 3.3 and 3.4.

Third, in OpenGL [80] (Appendix B, Corollary 14) there is another require-
ment concerning degenerate triangles (triangles that have zero area).The
corollary is quoted in the followings:

“Because rasterization of non-antialiased polygons is point
sampled, polygons that have no area generate no fragments when
they are rasterized inGL FILL mode, and the fragments gen-
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E  (x ,y ) < 0
AB CC

E  (x ,y ) > 0
AB C C

E  (x ,y ) < 0
AB CC

E  (x ,y ) > 0
AB C C
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Front-facing triangle Back-facing triangle
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Figure 3.6: The OpenGL facing convention and its correlation with the sign of
theEAB(xC , yC).

erated by the rasterization of “narrow” polygons may not form a
continuous array.”

This requirement for aliased triangles in theGL FILL mode can be imple-
mented either at the software driver level or in the hardware rasterizationen-
gine. Nota bene, when a triangle is degenerate, there is no algorithm to tell
the color of its visible face (because actually there is not such a face, the tri-
angle is seen from the edge and a triangle can be considered infinitesimally
thin), so the color does not matter. On the software side, the signed area ofthe
aliased triangle has to be computed and if the result of the area computation
is zero (actually, below a specified threshold, given the fact that the precision
of the arithmetic in a digital computer is finite) the primitive can be culled.
On the hardware side, when degenerate aliased triangles are detected (testing
EAB(xC , yC) as in Table 3.3), the generation of fragments will be inhibited.
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glFrontFace EAB(xC , yC) glCullFace Triangle Remarks
argument argument culled

< 0 no Back-facing
≡ 0 GL FRONT yes Degenerate

GL CW > 0 yes Front-facing
< 0 yes Back-facing
≡ 0 GL BACK yes Degenerate
> 0 no Front-facing

< 0 yes Front-facing
≡ 0 GL FRONT yes Degenerate

GL CCW > 0 no Back-facing
< 0 no Front-facing
≡ 0 GL BACK yes Degenerate
> 0 yes Back-facing

Table 3.4: Triangle culling for a triangle described with edge functions when
culling is enabled (non-degenerate triangles are never culled if culling is dis-
abled).

There are implementation tradeoffs to consider between the proposed
hardware-based solution and the classical software approach to solvethe above
problems. The hardware solution relieves the software from the computation
of signed area for every triangle and comes with no implementation costs (any-
how EAB(xC , yC) have to be computed — the reader is referred to the next
sections). However, the hardware solution increases the data traffic. For in-
stance, in a typical scene, a large number of triangles will be culled — if one
decides to implement culling in the rasterization engine, these triangles will
have to be sent over the bus in order to be finally discarded. In the same man-
ner, for every triangle, two pairs of colors per vertex (the front and the back
colors), instead of only one pair of colors (the primary and the secondary color
of the visible face) per vertex, will have to be sent to the rasterization engine
that will select only the one for the visible face of the triangle.

To resume, the rasterization engine will receive the following data per vertex:
the screen spacex, y, z coordinates, the post-perspective transformation recip-
rocal1/w (denoted in the following sections byReciprocal w), the primary
and secondary colors (in format RGBA), the fog blending factorf , and thes,
t, r, q texture coordinates for every texture unit. In the following, for every
type of data enumerated above, a set of setup values for their interpolators will



72 CHAPTER 3. RASTERIZATION ALGORITHM

be computed.

The z Setup

The interpolation steps and the setup for thez value of the fragments produced
by the rasterization engine will be derived first. Using the fact that a flat poly-
gon in eye space transforms into a flat polygon into screen space (Chapter 2,
Section 2.2, Remark 2.2.1), the plane equation for the positional coordinates
of a triangle in screen space can be written as:

a · x + b · y + z(x, y) + c = 0 (3.19)

To determine the interpolation steps for the linear interpolation ofz (described
in Chapter 2.2) along thex andy axes, the partial derivativesδz/δx andδz/δy
will have to be computed. These partial derivatives tell that for a step of one
pixel along thex or y axis, thez value will change with the amountδz/δx or
δz/δy. By derivating Equation (3.19) with respect tox, and separately toy, it
yields:

a +
δz

δx
= 0 (3.20)

b +
δz

δy
= 0 (3.21)

or alternatively:

δz

δx
= −a (3.22)

δz

δy
= −b (3.23)

The initial value for thez interpolator is:

z(xhit, yhit) = −a · xhit − b · yhit − c (3.24)

where the pixel having thescreencoordinates(xhit, yhit) represents the point
where the tile scanning process with edge functions intersects for the firsttime
the triangle boundary (more details are provided in Subsection 3.2.3).

To compute the plane coefficientsa, b, andc, the fact that the positional coor-
dinates of the three vertices of the triangle are solutions of the plane equation
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can be used. This leads to the following system of equations:




a · xA + b · yA + c = −zA

a · xB + b · yB + c = −zB

a · xC + b · yC + c = −zC

(3.25)

Actually, the computation of the plane coefficientc is unnecessary because, by
employing Equations (3.24) and (3.25), the initial value for thez interpolator
can be written as (the following notations∆xhit = xhit − xA and∆yhit =
yhit − yA are introduced here):

z(xhit, yhit) = −a · xhit − b · yhit + a · xA + b · yA + zA

= −a · (xhit − xA)− b · (yhit − yA) + zA

=
δz

δx
· (xhit − xA) +

δz

δy
· (yhit − yA) + zA

=
δz

δx
·∆xhit +

δz

δy
·∆yhit + zA (3.26)

Equation (3.25) can be solved fora andb using the Cramer’s Rule:

a =
∆a

∆
(3.27)

b =
∆b

∆
(3.28)

where∆, ∆a, and∆b are the determinants computed in the following (the new
notations∆zAB = zB − zA and∆zCA = zA − zC are introduced here):

∆ =

∣∣∣∣∣∣

xA yA 1
xB yB 1
xC yC 1

∣∣∣∣∣∣
= xA · yB + xC · yA + xB · yC + xA · yA

−xC · yB − xB · yA − xA · yC − xA · yA

= −[(xC − xA) · (yB − yA)− (yC − yA) · (xB − xA)]

= −[(xC − xA) ·∆yAB − (yC − yA) ·∆xAB]

= −EAB(xC , yC) (3.29)
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∆a =

∣∣∣∣∣∣

−zA yA 1
−zB yB 1
−zC yC 1

∣∣∣∣∣∣
= (zC − zA) · (yB − yA)− (yC − yA) · (zB − zA)

= −(zA − zC) ·∆yAB + ∆yCA · (zB − zA)

= ∆yCA ·∆zAB −∆zCA ·∆yAB (3.30)

∆b =

∣∣∣∣∣∣

xA −zA 1
xB −zB 1
xC −zC 1

∣∣∣∣∣∣
= (xC − xA) · (zB − zA)− (zC − zA) · (xB − xA)

= −∆xCA · (zB − zA) + (zA − zC) ·∆xAB

= ∆zCA ·∆xAB −∆xCA ·∆zAB (3.31)

As a remark, if the triangle is degenerate (has zero area following that
EAB(xC , yC) ≡ 0), the system of equations (3.25) will not have an unique
solution.

From the Equations (3.27), (3.28), (3.29), (3.30), and (3.31), it can be inferred
that:

a = −∆yCA ·∆zAB −∆zCA ·∆yAB

EAB(xC , yC)
(3.32)

b = −∆zCA ·∆xAB −∆xCA ·∆zAB

EAB(xC , yC)
(3.33)

By substituting the Equations (3.32) and (3.33) into the Equations (3.22),
(3.23), and (3.26), the new values that have to be computed for the setup stage
of thez interpolator per triangle (from the previous values already computed
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for the edge function setup) are:

EAB(xC , yC) = −∆xCA ·∆yAB + ∆yCA ·∆xAB

R E = 1
EAB(xC ,yC)

∆zAB = zB − zA

∆zCA = zA − zC

∆xhit = xhit − xA

∆yhit = yhit − yA

δz
δx = (∆yCA ·∆zAB −∆zCA ·∆yAB) ·R E

δz
δy = (∆zCA ·∆xAB −∆xCA ·∆zAB) ·R E

z(xhit, yhit) = δz
δx ·∆xhit + δz

δy ·∆yhit + zA

(3.34)

After the setup is completed, thez interpolator can compute thez values in-
crementally by simple addition for adjacent pixels:

z(x + 1, y) = z(x, y) + δz
δx (3.35)

z(x, y + 1) = z(x, y) + δz
δy (3.36)

Generalizing, thez value for a pixel with the address(x + δx, y + δy) can be
computed from thez value for the pixel(x, y) as:

z(x + δx, y + δy) = z(x, y) + δz
δx · δx + δz

δy · δy (3.37)

by using two multiplications and one addition.

The above boxed equations will remain valid if they are written for any cyclic
permutationσ of vertex indices〈A, B, C〉.
In OpenGL, the depth values of all fragments generated by the rasterization of
a triangle may be offset by a single value that is computed for that triangle. The
function that determines this value isglPolygonOffset[80] (Chapter 3) and it
can be implemented using the values forδz/δx andδz/δy determined for the
z value interpolation. This function is useful for rendering hidden-line images,
for applying decals to surfaces, and for rendering solids with highlightededges
[83].
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The RGBA Color Setup

As it has been already mentioned in Chapter 2, Section 2.2, the
GL PERSPECTIVECORRECTIONHINT target parameter of thegl Hint
OpenGL function indicates how color values are interpolated across a prim-
itive: either linearly in screen space, or in the more expensive perspective-
correct manner. Often, systems perform linear color interpolation because the
results, while not technically correct, are visually acceptable. First, the color
setup for perspective correct color interpolation will be treated, followed by
the description of the color setup for linear color interpolation.

Perspective Correct Color Interpolation Setup Using the results of Chap-
ter 2.2, the colors will be interpolated hyperbolically in screen space. Thus,
the problem of finding the color componentci (c ∈ {R, G, B, A} and
i ∈ {primary, secondary}) for a pixel with a givenscreenaddress(x, y)
can be reduced to a linear interpolation in the plane(x, y, γci(x, y)) (where
γci(xA, yA) = cAi/wA, γci(xB, yB) = cBi/wB, andγci(xC , yC) = cCi/wC

at the vertices), a linear interpolation in the plane(x, y, ζ(x, y)) (where
ζ(xA, yA) = 1/wA, ζ(xB, yB) = 1/wB, andζ(xC , yC) = 1/wC), and a
division of the two interpolated values for that pixel.

Following a similar path with the one presented in Section 3.2.2, it can be
written that:

δγci

δx
=

∆yCA · [γci(xB, yB)− γci(xA, yA)]

EAB(xC , yC)

− [γci(xA, yA)− γci(xC , yC)] ·∆yAB

EAB(xC , yC)

δγci

δy
=

[γci(xA, yA)− γci(xC , yC)] ·∆xAB

EAB(xC , yC)

−∆xCA · [γci(xB, yB)− γci(xA, yA)]

EAB(xC , yC)

γci(xhit, yhit) =
δγci

δx
·∆xhit +

δγci

δy
·∆yhit + γci(xA, yA)

(3.38)
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δζ

δx
=

∆yCA · [ζ(xB, yB)− ζ(xA, yA)]

EAB(xC , yC)

− [ζ(xA, yA)− ζ(xC , yC)] ·∆yAB

EAB(xC , yC)

δζ

δy
=

[ζ(xA, yA)− ζ(xC , yC)] ·∆xAB

EAB(xC , yC)

−∆xCA · [ζ(xB, yB)− ζ(xA, yA)]

EAB(xC , yC)

ζ(xhit, yhit) =
δζ

δx
·∆xhit +

δζ

δy
·∆yhit + ζ(xA, yA)

(3.39)

or, more simply:

δγci

δx
=

∆yCA · ( cBi

wB
− cAi

wA
)− ( cAi

wA
− cCi

wC
) ·∆yAB

EAB(xC , yC)

δγci

δy
=

( cAi

wA
− cCi

wC
) ·∆xAB −∆xCA · ( cBi

wB
− cAi

wA
)

EAB(xC , yC)

γci(xhit, yhit) =
δγci

δx
·∆xhit +

δγci

δy
·∆yhit +

cAi

wA

(3.40)

δζ

δx
=

∆yCA · ( 1
wB
− 1

wA
)− ( 1

wA
− 1

wC
) ·∆yAB

EAB(xC , yC)

δζ

δy
=

( 1
wA
− 1

wC
) ·∆xAB −∆xCA · ( 1

wB
− 1

wA
)

EAB(xC , yC)

ζ(xhit, yhit) =
δζ

δx
·∆xhit +

δζ

δy
·∆yhit +

1

wA

(3.41)

Thus, the new values that have to be computed for the setup stage of the nine
interpolators (there are four interpolators for the primary color and another four
for the secondary color associated withγci, plus one interpolator independent
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of any color componentζ) of the colors per triangle (from the previous values
already computed for the edge function setup andz value setup) are:

c over wAi = cAi ·Reciprocal wA

c over wBi = cBi ·Reciprocal wB

c over wCi = cCi ·Reciprocal wC

∆Reciprocal wAB = Reciprocal wB −Reciprocal wA

∆Reciprocal wCA = Reciprocal wA −Reciprocal wC

∆c over wABi = c over wBi − c over wAi

∆c over wCAi = c over wAi − c over wCi

δγci

δx = (∆yCA ·∆c over wABi

−∆c over wCAi ·∆yAB) ·R E
δγci

δy = (∆c over wCAi ·∆xAB

−∆xCA ·∆c over wABi) ·R E

γci(xhit, yhit) = δγci

δx ·∆xhit + δγci

δy ·∆yhit

+c over wAi

δζ
δx = (∆yCA ·∆Reciprocal wAB

−∆Reciprocal wCA ·∆yAB) ·R E
δζ
δy = (∆Reciprocal wCA ·∆xAB

−∆xCA ·∆Reciprocal wAB) ·R E

ζ(xhit, yhit) = δζ
δx ·∆xhit + δζ

δy ·∆yhit

+Reciprocal wA

(3.42)

After the setup is completed, the nine interpolators can compute their values
incrementally by simple addition for adjacent pixels:

γci(x + 1, y) = γci(x, y) + δγci

δx

ζ(x + 1, y) = ζ(x, y) + δζ
δx

(3.43)

γci(x, y + 1) = γci(x, y) + δγci

δy

ζ(x, y + 1) = ζ(x, y) + δζ
δy

(3.44)
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Generalizing, the interpolated values for a pixel with the address(x + δx, y +
δy) can be computed from the interpolated values for the pixel(x, y) as:

γci(x + δx, y + δy) = γci(x, y) + δγci

δx · δx + δγci

δy · δy

ζ(x + δx, y + δy) = ζ(x, y) + δζ
δx · δx + δζ

δy · δy
(3.45)

using two multiplications and one addition per interpolator.

Finally, the values of the color components for the pixel with the screen space
address(x, y) can be computed as:

Reciprocal ζ(x, y) = 1
ζ(x,y)

ci(x, y) = γci(x, y) ·Reciprocal ζ(x, y)

(3.46)

with one reciprocal and eight multiplications.

The above boxed equations will remain valid if they are written for any cyclic
permutationσ of vertex indices〈A, B, C〉.

Linear Color Interpolation Setup If the colors are approximated employ-
ing linear interpolation in thescreenspace, similar results with those ofz
value setup can be found. Thus, the problem of finding the color compo-
nent ci (c ∈ {R, G, B, A} and i ∈ {primary, secondary}) for a pixel
with a givenscreenaddress(x, y) can be reduced to a linear interpolation
in the plane(x, y, ci(x, y)) (whereci(xA, yA) = cAi, ci(xB, yB) = cBi, and
ci(xC , yC) = cCi at the vertices of the triangle).

The new values that have to be computed for the setup stage of the eight color
interpolators (there are four interpolators for the primary color and another
four for the secondary color) per triangle (from the previous values already
computed for the edge function setup and for thez value setup) are:

∆cABi = cBi − cAi

∆cCAi = cAi − cCi

δci

δx = (∆yCA ·∆cABi −∆cCAi ·∆yAB) ·R E

δci

δy = (∆cCAi ·∆xAB −∆xCA ·∆cABi) ·R E

ci(xhit, yhit) = δci

δx ·∆xhit + δci

δy ·∆yhit + cAi

(3.47)
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After the setup is completed, the color interpolators can compute the values of
the color components incrementally by simple addition for adjacent pixels:

ci(x + 1, y) = ci(x, y) + δci

δx (3.48)

ci(x, y + 1) = ci(x, y) + δci

δy (3.49)

Generalizing, the interpolated values of the color components for a pixel with
the screen space address(x+δx, y+δy) can be computed from the interpolated
values for the pixel(x, y) as:

ci(x + δx, y + δy) = ci(x, y) + δci

δx · δx + δci

δy · δy (3.50)

using two multiplications and one addition per interpolator.

The above boxed equations will remain valid if they are written for any cyclic
permutationσ of vertex indices〈A, B, C〉.
The fog blending factor can be set up and interpolated in an identical manner
with that employed for the RGBA color components.

It can be seen very clearly that the problem of the linear interpolation of the
colors is more simple technically than the problem of their perspective correct
interpolation.

The Texture Coordinates Setup

Using the results of Chapter 2.2, the texture coordinates(s, t, r, q) will be
interpolated hyperbolically in screen space. Thus, the problem of findingthe
non-homogeneous texture coordinatetex/q (tex ∈ {s, t, r}) for a pixel with
a givenscreenaddress(x, y) can be reduced to a linear interpolation in the
plane (x, y, ηtex(x, y)) (whereηtex(xA, yA) = texA/wA, ηtex(xB, yB) =
texB/wB, andηtex(xC , yC) = texC/wC at the vertices of the triangle), a
linear interpolation in the plane(x, y, ξ(x, y)) (whereξ(xA, yA) = qA/wA,
ξ(xB, yB) = qB/wB, andξ(xC , yC) = qC/wC), and a division of the two
interpolated values for that pixel.

Following a similar path with the one presented for perspective correct inter-
polated colors, the new values that have to be computed for the setup stage of
the four interpolators (there are three interpolators associated withηtex plus
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one interpolator associated withξ) of the texture coordinates (from the previ-
ous values already computed for the edge function setup,z value setup, and
RGBA color setup) are:

tex over wA = texA ·Reciprocal wA

tex over wB = texB ·Reciprocal wB

tex over wC = texC ·Reciprocal wC

q over wA = qA ·Reciprocal wA

q over wB = qB ·Reciprocal wB

q over wC = qC ·Reciprocal wC

∆tex over wAB = tex over wB − tex over wA

∆tex over wCA = tex over wA − tex over wC

∆q over wAB = q over wB − q over wA

∆q over wCA = q over wA − q over wC

δηtex

δx = (∆yCA ·∆tex over wAB

−∆tex over wCA ·∆yAB) ·R E
δηtex

δy = (∆tex over wCA ·∆xAB

−∆xCA ·∆tex over wAB) ·R E

ηtex(xhit, yhit) = δηtex

δx ·∆xhit + δηtex

δy ·∆yhit

+tex over wA

δξ
δx = (∆yCA ·∆q over wAB

−∆q over wCA ·∆yAB) ·R E
δξ
δy = (∆q over wCA ·∆xAB

−∆xCA ·∆q over wAB) ·R E

ξ(xhit, yhit) = δξ
δx ·∆xhit + δξ

δy ·∆yhit + q over wA

(3.51)

After the setup is completed, the four interpolators can compute their values
incrementally by simple addition for adjacent pixels:

ηtex(x + 1, y) = ηtex(x, y) + δηtex

δx

ξ(x + 1, y) = ξ(x, y) + δξ
δx

(3.52)
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ηtex(x, y + 1) = ηtex(x, y) + δηtex

δy

ξ(x, y + 1) = ξ(x, y) + δξ
δy

(3.53)

Generalizing, the interpolated values for a pixel with the address(x + δx, y +
δy) can be computed from the interpolated values for the pixel(x, y) as:

ηtex(x + δx, y + δy) = ηtex(x, y) + δηtex

δx · δx + δηtex

δy · δy

ξ(x + δx, y + δy) = ξ(x, y) + δξ
δx · δx + δξ

δy · δy
(3.54)

using two multiplications and one addition per interpolator.

Finally, the values of the non-homogeneous texture coordinates for the pixel
with the screen space address(x, y) can be computed as:

Reciprocal ξ(x, y) = 1
ξ(x,y)

tex(x,y)
q(x,y) = ηtex(x, y) ·Reciprocal ξ(x, y)

(3.55)

with one reciprocal and three multiplications.

The above boxed equations will remain valid if they are written for any cyclic
permutationσ of vertex indices〈A, B, C〉.
We have to mention that if there is more than one texture unit in the rasteriza-
tion engine, multiple texture coordinates sets(s, t, r, q) will be supported per
vertex (one set for every texture unit), and the above computations haveto be
performed for every texture coordinates set.

3.2.3 Triangle Traversal Algorithm

As it has already been mentioned, the triangle can be traversed by any algo-
rithm that is guaranteed to cover all of the pixels of the tile that have a rela-
tionship with the triangle. Moreover, the rasterization algorithm with the edge
functions produces correct results irrespective of the triangle positionin re-
lation with the tile (a triangle can be completely outside, completely inside,
partially contained in a tile, or can contain the whole tile). In any case, it does
not require a prior clipping of the triangle in another triangles fully contained
in the tile.
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Figure 3.7: Traversing the tile entirely.

An elaboration on the discussion from [74] is presented in the rest of the sub-
section. Figure 3.7 presents the simplest strategy that consists of coveringall
of the pixels in a tile. As it can be seen, this algorithm is not efficient because
it computes the three edge functions for pixels that may not belong to the tri-
angle. Moreover, if it is considered that no computation of fragment attribute
values is wasted for pixels outside the triangle (where, for instance, colors
and thez value can become negative and exit by far their numerical range as-
signed in Section 3.1), and that the fragment attribute values are computed
only for pixels that are interior (the precise meaning of interior was described
at edge function setup in Subsection 3.2.2), it follows that not always the
fragment’s attribute digital interpolators can compute the value for the next
pixel incrementally by simple addition from the value they have had for the
previous pixel. To make things clear, in the following example, only the inter-
polation of thez fragment attribute values will be considered on the trajectory
Pinit → Qhit → R→ S→ T depicted in Figure 3.7. Nevertheless, the situa-
tion presented in the following applies equally to all of the fragment’s attributes
value interpolation. The pixelPinit with the screencoordinates(xinit, yinit)
(tile offset(0, 0)) represents the initialization point for the edge functions. The
initialization values were presented in Equation (3.13). After that, up to the last
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Figure 3.8: A more efficient triangle traversal algorithm.

scanned pixelU of the tile, the edge functions will be computed incrementally
using only additions (Equations (3.9) or (3.10)) and their sign will be tested for
every new position with the screen coordinates(x, y) to detect if this position
is inside or outside the triangle. So, starting from the moment the edge func-
tions are initialized, the process will continue and when the current scanned
position matches the pixelQhit with the screen coordinates(xhit, yhit) where
the boundary of the triangle will be crossed for the first time, thez value in-
terpolator will be initialized accordingly to Equation (3.34). Then, up to the
pixel R the z values will be computed incrementally with one addition per
pixel employing Equation (3.35). At the next pixelS, a test of the sign of the
edge functions will indicate that the triangle boundary was crossed again and
the current positionS is lying outside the triangle. At this moment, the compu-
tation of newz values for the current position and the next scanned pixels will
be inhibited. Regarding thez value computation, the status quo will be main-
tained up to the pixelT, where the test of the edge functions’ sign will indicate
that the current positionT is lying again inside the triangle. As a consequence,
thez value interpolator will be activated again, but the z value of the current
positionT will be computed from the last computed z value that is available,
which in this case is the positionR’s z value. This can be done by employ-
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ing the less efficient Equation (3.37) with two additions and one multiplication
(δy ≡ 1), instead of only one addition, indicating clearly another drawback of
the algorithm.

A more efficient algorithm for the triangle traversal will eliminate the short-
comings seen above by using only one addition per attribute per pixel to cal-
culate the new values of the fragment attributes from the ones of the previous
visited pixels. This can be accomplished by making a simple observation: once
the triangle’s interior has been reached, one should try to contain the scanning
process inside the triangle’s boundaries. One such possible algorithm is de-
picted in Figure 3.8. The tradeoff is that more state information has to be
maintained for this algorithm than for the basic algorithm, since the interpola-
tors must be restarted back at the vertical lines, after one side of a scan line has
been processed in order to begin, by employing only one addition per attribute
per pixel, the scanning process for the other side of the scan line.

Many other traversal algorithms are possible. The best algorithm will depend
on the performance/power/cost tradeoffs in the implementation.

Last but not least, an intrinsic drawback of the tiling architectures stems from
the fact that a triangle can assume any position in relation with a tile. As a
consequence, sometimes the rasterization process can have a ”cold” start —
when the pixel with the screen address(xhit, yhit) (where a pixel belonging
to the interior of the triangle is encountered for the first time, resulting in an
initialization of the fragment attribute value interpolators) is far away from the
pixel with the screen address(xinit, yinit) (where the edge function interpola-
tors are initialized), resulting in a lot of ”blind” iterations (for a tile with the
size2m × 2n pixels, in the worst case approximativelog2(2

m) · log2(2
n) it-

erations if a binary search on the tile’s pixels is employed using the feedback
provided by the value of the edge functions) of the edge function interpolators
until they are able to ”bite” a bit from the triangle’s interior. A possible cure
would be the variant where the driver sends additionally, besides the vertex
data for the triangle, of an initialization position coordinates inside the current
processed tile for the edge function interpolators that is guaranteed to be also
inside the triangle (thus(xinit, yinit) ≡ (xhit, yhit)). Unfortunately, this solu-
tion is unfeasible because it can put a lot of computational burden on the host
processor. Another approach, that does not require any additionalwork on the
host processor and which does incure only a minimal penalty for ”cold” starts,
will be presented in Chapter 6.
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3.3 Conclusion

In this chapter we have presented a complete mathematical formalism, based
on the perspective-correct interpolation formulas derived in Chapter 2, that
could be applied to any tile-based raterization engine. We have described how,
after an initial computational stage called triangle setup, which is relative to
the current tile and current triangle, operations could be performed to each
pixel (or pixel block), in parallel to other pixels (or pixel blocks), to generate
the triangle stencil or the attributes that are required by the pixel processing
pipelines. Also, we have presented how values, for neighbouring pixelsocur-
ring within the same pixel block, could be derived using only two-operand
additions, which are cheaper to implement in hardware than multiplications.
We have also described a series of difficulties for the triangle traversal algo-
rithm in the tile-based context — an efficient hardware implementation that
solves the issues described here will be presented in Chapter 6.



Chapter 4

Design Space Exploration

W
ith the recent proliferation of embedded systems using the system-
on-chip (SOC) design paradigm, such as PDAs (Personal Digital
Assistants), cellular phones, and other portable computing appli-

ances, the request for increasingly fast, graphics-reach user-friendly inter-
faces and entertainment environments opened new market opportunities for
3-D real-time rendering graphics systems meant to accelerate these features.
The challenge posed by the severe cost constraints on products for themo-
bile consumer market requires a new breed of graphics rendering hardware
to be developed with a very low power consumption and low implementation
costs. This implies that image quality/performance/power/cost trade-offs have
to be investigated and decisions have to be made early in the design process
regarding the most suitable partition between features that must be provided
by software and features that have to be mapped in hardware.

In this context, designing and assessing the performance (throughput, area,
and power consumption) of embedded hardware architectures for accelerat-
ing graphics has proved to be a difficult endeavor. Among the reasons are
the absence of graphics benchmark suites for portable graphics (although
graphics system specifications like OpenGL [80], Direct3D [69] and high-
tier benchmark suites as [84] exist for many years) and the lack of specific
tools to support the graphics architecture development process [50]. As a
consequence, heterogeneous design exploration frameworks were created by
connecting custom-made tools with tools borrowed from other fields of com-
puter architecture research, thus raising a lot of problems that have to be
solved such as the interoperability, flexibility, and specificity for the intended
purpose [50][56][26]. The main difficulty stemmed from the fact that all

87
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these tools are based on certain general purpose processor architectural tem-
plates [17][91][16][65][91], and can be hardly adapted to model graphics ac-
celerators embedded in SOC designs. On the other hand, integrated soft-
ware/hardware co-design frameworks for graphics hardware accelerators as
the one described in [37], based on mixed-mode C++/VHDL simulation, are
plagued by slow simulation speed and by the impossibility to refine the func-
tional description down to the implementation in a single modeling language.

To overcome these difficulties and to produce an efficient and produc-
tive development environment, we designed GRAAL [29][30], a versatile
hardware/software co-simulation and co-design tool for embedded 3-D graph-
ics accelerators. The GRAphics AcceLerator design exploration framework
(GRAAL) is an open system which offers a coherent development methodol-
ogy based on an extensive library of graphics pipeline components modeled at
RT-level in SystemC [73], a language developed specifically for system level
simulation and design. As a consequence, an entire system-on-chip can be
simulated by integrating third-party SystemC models of components (micro-
processors, memories, and peripherals) along with our own parameterizable
SystemC RTL model of the graphics hardware accelerator. GRAAL incorpo-
rates tools to assist in the visual debugging of the graphics algorithms imple-
mented in hardware, and to estimate the performance in terms of throughput,
power consumption, and area.

The rest of the chapter is organized as follows. An overview of a SOC plat-
form for embedded graphics applications is presented in Section 4.1, consist-
ing of a host processor, a memory subsystem, the graphics accelerator tobe
designed, and other miscellaneous IP cores. GRAAL, the design exploration
framework we propose for embedded graphics accelerator development for
SOC designs is discussed in Section 4.2: the 3-D graphics component library
in Subsection 4.2.1, the available visualization and simulation control in Sub-
section 4.2.2, the power/energy estimation model at two abstraction levels in
Subsection 4.2.3, and the graphics benchmark generation process in Subsec-
tion 4.2.4. Results showing the effectiveness of the design exploration frame-
work are presented in Section 4.3.

4.1 Embedded 3-D Graphics

A 3-D graphics rendering system was presented in Chapter 2, Section 2.1. It is
organized conceptually as a number of stages chained in a pipelined fashion,
as depicted in Figure 2.1. The conceptual stages of the graphics pipeline are
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Figure 4.1: SOC organization.

theapplication, thegeometry, and therasterizer stage.

Typically, a platform for embedded graphics applications looks like in Fig-
ure 4.1, and the mapping of the conceptual stages of the 3-D graphics pipeline
in the system are described in the following. The graphics software applica-
tion is running on the host processor of the system. The software application
corresponds to the conceptual Application Stage of the graphics pipeline.The
software application is relying on a 3-D graphics library (perceived in thesense
of a software interface to the graphics hardware [93]), such as OpenGL or Di-
rect3D to have its graphic calls taken care further. This 3-D graphics library
usually executes the conceptual Geometry Stage on the host processor.The
code that implements the Geometry Stage in the library can further make calls
to the graphics hardware accelerator by means of a standardized, virtual inter-
face, to ensure library portability. Between this virtual interface and the graph-
ics hardware accelerator (on which the conceptual Rasterizer Stage is mapped)
there is another piece of code executed on the host processor called a device
driver. This device driver performs the function of a hardware abstraction layer
and translates the calls through the virtual interface in actual memory-mapped
or programmable I/O instructions (seen from the host processor point ofview)
particular to the graphics hardware accelerator’s input and output register port
mapping in the system address space. Finally, the Rasterizer Stage is executed
in hardware on the graphics hardware accelerator (due to the computational
explosion at this level) performing the following operations. Given the primi-
tives (usually triangles) received from the host processor with transformed and
projected vertices, colors, and texture coordinates computed for this vertices,
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the goal of the Rasterizer Stage inside the graphics accelerator is to perform
rasterization: to assign correct colors to the pixels that will be stored in a mem-
ory called theframe buffer, which is read periodically by the display controller
to form the image on the screen. The operations required by the Rasterizer
Stage were overviewed in Chapter 2, Section 2.1, and described in detail in
Chapter 3.

Efficient hardware mapping of the Rasterizer Stage functionality can only be
achieved by employing the design exploration tools described in the next sec-
tion.

4.2 GRAAL Design Exploration Framework

Once the graphics accelerator functionality has been partitioned experimen-
tally between software and hardware, a design exploration framework should
assist the designer in assessing early in the design process the merits of a po-
tential implementation. More specifically, the Rasterizer Stage is divided in
the functional stages that were presented, but a functional stage describes only
the task to be performed in the pipeline, and does not specify the way the
task is executed in the underlying hardware pipeline. A functional pipeline
stage may be divided in several hardware pipeline stages, or two functional
pipeline stages may be implemented in one hardware pipeline stage. A hard-
ware pipeline stage may be also parallelized in order to meet high performance
demands. At the same time, for every function performed in the Rasterizer
Stage, a considerable number of hardware algorithms exists. Within a hard-
ware algorithm datapath, various fixed-point data formats and precision can
be employed that might have an impact on the quality of the generated image.
As a consequence, different image quality/performance/power/cost trade-offs
would have to be explored by a designer in order to choose the best solution
for the to-be-developed graphics hardware accelerator, and the huge design
space has to be timely explored under the pressure of tight time-to-market
constraints.

GRAAL is meant to assist the designer in addressing these issues. An overview
of the design exploration framework that we propose is presented in Figure 4.2.
The central elements (discussed in the next subsections) of the framework
are:

• The reference implementation of a SystemC simulator available at [73];

• GRAAL (GRAphics AcceLerator) Simulator, our own custom-designed
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tool that acts as a graphical front-end for SystemC simulation control,
data visualization, and performance estimation;

• The SystemC model of the candidate graphics hardware accelerator de-
signed using our (extendable) library of graphics pipeline components
modeled in SystemC at RT-level;

• Third-party SystemC models of SOC components including a processor
core, memories, and peripherals to simulate the entire system;

• The graphics software application in a binary form, which runs on the
processor core, and makes use of the capabilities of the graphics hard-
ware accelerator.
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Within this framework, different graphics software applications can be run on
the virtual system and various graphics hardware accelerator organization can
be developed, verified, evaluated, and optimized, without building a physical
prototype.

4.2.1 3-D Graphics Component Library

To facilitate the design exploration process, we have modeled in SystemC a
library of OpenGL-compatible hardware modules that include all the Ras-
terizer Stage functionality and that can be plugged together to build a full-
fledged graphics hardware accelerator. These models can be used asmicro-
architectural templates to support further refinement. The library amounts to
approximate28000 lines of SystemC code. The library has the following fea-
tures:

• All modules have a fully parameterizable datapath by using Sys-
temC/C++ templates;

• All modules (excepting the system interface) are described at RT-level
with word-level specified operators in the datapath (they can be further
refined to bit level in the final stages of implementations);

• All modules can be configured to support a tile-based rasterization ap-
proach [90];

• Aside modules that implement the OpenGL functionality, the following
are provided:

– modules for OpenGL state management to respect the OpenGL
semantics;

– modules for interfacing in SOC using OSCI TLM [73] (transaction
level models);

– modules for tile management;

– finer-grain modules to implement various datapath operators.

– pseudo-modules to implement performance-related counters or to
allow graphical visualization, that can be enabled or disabled;

Using the library, the following information can be gathered during simula-
tion:

• Number of frames generated per second;

• Number of primitives rasterized (shaded, antialiased, and textured);
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• Number of fragments entering the per-fragment operations stage and the
number of fragments discarded in each individual per-fragment opera-
tion sub-stage (pixel flow estimation);

• Total number of clock cycles to produce a frame or a number of frames;

• Number of the clock cycles, while the graphics hardware unit is busy
processing and where these cycles were spent (rasterization setup, pixel
fill engines, and texture units);

• Number of the clock cycles spent stalling the hardware units;

• Number of transactions and data traffic at the graphics accelerator—
system interface;

• Frame buffer and local buffers utilization (number of reads, writes, and
stalls);

• Run-time communication of graphics related data to graphical visualiza-
tion modules (explained in Section 4.2.2);

• Hardware signals transitions in VCD (value change dump format) files
for hardware debug and power consumption estimation.

All the statistics gathered can be employed to check the balance of the graphics
hardware micro-architecture and to suggest changes in the next iterations in the
design exploration process.

4.2.2 Visualization and Simulation Control

The GRAAL Simulator program was developed to provide a graphical front-
end for SystemC simulation control, data visualization, and performance es-
timation in our graphics hardware accelerator design exploration framework.
The implemented capabilities (see Figure 4.3) are the following:

• Simulation Control:

– Start, pause, resume, and abort the SystemC simulation process at
any time within the graphical environment;

– Redirection to the graphical front-end of GRAAL Simulator pro-
gram of all the messages normally displayed by the SystemC ref-
erence simulator.

• Real-time graphical data visualization with regard to SystemC simula-
tion:

– Visualization of various buffers content (screen frame buffer, tile
color buffer, tile depth, and stencil buffers);
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Figure 4.3: SystemC simulation control and graphical visualization in GRAAL
Simulator program.
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– Various levels of zoom;

– Markers overlapped on images for debugging purposes showing
pixel centers, the rendering primitives whose image is rasterized,
and/or tile boundaries;

– Image saving capability.

The GRAAL Simulator is a stand-alone program, implemented using the OSF
Motif toolkit [41] for UNIX/X Window System workstations. The program
amounts to approximately18000 lines of C code. From an interface point of
view, the GRAAL Simulator program launches the SystemC reference simula-
tor (the executable SystemC system model) as an independent software entity.
The ability to control the aspects already enumerated, disallowing the slightest
change to the SystemC reference simulator source code, was very challenging,
but the mechanisms provided by the system libraries of the UNIX operating
system (spawningchild processeswith fork() andexecv(), output redi-
rection, and interprocess communication withpipesandFIFOs special files
etc. [85]) and the OSF Motif toolkit API made the task possible. For data visu-
alization, the pseudo-modules mentioned in Subsection 4.2.1 were employed
to snoop relevant busses and to communicate the captured data via FIFO spe-
cial files to the GRAAL Simulator program.

4.2.3 Energy/Power Consumption Estimation

Energy consumption is a critical factor in the system-level design of embedded
portable appliances. A hardware-software co-design framework mustbe em-
ployed to proceed with the design from the software applications intended to
run on these appliances to the final specifications of the hardware that imple-
ments the desired functionality, given the above-mentioned constraints. Stud-
ies have demonstrated that circuit- and gate-level techniques have less than a
2× impact on power reduction, while architecture- and algorithm-level strate-
gies offer savings of10− 100× or more [62]. Hence, the greatest benefits are
derived by trying to assess early in the design process the merits of the poten-
tial implementation. Architecture optimization corresponds to searching for
the best design that optimizes all objectives. Since the optimization problem
involves multiple criteria (power consumption, throughput, and cost), a set of
Pareto points [68] in the design space have to be found to reach the globalop-
timum. Ideally, when designing an embedded system, a designer would like
to explore a number of architectural alternatives and test functionality, energy
consumption, and performance, without the need to build a prototype first.
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Usually, typical portable systems are built of commodity components and have
a microprocessor-based architecture. Full system evaluation is often done on
prototype boards resulting in long design times. Power consumption estima-
tion can be done only late in the design process, after the prototype board
has been built, resulting in slow power tuning turnarounds that do not meet
the requirement of fast time to market. Moreover, using field programmable
gate array (FPGA) hardware emulators for functional debugging, with afast
prototyping time, cannot give accurate estimates of energy consumption or
performance.

In the last decade, among the tools preferred for early performance assessment
at the algorithmic and architectural level, were the cycle-accurate instruction-
set simulators. Unfortunately, for power consumption estimation, this ap-
proach was seldom easy to follow. There were only a few academic tools for
power estimation (all based on or integrated in the SimpleScalar instruction
set simulator toolset framework [17], [91], [16]) and almost no commercial
products.

For several target general purpose processors, a number of techniques emerged
in the last few years. The processor energy consumption for an instruction
trace has generally been estimated by instruction-level power analysis [89],
[88]. This technique estimates the energy consumed by a program by summing
the energy consumed by the execution of each instruction. Instruction-by-
instruction energy costs, together with non-ideal effects, are precharacterized
once for each target processor. A few research prototype tools thatestimate the
energy consumption of processor core, caches, and main memory have been
proposed [65], [61]. Memory energy consumption is estimated using cost-per-
access models. Processor execution traces are used to drive memory models,
thereby neglecting the non-negligible impact of a non ideal memory system on
program execution. The main limitation of these approaches is that the inter-
action between memory system (or I/O peripherals) and processor is not mod-
eled. Cycle-accurate register-transfer level energy estimation was proposed in
[91]. The tool integrates RT level processor simulator with DineroIII cache
simulator and memory model. It was shown to be within 15% of HSPICE
simulations.

The drawback of all the above methods to estimate the power consumption
is that they are based on certain architectural templates, i.e., general purpose
processors, and can be hardly adapted to model system-on-chip designs.

The GRAAL design exploration framework offers two power estimation strate-
gies, both based on SystemC simulation. Both strategies are estimating the
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average power consumption over the entire simulation period, providing as a
byproduct the energy drawn by the graphics accelerator from the battery. The
strategies are presented in the following.

Netlist-level Energy/Power Estimation

The first strategy [29] is depicted in Figure 4.4. It employs several Synop-
sys tools (CoCentric SystemC Compiler, Design Compiler, and Power Com-
piler) [87]. All the steps presented in the figure are automatized with custom-
developed scripts for driving the tools. The prerequisites are a power prechar-
acterized library of standard cells and an initial hardware synthesis step of
the graphics accelerator RTL SystemC model to produce the gate-level netlist
that will be used by the above-mentioned tools. The steps presented in a
darker color have to be performed once for every candidate implementation
of the graphics accelerator being decoupled from the benchmarking process.
The RTL power consumption estimation process acquires information about
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switching activity from SystemC RTL simulation. The switching activity is
obtained by translating the VCD (Value Change Dump format) files, where the
hardware signal traces are logged during SystemC RTL simulation, to SAIF
(Switching Activity Interchange Format) files, the format recognized by the
tools. Switching activity obtained from RTL simulation can be categorized as
synthesis variant switching activity (SVSA) and synthesis invariant switch-
ing activity (SISA). SVSA comes from the combinational logic of the de-
sign that will be heavily optimized during the synthesis process. SISA comes
from the synthesis invariant elements, which generally include inferred reg-
isters, inferred tri-state devices, hierarchical boundaries, black boxIOs, and
primary IOs. Since the synthesis process does not modify these elements,
SISA information is still valid after the RTL design is mapped to the gate-
level netlist. SVSA information is less accurate and is estimated statistically
by propagating synthesis invariant element switching activity probabilities to
the synthesis-optimized combinational logic trees. For the tool inter-operation
details sketched in Figure 4.4, the reader is referred to [87]. The first strategy
provides estimates reliable enough to be used in the micro-architecture explo-
ration phase, where the difference in power estimates between two candidate
micro-architectures in successive iteration steps is expected to be significantly
different (greater than100%).

Architecture-level Energy/Power Estimation

The second strategy utilizes the approach described in [30], requiring more
technology-dependent data setup from the user, and is capable to deliver esti-
mates within25% of circuit-level simulations. The methodology of modeling
power consumption at the architecture level is based on [62]. The premisefor
the success of such methodology lies in the existence of a library of hardware
cells consisting of various operators for the datapath part, gates for control
logic, and bit-cells, decoders, sense amplifiers for memory cores. Depend-
ing on the estimation accuracy desired, the individual cells can be specifiedat
gate-level, if the gates employed are already characterized for power, or can
be specified at the layout-level in order for the internal interconnect parasitics
between individual constituent transistors to be accounted for. Once such a li-
brary exists, it can be precharacterized via gate-level, respectively circuit-level
simulations, resulting in a table of effective capacitive coefficients for every
element in the library. Then, using only this tables and the activity statistics
derived during the architectural-level simulation, the power consumption can
be estimated easily. This precharacterization has to be done only once and



4.2. GRAAL DESIGN EXPLORATION FRAMEWORK 99

P(0      1)

UWNsign

BP1 BP0

0.00

0.10

0.20

0.30

0.40

0.50

0.25

-0.40

-0.20

-0.60
-0.80

-0.90

-0.99

+0.20

+0.40

+0.60
+0.80

+0.90

+0.99

0.00

0246810121416

MSB LSB
Bit

ρ

t

ρ = −0.9

t

ρ = +0.9

b)a)

DBT

Model

Figure 4.5: Bit transition activity for 2 two’s complement data streams mod-
eled as Gaussian processes with different temporal correlationρ: a) Activity
for positively and negatively correlated waveforms. b) Bit transition activity
for data streams with varying temporal correlation.

only the effective capacitive coefficients table is needed for power estimation.
The precharacterization results are valid only for a specific library of hardware
cells and a given IC technology.

The power estimation methodology presented in [62] analyzes separately the
four main classes of chip components: datapath, memory, control, and inter-
connect. For the first two classes, a model called the Dual Bit Type (or DBT)
model was developed, demonstrating good accuracy results, with power esti-
mates typically within10− 15% of results from switch-level simulations. The
DBT model achieves its high accuracy by carefully modeling both physical
capacitance and circuit activity. The key concept behind the technique isto
model the activity of the most significant (sign) bits and least significant bits
separately, due to the fact that they exhibit different statistical behavior(as pre-
sented in Figure 4.5). The least significant bits are modeled as uniform white
noise (UWN). The DBT model applies only to parts of the chip that manipulate
data. A separate model is introduced to handle power estimation for control
logic and signals. This model is called the Activity-Based Control (ABC)
model. The method relies on the observation that although the implementa-
tion style of the controller, e.g., ROM, PLA, random logic, etc., can heavily



100 CHAPTER 4. DESIGN SPACE EXPLORATION

impact the power consumption, it is still possible to identify a number of fun-
damental parameters that influence the power consumption regardless of the
implementation method. In a chip, datapath, memory, and control blocks are
joined together by an interconnect network. The wires comprising the network
have capacitance associated with them and, therefore, driving data andcontrol
signals across this network consumes power. The precise amount of power
consumed depends on the activity of the signals being transferred, as well as
the physical capacitance of the wires. The DBT and ABC models provide the
activity information for control and data buses, but the physical capacitance
depends on the average length of the wires in each part of the design hierarchy.
The average length of the wires is estimated based on the Rent’s rule [22].

Having the library of hardware cells specified, for example, at the layout-level
the library is precharacterized first with a circuit-level simulator. During the
precharacterization stage of the library of hardware cells, a black-boxmodel
of the capacitance switched in each module for various types of inputs is pro-
duced. If desired, these capacitance estimates can be converted to an equiv-
alent energy,E = CV 2, or power,P = CV 2f . The black-box capacitance
models can be parameterized, i.e., taking into account the size or complexity
of the module. The model accurately accounts for activity as well as physi-
cal capacitance. As a result, the effect of the input statistics on module power
consumption is reflected in the estimates.

For illustrative purposes, we will exemplify only briefly the modeling of the
capacitance of a ripple-carry subtractor. Intuitively, the total power consumed
by a module should be a function of its complexity, i.e., size. This reflects the
fact that larger modules contain more circuitry and, therefore, more physical
capacitance. The amount of circuitry and physical capacitance an instance of
this subtractor will contain is determined by its word length,N . In particular,
anN -bit subtractor can be realized byN one-bit full-subtractor cells. The total
module effective capacitance function should receive an argument proportional
to the word length, as shown here:

CT = f (activity statistics, CeffN) (4.1)

whereCeff is the average capacitive coefficients per bit table,f represents
the total module effective capacitance function, andCT represents the total
module effective capacitance. The average capacitive coefficients per bit ta-
ble (presented in Table 4.1) is obtained after a process of data fitting (using
least-squares approximation method), employing the effective capacitive coef-
ficients tables generated for several sample width of the datapath, e.g.,4 bits,
8 bits,16 bits,32 bits. The average capacitive coefficients per bit table will be
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Transition Capacitive Coefficients
Templates (fF/bit)

UU/UU 35.12
UU/SS 34.05 51.26 49.73 17.26
SS/UU 0.00 28.32 41.02 29.56

SS/SS/SS 0.00 28.33 41.17 3.15
41.92 0.00 18.61 0.00
52.13 25.71 0.00 0.00
0.51 0.00 0.00 0.00
0.00 35.42 0.00 52.12
16.00 38.02 36.21 15.69
0.00 55.79 0.00 0.00
49.10 27.42 0.00 0.00
0.00 0.00 69.21 60.01
0.00 0.00 43.17 0.00
7.65 32.73 48.82 10.13
46.18 0.00 19.29 0.00
0.00 0.00 0.00 2.41
0.00 0.00 54.92 72.12
0.00 0.15 0.00 46.89
0.75 25.02 22.83 2.81

Table 4.1: Average capacitive coefficients per bit for the ripple-carrysubtrac-
tor.

generated for the subtractor during the precharacterization stage and stored for
the time when the estimate of the power consumption is needed.

With reference to Table 4.1, the number of coefficients that are required will
depend on how many inputs the module has. In this case, the two-input mod-
ule must be characterized on transitions on both inputs. The LSB region sees
random (UWN) transitions on both inputs. The transition ID for this region
of the module is writtenUU/UU. The effective capacitance of the module in
this region will be described by the coefficientCUU/UU . In the sign region,
the module transition template has three components (SS/SS/SS) rather than
two that might be expected. This is because the output sign can affect the ca-
pacitance switched in the module, and for some modules the sign of the inputs
does not completely determine the output sign (in the case of the subtractor,
subtracting two positive numbers could produce either a positive or a negative
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result). If the transition template for the module only includes inputs, then
a particular transition might be classified as++/++. This makes it appear as
though the module undergoes no activity even though it is possible that the
output does make a sign transition. Specifying the output sign (e.g.++/++/+-)
avoids this ambiguity. For this reason, the transition template for the sign re-
gion of a two-input module should contain an entry for the output, as well as
the inputs.

In addition to the subtractor, many modules follow a simple linear model for
the argument of the total module effective capacitance function. For example,
ripple-carry adders, comparators, buffers, multiplexers, and Boolean logic el-
ements all obey Equation (4.1). The DBT method is not restricted to linear
capacitance models and can model non-linear modules like array multipliers
and logarithmic shifters. The total module effective capacitance functionf is
actually the power model of the module under consideration and receives the
activity statistics seen on the module terminals, the complexity parameters of
that module, e.g.,N , and a pointer to the average capacitive coefficients per bit
table for that module. The reader is referred to [62] for more details. Thetotal
module effective capacitanceCT represents the effective capacitance switched
by that module every clock cycle during the execution of an application pro-
gram on the host processor in the system-on-chip.

Figure 4.6 gives an overview of the architectural power analysis strategy that
we propose. The inputs from the user are a description of a candidate ar-
chitecture for the desired graphics accelerator in structural SystemC andthe
application program for which a power analysis is desired. Every clock cycle,
the activity on internal relevant signals is collected and sent to the power anal-
ysis units. Rather than attempting to find a single power model for the entire
chip, we take the approach of identifying four basic classes of components:
datapath, memory, control, and interconnect. The total power consumption of
the coprocessor or peripheral unit per program executed on the host processor
is estimated.

The components relevant to the architectural power/energy estimation frame-
work are:

- Precharacterized Power models and Effective Capacitance Coefficient
Tables Module, that contain for a library of hardware cells all the tech-
nology dependent information required by the power analysis modules
to compute the power consumption; the tables are derived only once for
a given library of hardware cells;



4.2. GRAAL DESIGN EXPLORATION FRAMEWORK 103

Power estimation

Datapath

Power

Analysis

Power

Analysis

Memory

Power

Analysis

Control

SystemC

Simulator

GRAAL Simulator

GRAAL Power Estimation

SOC SystemC Model

Graphics Accelerator
RTL

Processor Core

Graphics Application Binary Code

Power Models

& Coefficient Tables

hardware library dependent)
(precharacterized,

Activity Analysis

Interconnect

Power

Analysis

Figure 4.6: GRAAL architecture-level power estimation strategy.

- Activity Analysis Module that feeds the Power Analysis modules (power
calculators) with statistics about signal activity inside the simulated
hardware description;

- Power Analysis Modules that estimate the power consumption in the
datapath, control, memory, and interconnect based on statistics received
from the Activity Analysis Module and lookups in the effective capaci-
tance coefficient tables;

- Power Estimator Module that adds the estimates of power consumption
of datapath, control, memory, and interconnect and offers the total figure
of power consumption in the graphics accelerator per program executed
on the ARM processor;

The architecture-level power estimation strategy, although faster and moreac-
curate, has the drawback of requiring a difficult pre-characterizationprocess
on existing libraries of hard-cells. Depending on the situation, either one or
both of the power estimation strategies can be employed.
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4.2.4 Graphics Benchmark Generation Process

Once the embedded graphics accelerator has been assembled from the library
components, to gather data used in design exploration, a graphics library,
a driver, and a graphics software application are needed. To this end,an
OpenGL-compatible library was developed for the SOC platform, borrowing
source code from MESA library [67] (an open source clone of the OpenGL li-
brary), together with the device driver for the graphics hardware accelerator. If
the OpenGL software application is at source-code level, the only subsequent
steps to be taken are to port the application to the SOC platform software en-
vironment, then to compile and link it with the OpenGL-compatible library,
by using the native SOC platform application development tools. More of-
ten, interesting graphics applications with advanced features that can stress the
graphics accelerator are available only in binary form, usually on PCs. For
these situations, we dynamically linked the PC original binary applications
against a modified Mesa library, which executes all the graphics pipeline in
software, to trace and log all the graphics calls and relevant data in files. Then,
a software player developed for the SOC platform is used to recreate all the
original graphics calls and data from those files. This is actually substituted
for the original graphics software application.

4.3 Case Studies

To assess the effectiveness of the GRAAL development framework (and to
mainly illustrate the two power/energy estimation strategies described in Sub-
section 4.2.3), we designed two hardware circuits. The first one was imple-
mented via synthesis from SystemC RTL and the other was obtained em-
ploying semi-custom techniques to generate the hard-cells required for the
architecture-level power estimation strategy. The IC technology employed in
both cases was a UMC 0.18µm Logic 1.8V/3.3V 1P6M GENERICII CMOS
process.

4.3.1 Synthesizable Design

The first design implemented an OpenGL 1.2 compliant 3-D graphics hard-
ware accelerator to be embedded in an ARM based SOC platform, using the
SystemC module library described in Subsection 4.2.1. The following 3-D
OpenGL rasterization functionality was incorporated in hardware:
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• Triangle rasterization: flat- and Gouraud-shaded with/without antialias-
ing with all the options controlling rasterization;

• Texturing with only RGBA8 internal texture format, texture fetching on
demand;

• Per-fragment operations: scissor test, alpha test, stencil and depth buffer
test, blending, and logical operation;

• Whole frame buffer operations: fine control of buffer updates, clearing
the buffers;

• State management: all the state management for previously mentioned
functionality respecting all the invariance rules imposed by the OpenGL
1.2 specification;

The other primitives supported by OpenGL (points, lines, and polygons with
more than three vertices) are processed by the software driver and presented to
the graphics hardware accelerator as a combination of triangles.

Referring to the internal organization, the graphics accelerator adopts atile-
based rasterization approach. The tile size chosen for this particular imple-
mentation was set at32× 16 pixels, which implies that all the internal buffers
(color buffer, depth buffer, and stencil buffer) composing the tile frame buffer
(TFB) have this size. The display size resolution was set at320 × 240 pixels
(a quarter VGA), meaning that the display can be conceptually divided into
10× 15 tiles. The graphics accelerator has only one pixel processing pipeline.
The fixed-point formats utilized at the interface with the internal datapath are
all unsigned. The screen coordinates (X, Y) are represented on9.8 bits, the
color components (R,G,B,A) on0.8 bits, the depth component (Z) on0.24
bits, and the stencil component on8.0 bits.

One frame of the AWadvs-04 component of the OpenGL benchmark
SPECViewperf6.1.2 [84] was generated on our virtual SOC platform, by the
GRAAL tool framework. The resultant frame image is presented in Figure 4.3.
A few characteristics of the frame workload on the graphics accelerator ob-
tained by SystemC RTL simulation are presented in Table 4.2. The AWadvs-
04 benchmark generates images with a higher geometric complexity than the
typical graphical applications expected to be encountered on the low-power
portable graphics terminals of the near future.

The results of the hardware synthesis on the graphics accelerator and estimated
(netlist-level) average power/energy drawn from the battery per frame duration
are presented in Table 4.3.
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Processed Fragments Frame duration
Triangles processed passed to color TFB (clock cycles)

15518 9510877 8759339 12168491

Table 4.2: Frame workload.

IC Technology Std. Cell Library
UMC Logic18-1.8V/3.3V-1P6M VST eSi-Route/11

Target Clk. Freq. Std. Cell No. Total Cell Area
200MHz 106k 2.44mm2

Frame Estimated Average PowerFrame Estimated Energy
206mW 12.53mJ

Table 4.3: Graphics hardware estimation results.

GRAAL tool framework was run entirely on a Linux platform equipped with
an AMD Athlon XP microprocessor running at1.6GHz and512MB of RAM.
To assemble the graphics accelerator hardware from the provided library mod-
ules and to configure the software drivers, it took16 man-hours, the hard-
ware synthesis took1hr 40min. This is one-time overhead, independent of
the benchmarking process. The RTL SystemC simulation for the frame de-
scribed took15min, and the power and energy estimation took15min. Both
these figures depend on the image complexity to be generated on the graphics
accelerator. However, when multiple graphics frames are processed, the sim-
ulation and the estimation can be overlapped in time. These means that data
for approximatively100 frames per day can be gathered, analyzed, and inter-
preted on one computer. Of course, the performance can be further improved
by running the simulations on a cluster of computers.

4.3.2 Semi-custom Design

To verify the power consumption prediction accuracy of the architecture-level
strategy, the following experimental setup should be provided: a precharacter-
ized library of hardware cells, the description in SystemC of the hardware unit
to be implemented, and the binary code of the program to be simulated on the
host processor.

We precharacterized parts of a datapath library of cells (including a ripple-
carry subtractor) designed in the same UMC 0.18µm Logic 1.8V/3.3V 1P6M
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Instruction Trace Power Consumption Power Consumption Relative Error
(estimated) (simulated) (%)

A 0.77mW 0.91mW -15
B 1.02mW 0.84mW 21
C 0.63mW 0.61mW 3

Table 4.4: Power consumption results for the ripple-carry subtractor.

Figure 4.7: Sample coprocessor layout. From left to right and up to down:
register file, control, and datapath.

GENERICII CMOS technology using Alliance VLSI CAD System [6]. We
extracted from the layout the circuit of the subtractor in three variants of the
datapath width: for4 bits, 8 bits, and16 bits. After using the architecture-
level modelling method outlined in Subsection 4.2.3, we obtained the average
capacitive coefficients per bit values presented in Table 4.1.

We modeled in SystemC a sample coprocessor for an ARM1020T CPU core.
It was designed starting from the datasheet of AMD’s Am2901 four-bit bipolar
microprocessor slice. The coprocessor has a datapath width of8 bits. The co-
processor consists of a16-word by8-bit two-port register file, an ALU and the
associated shifting, decoding and multiplexing circuitry. The9-bit microin-
struction word is organized in three groups of three bits each and selects the
ALU source operands, the ALU function, and the ALU destination register.
The ALU provides various status flag outputs. The ALU is capable of per-
forming three binary arithmetic (R+S, S−R, R−S) and five logic functions
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(R OR S, R AND S, R AND S, R XOR S, R XNOR S).

To generate the application programs, we analyzed real trace data for envi-
ronmental control realized with well known microcontrollers (Intel 8051 and
compatible). We extracted the recurrent patterns of control and data in these
instruction flows and generated three instruction flows A, B, and C, along with
the data, using constrained pseudo-random generators specified with the aid of
SystemC Verification Library API. We used the pseudo-random generators be-
cause in the case of our sample coprocessor no software applications exist. We
executed these instruction flows on the ARM processor family ISA (storing
the traces dumped by Armulator [10]) and, using the design framework and
the traces, we obtained power consumption estimates for the subtractor. They
are presented in the second column of Table 4.4.

In order to find the relative error of these estimations for the ripple-carrysub-
tractor, we had to compare the results obtained employing our design explo-
ration tool with the power consumption estimated accurately using HSPICE
circuit simulator on exactly the same excitation patterns. For this purpose we
designed the sample coprocessor down to the layout level, making use of the
library of hardware cells generated beforehand. The layout of the sample co-
processor is presented in Figure 4.7. In order to use Alliance, the models were
translated from SystemC to VHDL. The control circutry was synthesized, the
register file was generated automatically by a macro generator, and the datapth
was assembled in structural VHDL, with the glue logic between arithmetic
operators synthesized by a datapath generator.

The simulation results on the extracted netlist of the ripple-carry subtractor
are presented in the third column of Table 4.4. The clock frequency for the
sample coprocessor assumed throughout these experiments is 200MHz. We
have to mention here that the circuit-level simulation of the subtractor took
several hours for the three instruction traces executed on the ARM processor.
This clearly indicates that a circuit-level simulation of the whole coprocessor,
to obtain the power consumption directly, for an instruction trace executed on
the ARM processor is computationally unfeasible. The relative error between
the power estimated and the power consumption obtained by circuit-accurate
simulation is presented in the last column of Table 4.4. The power prediction
accuracy is good, well within25% of a direct circuit simulation with HSPICE.
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4.4 Conclusion

In this chapter we have presented GRAAL, a versatile hardware/software co-
simulation and co-design tool framework for embedded 3-D graphics acceler-
ators. The tool framework offers a coherent development methodologybased
on an extensive library of parametrizable graphics pipeline components mod-
elled at register transfer level (RTL) in SystemC. The framework is an open
system, allowing integration with other third-party SystemC models of other
various components (microprocessors, memories, and peripherals) to create
an entire virtual simulation platform if desired. The framework incorporates
tools to assist in the visual debugging of the graphics algorithms implemented
in hardware, and to estimate the performance in terms of throughput, power
consumption, and area. We have used the framework extensively and effec-
tively throughout the project to assess the merits of various proposed hardware
implementations and software/hardware partitioning algorithms.
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Chapter 5

Efficient Antialiasing Coverage
Mask Generation Hardware

I
n this chapter, an efficient low-cost, low-power hardware implementation
of a run-time pixel coverage mask generation algorithm for embedded 3-
D graphics antialiasing purposes is presented [33, 34]. The algorithm ex-

ploits the quadrant symmetry property allowing the storage of only the cover-
age mask information for a few representative edges in one of the quadrants
of the plane, the rest of the information being derived on the fly via compu-
tationally inexpensive operations. The algorithm is presented assuming4 × 4
subpixel coverage masks and two’s complement number representation. How-
ever, it has a higher degree of generality: it can be incorporated in anyan-
tialiasing scheme with pre-filtering that is based on algebraic representation of
primitive’s edges, it is independent of the underlying number representation,
and it can be adapted to other coverage mask subpixel resolutions with the only
prerequisite for the masks to be square. In addition, the proposed hardware al-
gorithm represents a natural extension of the algorithm presented in Chapter 3,
Section 3.2.

The chapter is organized as follows. Background and preliminaries regarding
antialiasing with prefiltering are presented in Section 5.1. In Section 5.2, the
antialiasing coverage mask generation algorithm is introduced and highlights
of its hardware implementation are discussed. The additional triangle setup
reguired for triangle antialiasing is reviewed in Section 5.3. The required mod-
ifications of the triangle traversal algorithm are presented in Section 5.4. In
Section 5.5, a qualitative analysis of the proposed algorithm is performed. The
computational accuracy of the algorithm is investigated in Section 5.6. Finally,

111
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hardware implementation and simulation results are presented in Section 5.7.

5.1 Background and Preliminaries

Antialiasing schemes can be classified in pre- and post-filtering methods (the
reader is referred for an overview to Chapter 2, Section 2.3). The algorithm
we propose is OpenGL-compliant. The antialiasing method suggested by the
OpenGL specification, as presented in Subsection 2.3.2, is very close to the
approach taken by pre-filtering (area sampling) antialiasing method.

Within this last category, one efficient approach for triangle rasterizationand
triangle antialiasing is based on the algebraic representation of triangle’s edges
with edge functions [43, 74] and normalized edge functions [78]. In hardware
implementations for antialiasing with normalized edge functions, i.e. Exact
Area Subpixel Algorithm (EASA) [78], subpixel representations of thepixel
coverage coded in coverage masks (depicted in Figure 5.1(a)) are precomputed
for various distances to the pixel center and angles of the edge and stored
in a coverage mask lookup table (LUT). During rasterization, the normalized
edge function computed for the current rasterization position(xM , yM ) is in-
terpreted as a distance and together with the edge slope is used as a LUT ad-
dress to fetch the coverage mask of the current rasterization position forthat
edge (presented in Figure 5.1(b)). The table lookup is performed for allthe
three edges and the three resultant coverage masks are logically combinedto
produce a final coverage mask of the triangle over the current rasterization po-
sition(xM , yM ). Then, the coverage mask is either employed as in [19] or used
to compute a coverage value — the fraction of the pixel covered by the triangle
— from the number of lit subpixels out of the total number of subpixels (see
Figure 5.1(c)). Further, the coverage value is used to modulate the color (the
transparency or the alpha value), which is also computed by interpolation for
the current rasterization position(xM , yM ).

The algorithm we propose can work in conjunction with various normalized
edge functions from which the distanced from the pixel center and the an-
gle α with the horizontal can be inferred from parameters of the normalized
edge function (for illustration of the coverage mask generation algorithm we
have used the normalized edge function proposed by Schilling [78]). This
algorithm is independent of the underlying number representation and can
be adapted to other coverage mask subpixel resolutions with the only pre-
requisite for the masks to be square. For illustrative purposes, the hardware
circuits presented in figures employ two’s complement arithmetic. For nu-
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Figure 5.1: The basic principle of EASA: a) The 16-bit subpixel mask num-
bering scheme, b) Fetching a coverage mask from the lookup table using as
indices the distanced of the edge vector from the pixel center and the angleα
of the edge vector, c) The method to determine the coverage value of the pixel
under consideration using box filtering by combining the coverage masks for
the three edge vectors of the triangle.

merical bit-strings we utilize the following notation:a{sgn,n,...,0,−1,...,−m} or
a(sgn)a(n)...a(0)a(−1)...a(−m) represents the fixed-point number whose value
is−a(sgn)2n+1 +a(n)2n + ...+a(0) +a(−1)2−1 + ...a(−m)2−m. The bit ranges
presented in figures reflect the precision required in the antialiasing datapath
of an embedded QVGA graphics accelerator. Thus, the numerical ranges for
the antialiasing operands used throughout the paper will bed

{sgn,10,...,−24}
L1

,
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x , ∆x{sgn,8,...,−4}, and∆y{sgn,8,...,−4}.

In the following paragraphs, a connection between the edge function equation
presented in Subsection 3.2.1, the distanced to the pixel center, and the angle
of its defining vector with horizontalα is presented.

Referring to Figure 5.2, the distanced and the angleα can be expressed
with the aid of the edge functionE(x, y) associated with the edge vector−−−−−−−−−−−−−−−−−−−−−→
(xA, yA)(xA + ∆x, yA + ∆y) written for the point M(xM , yM ). The distance
d can be found by using similar triangles in Figure 5.2 as:

d =
dx · dy√
dx2 + dy2

=
(xB + dx− xB) · dy − (yB − yB) · dx√

dx2 + dy2

=
(xM − xB) · dy − (yM − yB) · dx√

dx2 + dy2
=

Ẽ(xM , yM )√
dx2 + dy2

(5.1)

where Ẽ(x, y) represents the edge function associated with the vector−−−−−−−−−−−−−−−−−−−−→
(xB, yB)(xB + dx, yB + dy) written for the point M(xM , yM ).

Equation 5.1 expressesd as function ofẼ(x, y) but given that during the tri-
angle rasterization process we actually compute theE(x, y) edge function,
we would rather like to expressd as function ofE(x, y). We can carry on
this derivation if we utilize the edge function properties we proved in Subsec-
tion 3.2.1. To accomplish this, we have to note that using similar triangles in
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Figure 5.2, it can be written that:

dx

∆x
=

dy

∆y
=

√
dx2 + dy2

√
∆x2 + ∆y2

= k (5.2)

wherek is a constant of proportionality. Now, using the Equations (5.1), (5.2)
and the property presented and proved in Subsection 3.2.1 that the edge func-
tion is invariant with the origin of its defining vector along its associated line,
the distanced can be written as:

d =
Ẽ(xM , yM )√

dx2 + dy2
=

(xM − xB) · dy − (yM − yB) · dx√
dx2 + dy2

=
(xM − xB) · k ·∆y − (yM − yB) · k ·∆x

k ·
√

∆x2 + ∆y2

=
(xM − xB) ·∆y − (yM − yB) ·∆x√

∆x2 + ∆y2

=
(xM − xA) ·∆y − (yM − yA) ·∆x√

∆x2 + ∆y2
=

E(xM , yM )√
∆x2 + ∆y2

(5.3)

For the sake of brevity, the above proof was presented assuming that∆x > 0
and∆y > 0, but this equation still holds for the general case. Rewriting the
equation to let the angleα come into play, for any arbitrary point M it can be
written:

dL2
(M) =

E(xM , yM )√
∆x2 + ∆y2

= (xM − xA) · ∆y√
∆x2 + ∆y2

− (yM − yA) · ∆x√
∆x2 + ∆y2

= (xM − xA) · sin α− (yM − yA) · cos α (5.4)

Regarding Equation (5.4), we would like to stress out the following:

First, the distancedL2
(M) can be regarded as a normalized edge function with

an L2 norm or Euclidean norm (the norm is
√

∆x2 + ∆y2), and hence the
notation for this distance. It can be proved that thenormalized edge func-
tion is invariant with the origin of its defining vector along its associated line
and thenormalized edge function is invariant with the length of its defining
vector along its associated lineby following similar derivations as in Subsec-
tion 3.2.1. The former property is inherited from the edge function, but the last
is a generalization of the property of the edge function.
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L1
d =1/2L2

b)a)

d =1/  2

M M

Figure 5.3: Geometrical locus of equidistant edges to a pixel center M
(drawing reproduced from [78]): a) A circle for the Euclidean distance
|dL2

(M)| = 1/
√

2, b) The pixel square (approximative) for theL1 norm dis-
tance|dL1

(M)| = 1/2.

Second, looking at its expression, it follows that the distancedL2
(M) is a

signed distance. Referring to the Figure 5.2 again, if the point M would be
positioned in the other half-plane, the distance would be negative having as
magnitude the Euclidean distance from the point M to the edge vector.

Third, the edge slope used to fetch the coverage mask from the LUT is repre-
sented by the dependency onsinα andsgn{cos α} (the last one being neces-
sary in order to obtain a unique composite index forα ∈ [0, 2π]).

Last, as explained in [78], the Euclidean distance has two disadvantages.The
first one is a consequence of the fact that for every pixel a square subpixel mask
is used. In Figure 5.3a, it is indicated that if all the pixels not more than1/

√
2

away from the edge are taken into consideration (to account for the subpixels
positioned in the corners of the square represented by the pixel), it is possible
for the edge to step on pixels other than the pixel (the rasterization’s current
position) for which the coverage value is supposed to be computed. This means
additional complexity in the hardware, as the covering masks for neighboring
pixels are also involved in the computation. The second disadvantage is that
the computation of Euclidean distance is demanding (the square root is a costly
operation in hardware).

To eliminate the above disadvantages ofdL2
(M), we will consider, as in [78],

the distance given by the normalized edge function with anL1 norm or Man-
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hattan norm|∆x|+ |∆y|:

dL1
(M) = E(xM ,yM )

|∆x|+|∆y|

= (xM − xA) · ∆y
|∆x|+|∆y| − (yM − yA) · ∆x

|∆x|+|∆y|

= (xM − xA) · sinα ·
√

∆x2+∆y2

|∆x|+|∆y|

−(yM − yA) · cos α ·
√

∆x2+∆y2

|∆x|+|∆y|

= (xM − xA) · dex(α)− (yM − yA) · dey(α)

(5.5)

It can be proved that theL1 normalized edge function is invariant with the ori-
gin of its defining vector along its associated lineand theL1 normalized edge
function is invariant with the length of its defining vector along its associated
line by following similar derivations as in Subsection 3.2.1.

To demonstrate that indeed, by considering the distancedL1
(M) instead of the

distancedL2
(M), all the previously mentioned disadvantages are eliminated, a

brief justification is presented in the following.

To keep the material presented here-in at a reasonable length, in the following
derivations only the case where∆x > 0 and∆y > 0 will be presented but the
results can be easily generalized. The interest here is to find the geometrical lo-
cus of the edges for which the distancedL1

(M) to a given pixel with the center
M is a constant. Because the Euclidean distance is easily comprehensible (is
the “common sense” distance), the distancedL2

(M) of the edges belonging to
this geometrical locus to the pixel center M will be computed. From Equations
(5.4), (5.5) it can be written that:

dL1
(M) = dL2

(M) ·
√

∆x2 + ∆y2

∆x + ∆y

= dL2
(M) ·

√
1 + tan2 α

1 + tanα
(5.6)

Now, the distancedL1
(M) to the pixel with the center M for a45◦ edge passing

through the upper left corner of this pixel will be:

dL1
(M) =

1√
2
·
√

1 + tan2 45◦

1 + tan 45◦
=

1

2
(5.7)
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Now, by employing Equations (5.6) and (5.7), the geometrical locus of the
edges for which the distancedL1

(M) to a given pixel center M is1/2 are the
edges that have the following distancedL2

(M) to the pixel center M:

dL2
(M) =

1

2
· 1 + tanα√

1 + tan2 α
(5.8)

For instance, by plugging in Equation (5.8) forα the values0◦, 30◦, and60◦

the results obtained fordL2
(M) are1/2, (

√
3 + 1)/4, and(

√
3 + 1)/4.

Generalizing, the geometrical locus of the edges for which the magnitude of
the distancedL1

(M) (keep in mind thatdL1
(M) is a signed distance — it de-

pends on the orientation of the edge vector) to a given pixel center M is1/2
is approximatively the pixel square. This is depicted in Figure 5.3b. This
is in fact a desired result [78], because the previous Euclidean circular filter
never would result in a homogeneous coverage of the screen. Moreover, the
expression for theL1 norm distance is simple enough to be computed during
the rasterization process, and thisL1 norm distance will be considered for the
computation of the distance and the angle information used in the coverage
mask table look up.

To conclude, by referring to Equation (5.5), the required indices for table look
up will be: theL1 norm distancedL1

(M), dex(α), andsgn{dey(α)}.
For practical interest, only the coverage masks for partially covered pixels have
to be stored in the coverage mask LUT imposing the range for theL1-norm
distance to bedL1

(M) ∈ (−0.5, +0.5). Outside this range, the pixel is totally
covered or totally uncovered by the triangle edge, and the coverage maskcan
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be assigned implicitly to be with all subpixels set or unset depending on the
sign ofL1-norm distancedL1

(M). This scheme can easily be implemented in
hardware with trivial multiplexing circuitry using the two’s complement circuit
we propose in Figure 5.4.

Regarding the other indexdex, its range can be established easily. Employing
Equation (5.5), the magnitude ofdex can be written as:

|dex(α)| = | sinα| ·
√

∆x2 + ∆y2

|∆x|+ |∆y|

= sinαr ·
√

1 + tan2 αr

1 + tanαr
= sin αr ·

√
cot2 αr + 1

cot αr + 1
(5.9)

in alternative form to avoid singularities in some legitimate cases (when edges
are vertical or horizontal). Hereαr = arctan(|∆y|/|∆x|) with αr ∈ [0, π/2].
Studying the extremes of the function described by Equation (5.9), it can be
shown that therange fordex(α) is the interval[−1, 1].

The discrete range ofsgn{dey} is given by the following assignment:

sgn{dey} =

{
−1 if dey < 0
+1 if dey ≥ 0

(5.10)

so therange forsgn{dey} is the set{−1, +1}.
Depicting the addressing scheme discussed in this subsection, the method of
fetching the coverage masks for the partially covered pixels is presented in
Figure 5.5. The functions performed by the blocks depicted in the figure will
be explained in the next section.

To keep the coverage masks LUT within reasonable size, the edge vectorscan
be grouped in edge vector classes and only several representative classes can
be stored in the coverage masks LUT.An edge vector class is defined as a set
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Figure 5.6: The edge vectors stored in the coverage masks LUT (the subpixels
are represented as dotted squares).

of all the edge vectors with the samedex(α) and sgn(dey(α)) values, but with
distinctdL1

(M) values (the values lie in the above ranges). Hence, an edge
vector class contains all the edge vectors with the same slope that partially
cover a pixel. In the particular case of the EASA antialiasing scheme [78],
only 32 edge vector classes from all the four quadrants of plane were stored as
presented in Figure 5.6(a). The32 edge vector classes were chosen by drawing
all the possible edge vectors that were passing through the subpixel centers
of a pixel (the edge vectors belonging to edge vector classB are depicted in
Figure 5.6(b)). Then, the coverage mask that was stored corresponding to
the index given by a combination ofdL1

(M), dex(α), and sgn(dey(α)) was
computed by insuring that the number of subpixels lit in the coverage mask
was correct plus or minus1/2 a subpixel, based on the exact covered area
of the pixel. However, additional redundancy had to be incorporated in the
LUT to ensure that for two adjacent triangles, both front-facing or both back-
facing, a total coverage of more than 1 pixel was impossible and to counteract
in two’s complement number system the biasing of a rounding scheme based
on truncation towards−∞. This increased the coverage masks LUT size to8k
words of16 bits (8k coverage masks) [78].

5.2 Proposed Coverage Mask Generation Scheme

By maintaining the same system parameters described in the previous sec-
tion, we propose an algorithm that makes possible a reduction of coverage
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mask LUT size to no more than256 16-bit coverage masks, without down-
grading the antialiasing quality. Considering that a triangle’s oriented edge
can be represented as a vector from the source vertex to the sink vertex, the32
edge vector classes can be clustered according to the quadrant they belong (for
horizontal/vertical edge vector classes a convention is made) as illustrated in
Figure 5.7. Our algorithm proceeds from the consideration that the coverage
masks required for the edge vectors of each of the four quadrants correspond
to each other in arotationally symmetricmanner. That is, if an edge vector,
which belongs by its orientation to one quadrant and which requires a specific
coverage mask, is rotated in steps of90◦, the resulting edge vectors in the other
quadrants will require the same specific coverage mask rotated in correspond-
ing steps of90◦. It is therefore proposed to store only coverage masks for
edge vectors belonging by their orientation to one of the selected quadrants,
e.g., to the first quadrant. The coverage masks for edge vectors belonging
by their orientation to another quadrant are obtained by a simple transforma-
tion of a coverage mask fetched for a corresponding edge vector belonging to
the selected quadrant. Transposing the original edge vector into the selected
quadrant and transforming the fetched coverage mask into the quadrantof the
original edge vector can be achieved in hardware by computationally inex-
pensive operations, such as simple mask bitwise negations (an inverter perbit
of coverage mask), mirrorings, and/or rotations with90◦ (involving only the
proper routing of signals representing the bits in the coverage mask).

The proposed algorithm for coverage mask generation for an edge vector that
presents a partial coverage over the current rasterization position, asdepicted
in Figure 5.1(b), is presented in the following. For a correctness proof of the
algorithm, the reader is referred to [32].

Algorithm

1. Computedex, dey for the edge vector and determine the initial quadrant for
the edge vector (performed only once per edge);

2. ComputedL1
for the current rasterization position that the edge touches;

3. Quadrant Disambiguation — perform the next operations if the initial quadrant
for the edge vector is the following:

• Q1: deQ1

x = dex; dLUT index
L1

= dL1

• Q2: deQ1

x = −dey; dLUT index
L1

= dL1

• Q3: deQ1

x = −dex; dLUT index
L1

= −dL1

• Q4: deQ1

x = dey; dLUT index
L1

= −dL1

4. Edge Vector Class Disambiguation — Disambiguate the value for deQ1

x using
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Quadrant Four

Quadrant One
Edge Vectors

Quadrant Three
Edge Vectors
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Edge Vectors
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D

EFGH

Figure 5.7: The new method of edge vector class clustering in the four quad-
rants of the plane (for clarity the edge vectors were drawn in four distinct
pixels).

bisectors according to Table 5.1 thus producing a 3-bitdeLUT index
x value, if

this disambiguation has produced a wrap-around set thewrap flag, else unset
wrap;

5. Use 3-bitdeLUT index
x value and 5 most significant bits ofdLUT index

L1
to com-

pose the address and fetch the coverage maskMask from the coverage masks
LUT;

6. Adjust if necessary the coverage maskMask by producing an intermediary
coverage maskAdjusted Mask:

• if wrap was set then perform:
Adjusted Mask =l (Mask 	 90◦)

• else perform:
Adjusted Mask = Mask

7. If the initial quadrant for the edge vector was the followingthen compute an-
other intermediary coverage maskCoverage Mask:

• Q1: Coverage Mask=Adjusted Mask

• Q2: Coverage Mask=Adjusted Mask 	 90◦

• Q3: Coverage Mask=not (Adjusted Mask)

• Q4: Coverage Mask=not (Adjusted Mask 	 90◦)

8. Compute the final coverage mask for the edge vector by testingthe orientation
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of the triangle’s edges:

• if triangle’s edges are oriented clockwise (dAB
L1

(xC , yC) > 0 or
EAB (xC , yC) > 0) perform:

Final Coverage Mask = Coverage Mask

• else
Final Coverage Mask = not (Coverage Mask)

�

In the description of the algorithm, the operator	 90◦ denotes a counter-
clockwise rotation with90◦ of the4× 4 grid of subpixels that is encoded as a
16-bit coverage mask, the operatorl signifies a vertical mirroring of the4× 4
grid of subpixels, and the operator not() signifies a bitwise negation of the
16-bit coverage mask.

Due to the fact that the coverage mask LUT contains only instances of the
quadrant one edge vector classes the indexing scheme became simpler when
compared with previous implementations [78]: the index has to be composed
taking into account only the transformeddLUT index

L1
(M) anddeQ1

x (α). Now

the range fordeQ1
x (α) ∈ [0, +1) (the vertical edge vector class found at the

intersection between quadrant one and two belongs according to the conven-
tion made to quadrant two) and the quadrant one edge vector classes canbe
distinguished from each other by thedeQ1

x (α) value only.

The algorithmic steps that are particular to the proposed algorithm are ex-
plained in the following and their implications for the hardware implemen-
tation are also discussed. Thesteps 1, 2, 5are almost identical with the steps
that would be necessary in previous algorithms [78] with the exception that
now the look up process is performed on a much smaller table with decreased
access latency.

The quadrant determination of the initial edge vector specified bystep 1can
be implemented using the circuit presented in Figure 5.8. The2-bit quadrant
code assignment is “00” for quadrant one (Q1), “01” for quadrant two (Q2),
“10” for quadrant three (Q3), and “11” for quadrant four (Q4). An additional
error signal is provided to flag degenerate edge vectors (∆x = ∆y = 0) and in
effect to disable the rasterization of such degenerate triangles. As this circuit
is already employed by the point-sampling triangle rasterization datapath to
impose tie-rules for pixel rasterization on triangle shared edges, it will notbe
considered in the following as part of the antialiasing datapath.

The quadrant disambiguation (step 3) and the coverage mask transformation
to the originary quadrant (step 7) are meaningful only if they are explained in
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Figure 5.8: Edge vector quadrant computation.
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Figure 5.9: Q2 edge vector coverage mask generation.
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Figure 5.10: Q3 edge vector coverage mask generation.

synergy. The idea behind is to transform the arbitrary quadrant edge vector
into an equivalent Q1 edge vector in order to use for coverage mask retrieval
only a reduced coverage mask LUT for Q1 edge vectors. After the coverage
mask is fetched from the LUT, inverse transformations have to be operated
on the coverage mask in order to obtain the correct coverage mask for the
initial, arbitrary quadrant edge vector. The equivalent underlying geometri-
cal transformations to the above-mentioned formulas required to generate Q2
and Q3 coverage masks are depicted in Figure 5.9, respectively Figure 5.10.
When the edge belongs to Q4, the operations required are fused computations
Q4→Q2→Q1→Q2→Q4. The transformations for forward transition Q4→Q2
and backward transition Q2→Q4 are similar to Q3→Q1 and Q1→Q3, respec-
tively. This forward/backward transformations ensure by constructionthat two
adjacent triangles, both front-facing or both back-facing, always complement
each other, and a total coverage of more than4 × 4 subpixels is impossible,
meaning that the algorithm is water-tight. In the following, efficient circuits
to implementstep 3 are presented. There are two problems to be tackled
with when using two’s complement number representation. The first one is
the requirement for wide-operand addition to implement the sign complemen-
tation unary operator (for our required precision26-bit addition fordL1

and
22-bit addition fordex). The second one and the only mean to warrant water-
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4 LUT_INDEX

Figure 5.11:dL1
selective sign complementation and truncate-to-zero circuit

diagram.

tightness, given the asymmetrical behavior of positive and negative numbers
under truncation (required forsteps 4, 5), is to employ a truncate-to-zero
rounding scheme. This is accomplished by ignoring the least significant bits on
the right side and adding the sign bit to the least significant bit of the remaining
bits. However this only occurs if at least one of the ignored bits is nonzero.
This involves a chain of two additions, one of them being expensive. To sim-
plify things and reduce it to two narrow-operand additions, it can be shown that
a sign complementation followed by a truncate-to-zero rounding is equivalent
to a truncate-to-zero rounding first followed by the sign complementation of
the resultant reduced number of bits. Furthermore, it is possible to fuse these
two additions in only one narrow-operand addition by using the circuits pre-
sented in Figure 5.11 and Figure 5.12 and employing little additional logic and
a signal that indicates if the sign complementation is required. This circuits
eliminate the need for additional redundancy to be built in the coverage masks
LUT, as in [78], lowering the LUT foot-print further.
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Figure 5.12:dex or dey selective sign complementation and truncate-to-zero
circuit diagram.

RangedeQ1
x (α) Disambiguated deLUT index

x wrap

deQ1
x (α) (binary) (binary)[

0, debsct AB
x

)
deA

x 000 0[
debsct AB

x , debsct BC
x

)
deB

x 001 0[
debsct BC

x , debsct CD
x

)
deC

x 010 0[
debsct CD

x , debsct DE
x

)
deD

x 011 0[
debsct DE

x , debsct EF
x

)
deE

x 100 0[
debsct EF

x , debsct FG
x

)
deF

x 101 0[
debsct FG

x , debsct GH
x

)
deG

x 110 0[
debsct GH

x , debsct HV
x

)
deH

x 111 0[
debsct HV

x ,+1
)

deA
x 000 1

Table 5.1: Edge vector class disambiguation rules.

The role of the edge vector class disambiguation (step 4) is to map the param-
eters of the quadrant one edge vector resulted from the previous step (quadrant
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Figure 5.14: Edge vector class disambiguation employing bisectors.

disambiguation —step 3) into parameters of the closest matching representa-
tive edge vector whose coverage mask is resident in LUT. The quadrant one
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edge vector that results after the quadrant disambiguation process (step 2) has
to be classified in one of the eight quadrant one edge vector classes whose
coverage masks are stored in LUT. Conceptually, the disambiguation process
of the edge vector class is reduced to the problem of finding the boundaries
between neighboring quadrant one edge vector classes with correspondence
in the coverage masks LUT. This was solved by finding thedeQ1

x (α) value
of the bisectors between two adjacent quadrant one edge vector classes with
correspondence in LUT.

Two such edge vectors are isolated and depicted in Figure 5.13. For each
bisector, adex value can be found. Thisdex value represents the boundary
between two neighboring edge vector classes. It can be computed using the
following equations.

Referring to the Figure 5.13, it can be written that:

deα
x =

∆yα

∆x + ∆yα
=

{
tan α

1+tan α if α ∈ [0, π/2)

1 if α = π/2
(5.11)

Similarly:

deβ
x =

∆yβ

∆x + ∆yβ
=

{
tan β

1+tan β if β ∈ [0, π/2)

1 if β = π/2
(5.12)

The bisector’s angleΘ can be written as a function ofα andβ asΘ = (α +
β)/2. It follows that:

deΘ
x =

∆y

∆x + ∆y
=

tan Θ

1 + tan Θ
=

tan α+β
2

1 + tan α+β
2

=
1

1−tan α
2
·tan β

2

tan α
2
+tan β

2

+ 1
(5.13)

Now, a modality has to be found to link the expressions fortan α
2 andtan β

2

by theirdeα
x anddeβ

x. For instance, in theα′s case it can be written that:

tan α =
2 · tan α

2

1− tan2 α
2

(5.14)

which implies that:

tan
α

2
=





√
1+tan2 α−1

tan α if α ∈ (0, π/2)
1 if α = π/2
0 if α = 0

(5.15)
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From the Equation (5.11) it follows that:

tan α =
deα

x

1− deα
x

(5.16)

Plugging Equation (5.16) into Equation (5.15) yields:

tan
α

2
=





 

r

1+
“

deα
x

1−deα
x

”

2

−1

!

·(1−deα
x )

deα
x

if deα
x ∈ (0, 1)

1 if deα
x = 1

0 if deα
x = 0

(5.17)

Similarly, for β it can be written that:

tan
β

2
=





0

@

s

1+

„

de
β
x

1−de
β
x

«

2

−1

1

A·(1−deβ
x)

deβ
x

if deβ
x ∈ (0, 1)

1 if deβ
x = 1

0 if deβ
x = 0

(5.18)

Finally, by substituting Equations (5.17) and (5.18) in Equation (5.13), the
associateddeΘ

x for the bisector can be computed.

Referring to Figure 5.14, it means that if thedeQ1
x (α) value of an incom-

ing edge vector is, for example, between thedeQ1
x (α) values of the bisector

bsct AB andbsct BC, then itsdeQ1
x (α) value becomes that of the edge vec-

tor classB. Since only eight edge vector classes (A, B, C, D, E, F, G, H) are
represented in the coverage mask LUT, it means that only3 bits are needed to
encode this value in the coverage mask LUT index. This3-bit code is produced
directly as a result of the edge vector class disambiguation with bisectors. In
the coverage mask LUT being stored256 coverage masks,5 bits remain avail-
able (as in a previous implementation[78]) in the index to encode32 L1-norm
distancesdL1

(M) (coverage masks for32 values of distances from the pixel
center M to a particular edge slope can be stored). The rules for the edgevector
class disambiguation with bisectors are presented in Table 5.1, column1 and2.
It is needed to emphasize that thedeQ1

x (α) values associated with the bisectors
represent constants to the algorithm which will be programmed in hardware
and no computational effort is spent at rasterization time to compute them.
The3-bit code required to encode the disambiguateddeQ1

x (α) in the coverage
mask LUT index is presented in Table 5.1, column3. Referring to Figure 5.14,
an exceptional case that has to be handled in a specific way appears forthe dis-
ambiguation of any quadrant one edge vector class whose slope lies between
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Figure 5.15: Coverage mask adjustment.

bsct HV and the vertical. Normally, it will have to be disambiguated to the
vertical edge vector class, but according to the assignment presented inFig-
ure 5.7, this class belongs to the quadrant two. Instead, those exceptional edge
vectors are disambiguated by wrapping around to theA edge vector class (last
row in Table 5.1) and asserting a condition signalwrap (Table 5.1, column 4).
The coverage mask is fetched from the coverage mask LUT, but beforeapply-
ing step 7, the correction described instep 6has to be performed if the condi-
tion signal is asserted. The equivalent underlying geometrical transformations
for the coverage mask adjustment process are presented in Figure 5.15.The
edge disambiguation rules presented in Table 5.1 can be implemented in two
ways: sharing the gates for implementing the carry chains necessary for each
required comparison or specifying the edge diambiguation rules in a logic table
format with an entry for every possibledeQ1

x (α) value. Both approaches can
be synthesized efficiently leading to a fast logic circuit, for example, consider-
ing 8-bit disambiguation constants, the resultant circuit complexity is slightly
less than of a16-bit adder.

Step 8is required in order for the coverage mask lookup scheme to work with
triangles with edges oriented clockwise or counter-clockwise, as required for
OpenGL or Microsoft’s DirectX-Direct3D compliance. The coverage masks
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Figure 5.16: Coverage mask generation circuit diagram for one edge vector.

in the coverage mask LUT are computed only for clockwise orientation of
triangle’s edge vectors. For triangles with edges oriented counter-clockwise,
the coverage mask obtained through the operations described so far hasto
be bitwise negated to deliver the final coverage mask. The orientation of the
triangle’s edges can be detected by computing in Equation (5.5) the sign of the
edge functionEAB (xC , yC), or equivalently, the normalized edge function
dAB

L1
(xC , yC) (in any cyclic permutation of triangle’s vertices A, B, C). Those

computations are not specific to the antialiasing datapath, they being required
mandatorily for the triangle interpolation setup, i.e.,δz/δx, δz/δy etc.

A diagram of the entire coverage mask generation circuit for one edge vector is
presented in Figure 5.16. The diagram corresponds to Figure 5.1(b). To sum-
marize, the proposed algorithm leads to efficient hardware implementations
having a lower structural cost and requiring only computationally inexpensive
operations.
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5.3 The Additional Setup Required for Antialiasing

The required additional setup for the triangle antialiasing is described by the
following relations:

mag xAB = |∆xAB|
mag yAB = |∆yAB|
mag xBC = |∆xBC |
mag yBC = |∆yBC |
mag xCA = |∆xCA|
mag yCA = |∆yCA|

mag sumAB = mag xAB + mag yAB

mag sumBC = mag xBC + mag yBC

mag sumCA = mag xCA + mag yCA

Recip mag sumAB = 1
mag sumAB

Recip mag sumBC = 1
mag sumBC

Recip mag sumCA = 1
mag sumCA

deAB
x = ∆yAB ·Recip mag sumAB

deBC
x = ∆yBC ·Recip mag sumBC

deCA
x = ∆yCA ·Recip mag sumCA

deAB
y = ∆xAB ·Recip mag sumAB

deBC
y = ∆xBC ·Recip mag sumBC

deCA
y = ∆xCA ·Recip mag sumCA

(5.19)

There are two strategies to compute theL1 norm distancesdAB
L1

, dBC
L1

, anddCA
L1

for a pixel M.

For the first one, it can be computed in the following way:

dAB
L1

(xM , yM ) = EAB(xM , yM ) ·Recip mag sumAB

dBC
L1

(xM , yM ) = EBC(xM , yM ) ·Recip mag sumBC

dCA
L1

(xM , yM ) = ECA(xM , yM ) ·Recip mag sumCA (5.20)

by operating with the edge functions.
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For the second one, it can be computed as follows:

dAB
L1

(xM , yM ) = (xM − xA) · deAB
x − (yM − yA) · deAB

y

dBC
L1

(xM , yM ) = (xM − xB) · deBC
x − (yM − yB) · deBC

y

dCA
L1

(xM , yM ) = (xM − xC) · deCA
x − (yM − yC) · deCA

y (5.21)

by replacing the edge functions withL1 normalized edge functions.

If the L1 norm distance is written as aL1 normalized edge function, then the
distancedL1

can be computed incrementally by simple addition for adjacent
pixels:

dL1
(x + 1, y) = dL1

(x, y) + dex (5.22)

dL1
(x, y + 1) = dL1

(x, y)− dey (5.23)

Generalizing, theL1 norm distancedL1
for a pixel with the address(x+δx, y+

δy) can be computed from its value for the pixel(x, y) as:

dL1
(x + δx, y + δy) = dL1

(x, y) + δx · dex − δy · dey (5.24)

using supplementary two multiplications and one addition.

Also, parallelizing a singleL1 normalized edge function computation is possi-
ble. By providingN hardware interpolators for the sameL1 normalized edge
function, each interpolator can compute theL1 normalized edge function in an
interleaved fashion, for pixels a distanceN away from a given pixel with the
address(x + i, y), i ∈ {0, 1, . . . , N − 1}:

dL1
(x + i + N, y) = dL1

(x + i, y) + N · dex (5.25)

whereN must be a power of two for the reasons explained in Subsection 3.2.1.

5.4 Modifications of the Triangle Traversal Algorithm

The triangle traversal algorithm for aliased triangles was presented in Subsec-
tion 3.2.3. To accomodate antialiasing, only a modification of this algorithm is
required by the new computing scheme to detect pixels (better said fragments)
that are considered “interior” to the triangle. For these fragments, the associ-
ated data is mandatory to be computed (z, colors, and texture coordinates). The
method to compute the associated data for the fragments remains unchanged.
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The conditions required for a fragment (pixel) to be considered “interior” to
the triangle are summarized in Table 5.2 for the two strategies presented in the
Section 5.3.

For the first strategy, the aliased triangle’s edge function approach is kept. This
can lead to a shorter latency for the triangle rasterization setup. On the other
side, the latency of the triangle rasterization will increase because, when the
edges of the triangle will be encountered, in order to perform antialiasing at
most three multiplications per fragment (pixel) will have to be additionally
performed (it can be noticed with the aid of Equation (5.20)).

For the second strategy, in Section 5.3 it was suggested that the aliased trian-
gle’s edge function evaluation can be replaced completely by theL1 normal-
ized edge function evaluation. To compute Equations (5.21), (5.22), (5.23),
and eventually (5.24), the same hardware as for the edge function evaluation
can be employed. So what we suggest, is to use the edge functions for the
aliased triangle rasterization, and theL1 normalized edge functions (dL1

) for
the antialiased triangle rasterization. There are no concerns for the correctness
of the algorithm, because all the algorithmic issues raised in the previous chap-
ters hold equally for theL1 normalized edge functions (the distancedL1

(x, y)
is obtained from the edge functionE(x, y) by a division with a positive quan-
tity). There is only one exception. For the triangle setup stage, presented in
Chapter 3.2.2, the quantityEAB(xC , yC) has to be evaluated. For correctness,
this quantity cannot be replaced withdAB

L1
(xC , yC). But this is not an issue,

since the hardware required for theL1 normalized edge function evaluation
is the same as the hardware for the edge function evaluation. Under these
conditions, the latency for the triangle rasterization setup will increase, butthe
latency of the triangle rasterization will decrease, by evaluating theL1 normal-
ized functions incrementally with additions for adjacent fragments (pixels).

It is true that, in most of the cases in computer graphics, only the throughputof
the computations matters. There are a few exceptions and they are encountered
only in the demanding real-time high-end graphics environments (e.g. interac-
tive flight-simulators where the latency matters — the delayed visual feedback
received by the user may lead to an overreaction from his part closing a pos-
itive feedback loop in the augmented system = user + graphics system, with
negative consequences to the overall stability of the augmented system). For
the rest of the low-end systems and in our case, however, this is not a crucial
issue. Moreover, for a graphics system with limited interactivity, it is possible
to hide out completely the latency for the triangle setup by overlapping the
rasterization process of a triangle with the setup process for the next triangle,
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Edge vector orientation Condition for the “interior” fragment (pixel) M

[
EAB(xM , yM ) > −1

2 · (|∆xAB|+ |∆yAB|)
]

∧
[
EBC(xM , yM ) > −1

2 · (|∆xBC |+ |∆yBC |)
]

EAB(xC , yC) > 0 ∧
[
ECA(xM , yM ) > −1

2 · (|∆xCA|+ |∆yCA|)
]

or

[
dAB

L1
(xM , yM ) > −1

2

]

∧
[
dBC

L1
(xM , yM ) > −1

2

]

∧
[
dCA

L1
(xM , yM ) > −1

2

]

[
EAB(xM , yM ) < +1

2 · (|∆xAB|+ |∆yAB|)
]

∧
[
EBC(xM , yM ) < +1

2 · (|∆xBC |+ |∆yBC |)
]

EAB(xC , yC) < 0 ∧
[
ECA(xM , yM ) < +1

2 · (|∆xCA|+ |∆yCA|)
]

or

[
dAB

L1
(xM , yM ) < +1

2

]

∧
[
dBC

L1
(xM , yM ) < +1

2

]

∧
[
dCA

L1
(xM , yM ) < +1

2

]

Table 5.2: The condition that has to be satisfied for a fragment (pixel) to be
considered “interior” to the triangle.
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thus obtaining high throughput.

An additional comment is necessary to understand what a fragment (pixel)“in-
terior” to a triangle means. A fragment (pixel) is “interior” to a triangle if the
coverage value associated with that fragment in relationship with the triangle
that is being rasterized is non-zero. This means that the triangle’s edge(s) is
touching that fragment. For this fragment, it is necessary to compute its as-
sociated data (z value, colors, and texture coordinates) for fragment occlusion
test and color blending. Sometimes, the fragment’s center may be outside of
the triangle’s boundary with at most half a pixel width and this may result in
negative values or larger positive values (than in the case of the aliased triangle
rasterization) for its associated data. This is the reason why some internal data
formats described in Subsection 3.1 take into consideration two more bits (one
for the sign).

5.5 A Qualitative Analysis of the Proposed Algorithm

The proposed antialiasing algorithm achieves all of the requirements of the
OpenGL specification [80] (Chapter 3) that were quoted in Subsection 2.3.2.
It fulfils triangle antialiasing.

The primary advantages of the algorithm are simplicity, cost and fill-rate per-
formance. Only one sample is taken per pixel, so the frame buffer bandwidth
and storage are essentially no different from a point-sampling approach(an
additional alpha value is needed per pixel but this is not an issue due to the
fact that an OpenGL-compliant rasterization engine have to be able to support
the alpha channel). The controller hardware is also simple, meaning that the
fill-rate performance need not necessarily be reduced when antialiasingmode
is enabled.

Another advantage of the algorithm is that the intensity of a pixel covered byan
edge changes gracefully, as the edge moves through the pixel. Thus, any jumps
in intensity are limited only by the precision of the blending arithmetic. It
avoids the artifacts manifested by the point supersampling antialiasing method
regarding horizontal and vertical edges that were presented in Figure2.16.

In addition, the algorithm, unlike the point supersampling antialiasing method,
handles small objects very well. Each object’s projection, no matter how small,
contributes to those pixels that contain it, in strict proportion to the amount of
the pixel’s area it covers. Thus, the “popping” effect of small objects inmove-
ment, which is especially bothersome for the point supersampling antialiasing
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method, is avoided.

Also, the “small triangle” case presented in Figure 2.12, which is a problem
for the area sampling antialiasing method, is handled well by this algorithm.
In addition, unlike the case of the point-supersampling algorithm where the
end of a skinny triangle appears as a dashed line (Figure 2.17), in this case it
appears smoothly.

To obtain realistic results for an antialiased scene containing many triangles, in
OpenGL, the accumulation buffer (described in Subsection 2.3.2) can be em-
ployed, but this technique is very computation-intensive and therefore slower.

Also, instead of using the accumulation buffer method, one may choose to
use the much more efficient procedure outlined in the OpenGL Programming
Guide [93] (Chapter 6) (quoted in Subsection 2.3.2). A prerequisite for this
procedure to succeed is that one has to perform a triangle sorting pass tosend
the triangles in a front-to-back order to the rasterization engine. This will
not necessarily incur a performance penalty, because a tiling architecture (the
case for the present architecture), requires a geometry sorting pass anyway at
the software driver level to distribute the triangles per each tile. This means
that the triangles can be sorted in a front-to-back order on the fly, as theyare
dumped one by one into the bin that keeps all of the triangles which will be
sent to the rasterization engine for the current tile.

The only situation in a scene containing more than one triangle where the
algorithm fails is the case of interpenetrating triangles of Figure 2.13. The
algorithm works only on the polygon edges and does nothing about the inte-
rior of the polygons. However, intersecting triangles effectively createa high-
frequency seam in the triangle interiors. Because the algorithm takes careonly
of one triangle at a time, it is incapable of detecting and smoothing such a seam
as it would do for an edge. For this reason, when a scene with static objectsis
constructed, care has to be taken to avoid such “ill-behaved” triangles. Addi-
tionally, in a scene with dynamic objects, an algorithm for collision detection
has to be put into place. These constraints, we believe, are not so drastic.

In computer graphics literature, there are solutions for full-scene antialiasing
and order independent transparency, without requiring triangle sorting at the
software driver level that can be adapted for our rasterization engine. Among
them, we can mention [79], [90], [12] and [58].
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Figure 5.17: The area absolute coverage error distribution during hardware
antialiasing employing the 8 edge vector classes, as proposed in [78] and pre-
sented in Figure 5.6.

Edge Vector Classes from [78]

Method Maximum Weighted
Error Average Error

Truncation 15.25% 2.64%
Edge disambiguation using bisectors 11.59% 2.23%

Regular Supersampling (4× 4) 12.44% 2.34%

Table 5.3: The maximum area absolute coverage error and the weighted aver-
age of the area absolute coverage errors during hardware antialiasingemploy-
ing the 8 edge vector classes, as proposed in [78] and presented in Figure 5.6.

5.6 The Computational Accuracy of the Proposed An-
tialiasing Scheme

We carried out investigations regarding the precision of the proposed antialias-
ing scheme. In particular, we studied the impact of the method chosen to
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Figure 5.18: Contour plot of the distribution of the area absolute coverageerror
in the space angle(α) – L1 norm distance (dL1) during hardware antialiasing
employing4× 4 regular supersampling.

pre-compute the coverage masks (meant to be stored in the Coverage Masks
LUT) for various sets of quadrant one edge vector classes on the area estima-
tion accuracy. Additionally, we also investigated the most suitable position of
these edge vector classes in the quadrant one space.

The proposed antialiasing scheme with coverage masks (256 16-bit coverage
masks representing the pixel with4 × 4 subpixel matrix) has two primary
sources of errors: the first one — theintrinsic error — is given by the method
chosen to pre-compute the coverage mask table content; the second one is
given by the computations performed in the hardware antialiasing algorithm,
i.e., the edge vector class disambiguation process.

In the following, the metric used to express quantitatively the error is thearea
absolute coverage errorgiven by:
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ε =
|Aexact

pixel covered −Aapprox
pixel covered|

Apixel
(5.26)

whereApixel, Aexact
pixel covered, andAapprox

pixel covered represents the pixel area, the
portion of the pixel area covered by the triangle’s edge computed exactly,and
the portion given by the output of the hardware antialiasing algorithm. All
the results presented in this section take into consideration only one edge of
the triangle, i.e., wherever a pixel exists over which two or three edges are
intersecting (a very small triangle), the error given by the individual edges
involved is additive.

Another metric of the precision of the hardware antialising scheme, hardly
quantifiable, would be how closely the fetched coverage mask geometrically
resembles the portion of the pixel covered by the triangle’s edge. However, this
matter was not neglected, the algorithm being designed and verified to produce
close equi-morph coverage masks, thus making possible to implement triangle
(Bartlett) filtering instead of box filtering as the last step in the hardware an-
tialiasing algorithm.

5.6.1 An Intrinsic Error Reduction Method

Assuming a given set of quadrant one edge vector classes, the coverage masks
that will be stored in the Coverage Mask LUT are pre-computed to minimize
the area absolute coverage error for the instances of these edge vector classes.
This is called in the following the intrinsic error of the antialiasing scheme.

The upper-bound of the intrinsic error was reduced by a coverage masks pre-
computation method adapted from [78]. The method is iterated for every in-
stance edge vector of the quadrant one edge vector classes. For every instance
edge vector, a coverage mask has to be computed. The method can be ex-
plained as follows. For a given instance edge vector, first the number ofsub-
pixels to be set in the coverage mask (n) is calculated with the formula:

n =

⌊
Aexact

pixel covered

Apixel
× 16 + 0.5

⌋
(5.27)

Next, the subpixels of the coverage maskm0, . . . , m15 are sorted from the
most covered one to the least covered one (using the edge function for that
instance edge vector). For subpixels with equal coverage, the subpixels are
considered from the rightmost to the leftmost (to follow the heuristics we used
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Figure 5.19: The area absolute coverage error distribution during hardware
antialiasing employing 8 edge vector classes uniformly spread in the angular
space of quadrant one.

8 Edge Vector Classes Uniformly Spread in the Angular Space of Q1

Method Maximum Weighted
Error Average Error

Truncation 12.55% 2.35%
Edge disambiguation using bisectors 8.99% 2.13%

Regular Supersampling (4× 4) 12.44% 2.34%

Table 5.4: The maximum area absolute coverage error and the weighted aver-
age of the area absolute coverage errors during hardware antialiasingemploy-
ing 8 edge vector classes uniformly spread in the angular space of the quadrant
one.

so far to set subpixels for horizontal lines). Then, from this sorted list, the first
n subpixels are set to1 in the coverage mask, while all others are set to0.

This method of pre-computing coverage masks guarantees that the upper-
bound of the intrinsic error of the antialiasing scheme will be1/32 ≈ 3%,
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Figure 5.20: The area absolute coverage error distribution during hardware
antialiasing, using 8 edge vector classes uniformly spread in quadrant one with
regard to the hardware antialiasing algorithm inputdex(α).

8 Edge Vector Classes Uniformly Spread in thedex(α) Space of Q1

Method Maximum Weighted
Error Average Error

Truncation 10.95% 2.28%
Edge disambiguation using bisectors 8.34% 2.09%

Regular Supersampling (4× 4) 12.44% 2.34%

Table 5.5: The maximum area absolute coverage errors and the weighted aver-
age of the area absolute coverage errors during hardware antialiasingemploy-
ing 8 edge vector classes uniformly spread in quadrant one with regard tothe
hardware antialiasing algorithm inputdex(α).

irrespective of the chosen set of quadrant one edge vector classes.
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Figure 5.21: The area absolute coverage error distribution during hardware
antialiasing employing 16 edge vector classes uniformly spread in the angular
space of quadrant one.

5.6.2 Overall Error Reduction

Even if the intrinsic error of the antialiasing algorithm is minimized by the
present method, the initial choice of the quadrant one edge vector classes still
has a tremendous impact over the precision of the coverage mask look up pro-
cess performed on the fly during rasterization.

Figure 5.6 presents the edge vector classes, as proposed in [78]. It can be seen
that the edge vectors were chosen to pass through the center of subpixels (the
pixel contour is emphasized in the figure) and, as it can be observed, they are
not uniformly spread in the angular space (there is, for instance, a larger gap
between edge vector classes A and B than the gap between edge vector classes
B and C).

To investigate the overall area absolute coverage error using the antialiasing
scheme during the actual rasterization process, a simple experiment was made.
Edge vectors were generated by sweeping the entire space angle(α) – L1 norm
distance (dL1) for very small angular steps and very small distance increments
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16 Edge Vector Classes Uniformly Spread in the Angular Space of Q1

Method Maximum Weighted
Error Average Error

Truncation 9.36% 2.12%
Edge disambiguation using bisectors 7.54% 2.06%

Regular Supersampling (4× 4) 12.44% 2.34%

Table 5.6: The maximum area absolute coverage error and the weighted av-
erage of the area absolute coverage errors during hardware antialiasing em-
ploying 16 edge vector classes uniformly spread in the angular space of the
quadrant one.

16 Edge Vector Classes Uniformly Spread in thedex(α) Space of Q1

Method Maximum Weighted
Error Average Error

Truncation 8.05% 2.08%
Edge disambiguation using bisectors 7.49% 2.02%

Regular Supersampling (4× 4) 12.44% 2.34%

Table 5.7: The maximum area absolute coverage error and the weighted aver-
age of the area absolute coverage errors during hardware antialiasingemploy-
ing 16 edge vector classes uniformly spread in quadrant one with regardto the
hardware antialiasing algorithm inputdex(α).

in the interval[0, 90◦) × (−0.5, 0.5). Every such generated edge vector was
fed to the hardware antialiasing algorithm, and the coverage mask producedby
the lookup process was compared with the exact area covered by the edge over
the pixel. The results are presented in Figure 5.17 as an error distribution.The
three superimposed histograms were generated 1) using the method from [78]
with truncation, 2) the algorithm we proposed with edge disambiguation using
bisectors, and 3) a pure4 × 4 regular supersampling process. The maximum
area absolute coverage error and the weighted average of the area absolute
coverage errors over the entire space of the experiment are presented in Ta-
ble 5.3. The regular supersampling process will serve as a reference point for
our experiments.

Although from the results presented the regular supersampling process appears
to behave better than the algorithm from [78], this is not the case because,(as
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Figure 5.22: The area absolute coverage error distribution during hardware
antialiasing using 16 edge vector classes uniformly spread in quadrant one
with regard to the hardware antialiasing algorithm inputdex(α).

can be observed from the spatial distribution of the errors presented in Fig-
ure 5.18), the supersampling process behaves poorly for horizontal, vertical,
and diagonal edges (the neighborhood of these particular edges serves as a col-
lecting point for all the significant errors in the regular supersampling scheme).

In order to further reduce the errors manifested by our method, other edge vec-
tor class setups were chosen consistent with the observation made beforethat
the initial edge vector classes were positioned non-uniformly in the angular
space. The experiment was repeated choosing the edge vectors of the edge
vector classes to be uniformly spread in the angular space of the quadrant one.
We would like to stress out that, in this new comparison experiment and the
rest of the experiments presented in the remainder of this section, the trunca-
tion method also utilizes the uniformly distributed set of edges that it is not
any longer the algorithm presented in [78]. The histograms are presentedin
Figure 5.19, and the maximum area absolute coverage error and the weighted
average of the area absolute coverage errors are presented in Table5.4.

The error can be reduced further by repeating the experiment with the edge
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Figure 5.23: Contour plot of the distribution of the area absolute coverageerror
in the space angle(α) – L1 norm distance (dL1) during hardware antialiasing
using 8 edge vector classes uniformly spread in quadrant one with regard to
the hardware antialiasing algorithm inputdex(α).

vector classes uniformly spread in quadrant one with regard to the hardware
antialiasing algorithm inputdex(α). The histograms are presented in Fig-
ure 5.20, and the maximum area absolute coverage error and the weighted
average of the area absolute coverage errors are presented in Table5.5. The
results in this case are better than the results of the previous case (edge vector
classes spread uniformly in the angular space of the quadrant one).

For completness, the experiment was repeated by increasing the number of
edge vector classes from 8 to 16, at the cost of doubling the coverage mask
table size and increasing the complexity of the edge disambiguation unit. The
results are presented in Figure 5.21, Table 5.6, Figure 5.22, and Table 5.7.
The gains in accuracy are minor compared with the costs involved, even if
we consider to implement the scheme with 16 edge vector classes uniformly
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Figure 5.24: Antialiasing employing the proposed coverage mask generation
hardware algorithm and implementation.

spread in thedex space with truncation (without edge disambiguation with
bisectors).

Given the fact that the schemes based on16 edge vector classes do not provide
a significant error reduction, we can conclude that the best candidate for the
implementation in the rasterization engine is edge disambiguation employing
bisectors with 8 edge vector classes uniformly spread in quadrant one with
regard to the hardware antialiasing algorithm inputdex(α). The results for
this scheme were presented in Figure 5.20 and Table 5.5. A contour plot of the
distribution of the area absolute coverage error in the space angle(α) – L1 norm
distance (dL1) is presented in Figure 5.23. In comparison with the contour plot
of the area absolute coverage error of the4×4 regular supersampling approach
depicted in Figure 5.18, it can be noticed that the errors are more uniformly
distributed (also the maximal errors are smaller) and thus assuring a better
antialiasing quality of edges at all angles.
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IC Technology Std. Cell Library
UMC Logic18-1.8V/3.3V-1P6M VST eSi-Route/11

ED Latency ED Std. Cell No. ED Cell Area
0.5ns 42 833µm2

Total Latency Total Std. Cell No. Total Cell Area
2.49ns 557 12270µm2

Table 5.8: Hardware synthesis results for the coverage mask generationcircuit
for one edge vector.

5.7 Hardware Implementation and Simulation Results

A whole OpenGL-compliant 3D graphics rasterizer, including the proposed
pixel coverage mask generation hardware algorithm (256 16-bit coverage
masks), was modeled at RT-level in SystemC language [47]. Referring to the
internal organization, the rasterizer adopts a tile-based rasterization approach.
The tile size chosen for this particular implementation was set at32× 16 pix-
els, which implies that all the internal buffers (color buffer, depth buffer, and
stencil buffer) composing the tile frame buffer have this size. The display size
resolution was set at320 × 240 pixels (QVGA), meaning that the display can
be conceptually divided into10 × 15 tiles. The rasterizer has only one pixel
processing pipeline. The screen coordinates (X, Y) are representedon9.4 bits
(9 integer, 4 fractional), the color components (R,G,B,A) on0.8 bits, the depth
component (Z) on0.24 bits, and the stencil component on8.0 bits.

The ”aapoly” OpenGL application from [93] was executed on the virtual
graphics hardware rasterizer. The generated image is presented in Figure 5.24.
The antialiasing image quality can be seen in the detailed regions featuring
pixel center and primitive geometry overlaid markings. The results of the
hardware synthesis using Synopsys tools in a commercial0.18µm IC man-
ufacturing technology of the coverage mask generation circuit for one edge
vector are presented in Table 5.8. Results are also provided for the edgevec-
tor class disambiguation circuit with bisectors. It is difficult to quantify the
efficiency of the proposed implementation with respect to past solutions that
produced coverage masks using normalized edge functions given that they do
not provide details about their hardware implementation.

In an attempt to provide a fair comparison, we implemented the solution de-
scribed in [78], and the results were an implementation with8432 standard
cells, an area of270375µm2, and a latency of4.2ns. This result indicates that
our implementation is much more efficient; in addition, we managed to use
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the saved area to implement the rest of the antialiasing hardware datapath [35]
specified by Equation (5.5).

5.8 Conclusion

In this chapter we have proposed an efficient, high image quality run-time pixel
coverage mask generation algorithm for embedded 3-D graphics antialiasing
purposes, that is compatible with the above triangle traversal algorithm. The
algorithm was implemented assuming4×4 subpixel coverage masks and two’s
complement number representation. However, it has a higher degree of gener-
ality: it can be incorporated in any antialiasing scheme with pre-filtering that
is based on algebraic representation of primitive’s edges (for an illustration we
have implemented the normalised distance proposed in [78]), it is independent
of the underlying number representation, and it can be adapted to other cov-
erage mask subpixel resolutions with the only prerequisite for the masks to
be square. In addition, the proposed hardware algorithm represents anatural
extension of the algorithm described in Chapter 3, for which a very efficient
implemented will be presented in Chapter 6.

We have shown that precomputing the coverage masks for generator edges
spread non-uniformly in the angular space of quadrant one, we have reduced
the maximum error in coverage from15.25% (assumed by previous state of the
art implementations of similar antialiasing schemes) to8.34% thus doubling
the image quality, while reducing the implementation area significantly by an
order of magnitude.



Chapter 6

An Efficient Tile-Based
Traversal Algorithm Hardware
Implementation

T
iling or chunking architectures [4] were proposed as a way to save
memory bandwidth on framebuffer accesses (since an external mem-
ory access is typically one of the most energy-consuming operations)

and to counteract the huge increase in storage of full-scene antialiasing.In a
tiling architecture, the screen is divided in a number of non-overlapping re-
gions, or tiles, which are processed serially. Every frame, primitive geometry
is sorted first by screen location and dumped into one or more bins, one bin per
tile. Geometry that overlaps a tile boundary is referenced in each tile that it is
visible in. When all the primitive geometry has been specified, it is rendered
from binN to the tileN , before moving to the tileN +1. The advantage of the
tile-based architectures is that all the data (colors, depth) can be maintainedin
on-chip tile-sized buffers, and accesses to external memories are required only
to dump the tile color buffer content to the global off-chip frame buffer, when
all the primitive geometry for the currently processed tile at the present frame
was rasterized.

Although many algorithms [92, 66], based on edge functions [74], were pro-
posed to rasterize efficiently primitives on traditional full-screen architectures,
to the best of our knowledge, none was proposed for efficient rasterization in
a tile-based architecture. All of the proposed algorithms are based on the fol-
lowing conceptual algorithm: while not all the positions inside the primitive
are exhausted do 1) save the rasterization context, 2) move to a new rasteri-

151
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Figure 6.1: “Ghost” triangle for tiles(0, 2), (1, 0), (2, 0), and(2, 2).

zation position, 3) test the edge functions value for that position to see if the
position is a hit, 4) if it is inside, communicate this hit position to the pixel
processing pipelines and update the rasterization context or else restorethe
rasterization context, 5) based on the edge functions computed earlier, tryto
predict a new hit position. Computationwise, the main difficulty in tile-based
rasterization with this algorithm is to find the first hit position in the to be ras-
terized primitive. To establish the overhead resulting from finding the first hit
position, we performed experiments with heuristics. We included testing that
determines if any of the primitive vertices or the primitive gravity center can be
considered the starting rasterization position or the hit point. Our experiments
indicated that the overhead can be between 50%-300% of the primitive ras-
terization time. In addition, there is always overhead associated with ”ghost”
primitives (depicted in Figure 6.1), primitives that are assigned to the current
tile when they have nothing in common with it (this is due to the simplest al-
gorithm in the software driver that assigns primitives to tiles based on a prim-
itive bounding box test; other more complex tests in the software driver were
envisaged eliminating the ”ghost” primitive problem completely, but moving
the costs to software). In full-screen rasterization, this overhead is inexistent
due to the fact that a starting point inside the primitive can always be found,
e.g., the gravity center. Apart of the overhead associated to locating the hit
position, the traditional full-screen rasterization adapted for tile-based raster-
ization also exhibits random primitive pixel rasterization order. As several
studies [50, 26, 56] indicate, the primitive pixel rasterization order is crucial
for low-cost tile-based architectures that do not have dedicated texturemem-
ories (pull texture architectures) and are relying on a robust texture cache hit



153

ratio to reduce the latency and energy consumption of texel fetches from the
external system memory. Also, a certain primitive pixel rasterization order
may allow the interleaving of memory banks in the on-chip tile frame buffers.
If this interleaving can be achieved then the dependencies introduced by the
“read-modify-write” operation associated with the depth test and color blend-
ing can be removed. As a result the throughput of the system can be increased.

Therefore, in this chapter an efficient tile-based traversal algorithm hardware
implementation to accelerate primitive traversal in 3-D graphics tile-based
rasterizers is presented. The hardware implementation consists of two com-
ponents: a systolic primitive scan-conversion subsystem [28] and a logic-
enhanced memory [31]. The systolic primitive scan-conversion subsystem,
using edge functions, works on a sliding window of8 × 8 locations and out-
puts every clock cycle the primitive shape (encoded with one bit per location:
ones represent tile pixels covered by primitive, zeros represent pixelsnot cov-
ered) for a different4 × 4 pixel region inside the currently processed block.
The window is moved to cover all the locations in the tile. The logic-enhanced
memory works back-to-back with the systolic subsystem, contains the same
number of bits as the number of pixels in the tile, and during rasterization
time it is to be filled up in several clock cycles by the systolic primitive scan-
conversion subsystem with the stencil of the primitive. Once the shape of the
primitive has been coded inside the memory, the memory internal logic is ca-
pable of delivering on request in one clock cycle at least one and up to four hit
positions to the pixel processing pipelines, signaling when all the hit positions
are consumed.

The main contributions of the proposed tile-based traversal algorithm hardware
implementation can be summarized by the following:

• the first hit position inside the primitives is found with no overhead,

• “ghost” primitives are efficiently handled, because they are discarded
after a small constant delay, irrespective of the primitive size. This con-
trasts with the exhaustive search of the tile boundary required by tile-
based rasterizers that adapt the full-screen rasterization approach.

Additionally, our proposal imposes a rasterization order with the following
benefits:

• hit positions are communicated in a spatial pattern that has the potential
to increase the hit ratio of texture caches in pull texture architectures;
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• hit positions can always be mapped to different memory banks in the
Z-buffer or color-buffer breaking the “read-modify-write” dependency
associated with depth test and color blending.

Although outside of the scope of present thesis, another benefit of regu-
larity of systolic architectures is its suitability to fault-tolerant design, and
therefore increasing chip fabrication yields. A large body of literature on
systolic arrays presents schemes of error detection and correction. The
main avenues to achieve this are hardware and time redundancy. The for-
mer approach detects and corrects errors by introducing additional comput-
ing hardware (different circuits, where the numbers are encoded differently,
or duplicating existing cells — therefore increasing hardware costs) [75],
while the latter duplicates computations using the same hardware and votes
on the results (and reduces the effective throughput if performed at run-
time) [94][23]. Most of the schemes are hybrid and borrow the benefits of
both approaches [81][95][36][20]. An alternative to run-time errordetection
or correction is the offline mode where the chip is put in diagnostic mode in
the silicon fab, and upon finding an error a new spare cell is reconfigured in
place of the faulty one [71][23].

The rest of the chapter is organized as follows. The pixel rasterization order is
introduced in Section 6.1. The systolic primitive scan-conversion subsystem is
presented in Section 6.2. The logic-enhanced memory architecture is described
in Section 6.3. Hardware implementation results are presented in Section 6.4.

6.1 Efficient Pixel Rasterization Order

For clarity of explanation and without loss of generality, we assume a standard
QVGA display size (with a resolution of320× 240) used in mobile terminals,
divided in tiles with a size of32×16 pixels. The screen coordinatesx andy of
the primitive vertices for a QVGA display are represented as unsigned fixed-
point numbers in the format9.4 (meaning 9 integer bits and 4 fractional bits).
We assume that the arithmetic computations are performed in two’s comple-
ment notation.

The quest to an efficient hardware algorithm for rasterization has to start from
finding a suitable pixel rasterization order. In Figure 6.2, the pixel grid ofthe
tile around the origin of the tile coordinate system is depicted and a proposed
space-filling path indicated with arrows starting from the origin is presented.
Space-filling paths are known to improve the texel coherency generating high
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Figure 6.3: Pixel and Quad coding.

hit-ratio in texture caches [4]. In addition, if2× 2 regions of fragments can be
generated during rasterization they can be mapped on different memory banks
A, B, C, and D. Supposing that the shape or stencil of a triangle has been
already coded in a memory representing the bi-dimensional tile, now hit loca-
tions have to be forwarded to the pixel processing pipeline. The only way to
select among many hit locations according to the space-filling path traversalor-
der is via priority encoding. After the hit location is communicated, the bit for
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that location has to be reset in order for a priority encoding scheme to workfur-
ther. Referring to Figure 6.2, an(x, y) offset position can be encoded in terms
of block positions (8×8 fragment regions), group positions (4×4 fragment re-
gions), quad positions (2×2 fragment regions), and positions in quad. Assum-
ing a32× 16 pixel tile, the location(x, y) = (x4x3x2x1x0, y3y2y1y0) can be
encoded as(Block, Group, Quad, Pos) = (y3x4x3, y2x2, y1x1, y0x0). With
this encoding, priority can be restated hierarchically: hit locations in a block
(respectively group, quad) encountered earlier on the space-filling path have a
higher priority than any hit locations in a block (respectively group, quad) en-
countered later on the path (see Figure 6.3). The way the hierarchical priority
encoding scheme is implemented in hardware is presented in the next sections.

6.2 Systolic Computation of the Primitive Stencil

The systolic primitive scan-conversion subsystem, using edge functions,works
on a sliding window of8 × 8 locations (a block) and outputs every clock cy-
cle the primitive shape (encoded with one bit per location: ones representtile
pixels covered by primitive, zeros represent pixels not covered) fora differ-
ent 4 × 4 pixel region (a group) inside the currently processed block. The
sliding window is moved according to the space-filling path traversal order
presented in Figure 6.2 until all the tile locations are exhausted, and also the
groups generated by the systolic subsystem on the block-sized window are out-
put according to the space-filling path traversal order. The systolic subsystem
sliding window size is designed to lead to hardware costs that match the hard-
ware size of a full-screen rasterizer, therefore larger sizes, althoughbeneficial
from a performance viewpoint, are considered too costly. For the current tile
size of32 × 16 pixels, the computations for an entire tile will take32 clock
cycles.
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A primitive is rasterized using edge functions. In a tile-based rasterizer, for an
edge vector

−−→
AB the edge function can be reformulated as follows:

EAB(x, y) = (x− xA) ·∆yAB − (y − yA) ·∆xAB

= (xI + xO − xA) ·∆yAB − (yI + yO − yA) ·∆xAB

= xO ·∆yAB − yO ·∆xAB + (xI − xA) ·∆yAB

−(yI − yA) ·∆xAB

= xO ·∆yAB − yO ·∆xAB + EAB(xI , yI)
= (xbi · 8 + xbo) ·∆yAB − (ybi · 8 + ybo) ·∆xAB

+EAB(xI , yI)
= xbo ·∆yAB − ybo ·∆xAB + (xbi ·∆yAB

−ybi ·∆xAB) · 8 + EAB(xI , yI)
= xbo ·M + ybo · P + N + Q
= (xbo ·M + N) + (ybo · P + Q)

(6.1)
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where(xI , yI) represent tile coordinates on the screen,(xO, yO) represent off-
set coordinates in a tile,(xbi, ybi) are the block coordinates in the tile, and
(xbo, ybo), xbo ∈ [0, 7], ybo ∈ [0, 7] represent pixel offsets in the block (see
Figure 6.4). The values∆xAB, ∆yAB and the quantityEAB(xI , yI) are com-
puted at primitive setup time. The quantity(xbi · ∆yAB − ybi · ∆xAB) · 8
is computed before any computations are started on a new block window and
the computation can be performed efficiently as multi-operand addition (carry-
save addition followed by carry-propagate addition). Therefore, the last two
quantities can be regarded as constantsN andQ, and what we propose is to
compute in parallel the expression(xbo ·M + N) + (ybo · P + Q) for every
xbo ∈ [0, 7], ybo ∈ [0, 7] (when antialiasing is considered the required normal-
ized edge functions, as described in Chapter 5 Equation 5.5, can be obtained
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with a correction of the constantQ with the term1/2 · (|∆xAB|+ |∆yAB|).
The first solution is to compute the expressionxbo ·M +N andybo ·P +Q for
everyxbo ∈ [0, 7], ybo ∈ [0, 7] using a direct hardware mapping of the graph
depicted in Figure 6.5. In the tree,M0 andM00 are denoting left-shifted value
of M with one position and two positions, they will be derived fromM value
by some multiplexers outside the tree circuit. The costs for theEAB(x, y)
computation in the current block will be prohibitive in both area and latency
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for this method: it will require78 28-bit adders (for all three edge function
computation, this requires234 28-bit adders) and the critical path will span4
28-bit adders.

We are proposing a second solution that is more economical in cost and has
a very low latency. This is the systolic subsystem described in the following.
First, the expresionsxbo ·M+N andybo ·P +Q can be computed in parallel for
everyxbo ∈ [0, 7], ybo ∈ [0, 7] using a tree ofCell processing elements. The
Cell processing element is depicted in Figure 6.6 and contains a7-bit ripple-
carry adder, and three D flip-flops: one in which the carries are storedbetween
additions, one to store the result of the current addition, and one to delay with
one clock cycle one of the operands. The systolic tree computingxbo ·M+N is
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Figure 6.9: Systolic computation of the edge function for an8 × 8 pixel win-
dow.

presented in Figure 6.7. Every clock cycle7 bits of the28-bit result are output
by the systolic tree starting with the least significant7 bits. In the tree, left-
shifted values of M with one position and two positions are required and those
can be provided from M value by some multiplexers outside the tree circuit.

As 7-bit slices of the valuesxbo ·M + N andybo · P + Q, xbo ∈ [0, 7], ybo ∈
[0, 7] are generated every clock cycle, they are combined byNodeprocessing
elements arranged in a8× 8 matrix. TheNodeprocessing element is depicted
in Figure 6.8 (for drawing purposes, the outputs in the symbol are drawn with
crosses meaning that they are perpendicular on the page). It takes two partial
7-bit results and combines them with a7-bit ripple-carry adder outputing only
delayed versions of the edge function sign bit and the edge function not zero
flag (to compute the primitive stencil, the values of the edge functions are not
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interesting per se but their relationship with0). In addition, another D flip-flop
is again required to store the generated carry.

The entire systolic subsystem for an edge function is presented in Figure 6.9.
With additional information (edge quadrant, primitive edge orientation con-
vention, antialiasing enabled or not), the two outputs of everyNodeprocessing
element can be compressed in only one signal (the compression layer depicted
in Figure 6.9). The8 × 8 matrix of Nodeelements generates results for a
different sliding window of8 × 8 locations every4 clock cycles. With the
addition of the D flip-flop layers depicted in Figure 6.9, results for a different
group (4×4 locations) in the window are generated every clock cycle and with
proper multiplexing they are available on theInside output port. Assuming
an identical systolic subsystem for each primitive edge, theInside signals
for each edge are combined by an AND operation and each bit in the 16-bit
result indicates whether that particular location in the group is covered by the
primitive (one for inside the primitive, zero for outside). Every clock cycle,
the groups generated are written in the logic-enhanced memory described in
the next section.

6.3 Logic-enhanced Memory Architecture

In the following, a logic-enhanced memory architecture based on a hierarchical
priority encoding scheme supporting a tile size of32× 16 pixels is presented.
The memory is used in conjunction with the systolic primitive scan-conversion
subsystem described in the previous section. The logic-enhanced memoryhas
a word line width equal to the size of a group (16 bits), and is capable of
working back-to-back with the systolic subsystem meaning that every clock
cycle the primitive shape for a group of locations is transfered inside the mem-
ory. The memory contains32 wordlines (1tile=8blocks×4groups) and will be
filled up by the systolic subsystem with the primitive shape in 32 clock cy-
cles. Once the shape of the primitive has been completely transferred to the
logic-enhanced memory, quads which contain at least a hit location (less than
four hit locations, if the quad is situated on the primitive edges) will be out-
put at a rate of one per cycle to the pixel processing pipeline in the proper
space-filling rasterization order, until all the hit locations are exhausted.The
memory output interface includes the individual bits of the quad, the encoding
of the quad in the(Block, Group, Quad) format, and a signal that indicates
whether all the hit locations were transferred out. The(Block, Group, Quad)
format is suitable for computations in the subsequent pixel processing stages
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resulting only in multi-operand additions that can be implemented efficiently,
as described in [27].

The logic-enhanced memory architecture is presented in Figures 6.10, 6.11,
and 6.13. The memory contains 32 wordlines, each wordline contains a group,
each group contains four quads, and each quad contains four locations bits.
An entire group can be written per clock cycle, but only one quad can be read
out per clock cycle. For write operations the memory behavior is identical
to any CMOS SRAM read/write memory and will not be described in detail;
further, the differential bit lines used for writing are omitted from the draw-
ings. When a quad containing hit locations is requested, the priority tokens
of all quad words are transmitted to the group priority encoder, and all group
priority tokens are transmitted to the global priority encoder. After a decision
is taken by the global priority encoder on the highest priority quad containing
hit locations, information is bounced back only to the group word line con-
taining the quad, the quad being read out and its non-zero bits reset to prepare
the memory for the next read. The location information is stored using static
RAM bit cells, but the logic circuitry is implemented in domino dynamic logic
clocked by the precharge signalPre. The priority encoders are similar to the
high-speed low-powern-type domino logic design described in [55]: the4-bit
group priority encoder has one-level lookahead (see Figure 6.12) and the32-bit
global priority encoder is constructed from8-bit priority encoders connected
through the third-level lookahead signals.

In Figure 6.10, the Quad Cell circuit diagram is presented where four loca-
tions bit cells are depicted. Each bit cell consists of a storage cell (transistors
M1, M2, M3, M4 and the two cross-coupled inverters), one of the four parallel
transistors (M8) of a distributed domino four-input OR gate (that includes ad-
ditionally transistors M9 and M10), the conditional read circuitry (transistors
M5, M6), and the reset transistor M7. For write operation, when the signal
GrpWrEn is asserted, one of the two storage nodes is pulled down, and the
other is pulled up. This requires that the pullup in both inverters to be weaker
than the series pulldown transistors. The storage cell is write-only because
the conditional read signal is formed internally based on the content of the
storage cell and the signalQuadRdClr formed outside the Quad Cell (see
Figure 6.11). The role of the OR gate is to detect if hit locations are stored in
the quad cell; the signalQuadNZ will participate in priority encoding in the
Group Cell. If based on the priority encoding scheme the quad contains the hit
locations with the highest priority in the memory, the signalQuadRdClr will
be asserted for the read and clear operation on the quad bits. The static de-
lay bufferDLY BUFF insures that there is enough separation in time between
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reading the quad bits (the precharged read bit lineInTriR can be discharged
enough to be detected as logic0 by the charge-redistribution amplifiers) and
clearing the quad bits. The size required forDLY BUFF is small because the
memory has only32 word lines.

The role of the Group Cell additional logic circuitry presented in Figure 6.11
is to pass forward theQuadNZ signals from the four Quad Cells to the group
priority encoder.GrpNZ is connected to the lookahead ouput port of the group
priority encoder and signals that at least one of the Quad cells contains hit
locations and this is input in the global priority encoder. If the global priority
encoder decides that the Group Cell has the highest priority among the other
Group Cells, the signalGrpPri will be asserted.GrpPri together with the
priority encoded linesEP from the group priority encoder will be anded using
four two-input domino AND gates formingQuadRdClr signals for the Quad
Cells. In addition, two domino OAI gates are used to form the quad code — if
a quad having the highest priority exists in the Group Cell, then two precharged
bit lines are discharged broadcasting the quad code to the memory output.
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Finally, in Figure 6.13, the block diagram of the logic-enhanced memory is
presented. The signals from the Group Cells are input in the global priority
encoder that decides which one of the Group Cells has the highest priority.
MoreNZQuadsLeft is connected to the lookahead ouput port(LA) of the
global priority encoder and signals that at least one of the Quad cells con-
tains hit locations, therefore indicating outside the memory if there are any hit
locations left. The quad code returned is used for multiplexing the highest pri-
ority quad bits from the highest priority Group Cell, and logic similar to that
presented in Figure 6.11 is used to generate the block code and group code
outputs. The memory input interface contains theGetNZQuad signal that has
to be asserted in order for a quad with hit locations to be read out. The restof
the circuitry is identical to any CMOS SRAM read/write memory and will not
be described.

6.4 Hardware Implementation Results

The systolic subsystem sliding window size was designed to lead to hardware
costs that match the hardware size of a functionally equivalent full-screen scan-
conversion unit. Larger sizes, although they may provide benefits from aper-
formance viewpoint, were considered too costly for mobile terminals and were
not implemented. We performed the hardware synthesis using Synopsys tools
in a commercial0.18µm IC manufacturing technology. The results for the
systolic primitive scan-conversion subsystem for all three edge functions in-
cluding the required control are presented in Table 6.1. The critical path of
the unit can be clocked at a frequency of at least200 MHz when reasonable
clock uncertainty is taken into account. The latency is one primitive stencil
computed every32 clock cycles, but the stencil computation is completely hid-
den by the logic-enhanced memory operation that feeds the pixel processing
pipelines. The power consumption was estimated assuming random vectors on
the inputs and is presented also in Table 6.1. It should be noted that in reality
the actual figure of power consumption may be somewhat lower due to exist-
ing signal correlations that are not accounted for in our estimation. The system
we are describing is already modeled in SystemC as part of GRAAL [32], a
full-fledged 3-D graphics OpenGL-compliant tile-based hardware rasterizer.
The performance figures presented in Table 6.1 are computed for typicaltri-
angles with an average area of160 pixels [7] and indicate the performance of
the triangle setup stage and the maximum theoretical pixel fill rate (it does not
account for texture cache miss penalty inducing stalls upstream) that can be



6.4. HARDWARE IMPLEMENTATION RESULTS 169

IC Technology UMC Logic18-1.8V/3.3V-1P6M

Std. Cell Library VST eSi-Route/11

Critical Path [ns] 2.155

Area [µm2] 269964

Std. Cell Number
D Flip-Flops (DFF area =81.3µm2) 1413
Full Adders (FA area =65µm2) 1638
Control Circuitry Gates 7071
Total 10122

Power Consumption[mW] 33

Energy Consumption[mW/MHz] 0.165

Performance
Rendering Rate[triangles/s] 2.44× 106

Fill Rate [pixels/s] 460× 106

Table 6.1: Systolic scan-conversion hardware implementation results.

IC Technology UMC Logic18-1.8V/3.3V-1P6M

Critical Path Latency [ns] 2.387

Area[µm2]

Bit Cell 144
Quad Cell 636
Group Cell 2894
Total(including peripheral circuitry) 118985

Table 6.2: Logic-enhanced memory hardware implementation results.

achieved with the proposed systolic subsystem.

It would have been of interest to compare our scheme with other designs. Un-
fortunately, implementation details that regard what we have developed (the
primitive scan-conversion hardware algorithm) are not available from theex-
isting literature (see for example [2]).

The logic-enhanced memory was designed at the physical level in the same
0.18µm IC manufacturing technology. After the parasitics were extracted from
layout the annotated circuits composing the critical path (starting in Quad Cell
11 of the Group Cell31, going through the global priority encoder then back
to the originating cell, then to the Quad11 Bit Amplifiers, and finally reaching
the Quad output port) were simulated using the HSPICE circuit simulator.
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The results are reported in Table 6.2. The critical path latency translates in a
maximum clock frequency of200 MHz assuming that the precharge and the
evaluation phases take half of the clock cycle.

6.5 Conclusion

In this chapter we have described an efficient tile-based traversal algorithm
hardware implementation to accelerate primitive traversal in 3-D graphics tile-
based rasterizers. The hardware implementation consists of two components:
a systolic primitive scan-conversion subsystem, using edge functions, and a
logic-enhanced memory, which is filled in several clock cycles with the shape
of a new triangle by the systolic subsystem. The systolic primitive scan-
conversion subsystem has a throughput of16 pixels per clock cycle. The mem-
ory internal logic is then capable of delivering up to4 pixels per clock cycle to
the pixel processing pipelines, in a spatial pattern which is very advantageous
for texture caching and for reducing bank clashes in multi-banked SRAM tile
buffers, used for read-modify-write operations associated with depth test and
colour blending. The ghost primitives generated by trivial triangle tile binning
implementations in tile-based rasterization systems are also discarded very fast
in 4 clock cycles, reducing significantly the impact on the triangle throughput
in such systems.

Special considerations were given 1) not to compromise the operational noise
margins of the circuitry and 2) the enhancing logic(arithmetic) cells to have a
layout with a similar pitch to the data storage cells in order to facilitate high cell
integration densities. Therefore, in the logic-enhanced memory, the storage
cells were implemented with traditional SRAM circuitry (two cross-coupled
inverters generating the storing latch and two NMOS pass transistors for ac-
cess), but the logic cells were implemented in a domino dynamic logic style.

The hardware implementation has shown that such a design could be clocked
at a frequency of at least200Mhz with reasonable cost and power consumption
figures.



Chapter 7

Primitive List Hardware
Acceleration for Embedded 3D
Graphics

T
iling architectures have been proposed for graphics as a way to save
memory bandwidth on frame buffer accesses, and to counteract the
huge increase in storage of full-scene antialiasing (only on-chip tile-

sized frame buffers are maintained). In a tiling architecture, the screen is di-
vided in a number of non-overlapping regions, or tiles, and for every frame,
primitive geometry is sorted first by screen location and dumped into one or
more bins, one bin per tile. Each bin is then rasterized sequentially.

Tile-based rendering appears to be promising from a low-power perspective,
because it decomposes a scene into smaller tiles. By rendering the tiles one-
by-one, a small memory integrated on the graphics accelerator can be usedto
store the color components and depth (z) values of one tile. This implies that
most accesses are local, on-chip accesses, which consume significantlyless
power than accesses to the off-chip frame and z buffers.

Figure 7.1 presents GRAAL, our proposed hardware rasterizer, in thesystem-
on-chip context. Adopting a bus-centric view, the system contains bus masters
such as the host processor, GRAAL rasterizer’s memory transactors,the scan
converter memory engine, and bus slaves (such as the external memory in-
terface, GRAAL rasterizer’s register blocks, and the scan converterregister
interface). In order to rasterize a 3-D graphics scene, from a functional and
transactional (memory) perspective, the following sequence of events must be
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Figure 7.1: GRAAL integrated in a system on chip.

triggered in the afore-mentioned system.

1. the triangle bins are written to the system memory by the host processor,
usually in linked-list memory blocks;

2. the host processor issues to the GRAAL register interface a series of
commands, memory base addresses, and configuration settings, it en-
ables interrupts from GRAAL, and finally, writes to a special GRAAL
kicker register which signals the start of render;

3. on receiving the kick on its slave interface, GRAAL, via its primitive
list DMA and programmed base addresses, fetches (without any host
processor involvment) the tiles with triangles from the system memory
written in the linked-list memory blocks;

4. for each tile, the triangles are rasterized and written to the framebuffer
location in the system memory;

5. when the last tile for the current render is finished, GRAAL will raise an
interrupt;

6. the host processor will be interrupted, and, as a result, it will commu-
nicate to the scan converter the address of the framebuffer location in
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system memory, i.e., it will program the address in the scan converter
registers, it will enable interrupts from the scan converter, then the host
processor will kick the scan converter and exit the interrupt routine;

7. the scan converter will use its own DMA to fetch the framebuffer content
from the system memory and display it to the screen, then will interrupt
again the host processor;

8. the host processor will be interrupted again, and, by examining some
status registers, it will know that the scene has been rasterized to the
screen, thus it can unlock and reuse the memory addresses used for the
frame buffer.

As described above, there are two important data transfers performed inthe
system for the purpose of the rasterization, and both of them have the system
memory as an intermediary: the first transfer is from the host processor tothe
hardware rasterizer, and the second transfer is from the rasterizer tothe frame-
buffer location in memory. GRAAL, being an embedded hardware rasterizer,
has to reduce to a minimum the memory bandwidth consumed for rasterization,
because any embedded system has available only a limited memory bandwidth
budget. This objective is achieved by using a tile-based rasterization approach
employing several tiling algorithms we presented in [59], as demonstrated in
Section 7.1. However, a memory bandwidth reduction in itself is not enough
because, in an embedded system, the host processor has a general purpose role,
and the computational requirements of the algorithms described in Section 7.1
are still too high. Therefore, the tiling list computation has to be uploaded to
the hardware rasterizer as much as possible. This would be the second objec-
tive, achieved by using a hardware primitive list accelerator as described in
Section 7.2. At the same time, the hardware primitive list accelerator achieves
the first objective too.

7.1 The SW Tiling Algorithm

The tiling engine is responsible for sorting the primitives into bins and sending
them to the rasterizer in tile-based order. As mentioned before, tiling appears
to be promising for low-power implementations because it reduces the mem-
ory bandwidth required between the rasterizer and the (external) frame and z
buffers. Since accesses to external memory often dissipate more energythan
the datapaths and the control units, reducing them can provide significanten-
ergy savings.
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In Subsection 7.1.1, we investigate how much external data traffic is saved
by a tile-based renderer when compared to a traditional renderer. The sorting
step, however, also requires memory bandwidth and in Subsection 7.1.2 we
evaluate several algorithms for performing this step. Finally, Subsection 7.1.3
investigates how the state change information can be reduced.

7.1.1 Memory Bandwidth Requirements Of Tile-Based Render-
ing

In this section, we examine how the amount of external data traffic varies with
the tile size to identify the tile size that yields the best trade-off between data
traffic volume and area needed for on-chip buffers. Furthermore, wemeasure
how much external data traffic is saved by a tile-based renderer. Previous stud-
ies have not presented such measurements [54] or have focused only on the
overlap [24], defined as the average number of tiles covered by a primitive.

The GraalBench benchmark suite [7] has been used. Q3L and Q3H are traces
of the popular Quake III game. Tux is a freely available game that runs on
Linux. AW is the AWadvs-04 test that is part of the SPECViewperf6.1.2 pack-
age [84]. ANL, GRA, and DIN are VRML scenes which were chosen based on
their diversity and complexity. All workloads use VGA resolution (640×480),
except Q3L which uses QVGA resolution (320 × 240). Furthermore, the first
3 traces consist of around 1400 frames, while the latter 4 consist of about 600
frames.

Table 7.1 depicts the number of triangles transferred from the tiling engine to
the rasterizer for various tile sizes. The last row shows the number of triangles
transferred if the tile size is equal to the window size. The overlap can therefore
be obtained by dividing the number of triangles transferred for a specifictile
size by the number given in the last row.

Obviously, if the tile size increases, the number of transferred triangles de-
creases, since there is less overlap. In our design, however, it is important to
use as little internal memory as possible and, consequently, a trade-off needs
to be made. The results show that using tiles smaller than32 × 32 increases
the number of triangles transferred significantly. For example, if a tile size of
16 × 16 is employed instead, the amount of geometrical data sent to the ras-
terizer increases by2.02× for the Q3H benchmark, and by1.97× for the Tux
benchmark. On average, using the geometric mean, a tile size of16 × 16 in-
creases the number of triangles sent by1.62×, when compared to32×32 tiles.
Moreover, employing tiles larger than32× 32 reduces the amount of geomet-
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Tile size Benchmarks
Q3H Tux AW ANL GRA DIN

16×16 21,300 8,204 15,627 18,731 9,416 9,416
16×32 15,600 6,101 14,464 13,850 8,215 7,905
16×64 13,009 5,143 13,911 11,555 7,624 7,142
32×16 14,662 5,539 14,187 14,823 7,183 7,954
32×32 10,526 4,148 13,090 10,689 6,217 6,591
32×64 8,671 3,576 12,567 8,745 5,742 5,904
64×16 11,360 4,225 13,480 12,910 6,071 7,216
64×32 8,006 3,245 12,416 9,150 5,223 5,928
64×64 6,518 2,813 11,908 7,308 4,807 5,278

640×480 3,404 1,822 10,768 4,321 3,603 4,083

Table 7.1: Number of triangles transferred as a function of the tile size.

rical data only marginally. For example, using64× 64 instead of32× 32 tiles
reduces the data by1.35× (geometric mean). This indicates that for the con-
sidered workloads a tile size of32×32 is the best trade-off between the number
of triangles sent to the rasterizer and the internal buffer size. We remarkthat
the resolution might affect the optimal tile size for non-scalable applications.
In practice, however, most applications scale their content complexity based
on the resolution and, therefore, the optimal tile size cannot be substantially
affected by a resolution change. If each element is represented by 32 bits for
RGBA color, 24 bits for depth, and 8 bits for stencil, 64Kbits are required to
implement32×32 tile buffers. In an SRAM implementation, this corresponds
to about96K equivalent gates. This number can be compared to current gate
budgets available for mobile graphics accelerators, which are around 200K to
500K gates.

Figure 7.2 depicts the total amount of external data traffic produced by the
conventional and the tile-based renderer for a tile size of32 × 32. The total
traffic has been divided into data sent from the tiling engine to the rasterizer
and data transferred between the rasterizer and the external frame andz buffers
and texture memory. Since the latter component is much larger than the former,
the tile-based renderer reduces the total external traffic volume significantly, by
1.96× on average (geometric mean). For some workloads, however, the advan-
tage of tile-based rendering is marginal. For example, for the Aw benchmark,
it is only 23.4%. By defining the overdraw as the number of pixels written to a
buffer divided by the buffer size in pixels, this is because tile-based rendering
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Figure 7.2: Total external data transferred (KB) per frame for a tile-based and
a traditional architecture.

decreases the data transferred between the rasterizer and the external frame and
z buffers and texture memory (depending on the overdraw), but increases the
amount of data sent from the tiling engine to the rasterizer (depending on the
overlap). Hence, tile-based renderers are more suitable than traditionalrender-
ers for workloads with low overlap and high overdraw, a trend foreseen for the
future. For workloads with high overlap and low overdraw, on the other hand,
tile-based renderers do not reduce the total amount of external data traffic sig-
nificantly.

7.1.2 Scene Management Algorithms

The primitives need to be sent to the rasterizer in tile-based order. Several of
such scene management algorithms were developed and their computational
cost and memory requirements were measured. A comprehensive description
of the algorithms is presented in [9].

An important part of the scene management algorithm is the test that deter-
mines if a triangle overlaps a tile. Commonly employed is the so-called bound-
ing box (BBOX) test, which checks if the axis-aligned bounding box of a tri-
angle intersects the tile, as illustrated in Figure 7.3. It is commonly employed
because of its cost; it requires only four comparisons. The BBOX test, how-
ever, is imprecise because it might be that the BBOX intersects with a tile,
while the triangle does not. For example, in Figure 7.3 the BBOX overlaps the
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Figure 7.3: Triangle to tile BBOX test.

yellow tiles, but the triangle does not.

This is the main reason why we have developed an exact test, called the Linear
Edge Test (LET). This test has been proposed before, but in a different con-
text [78], and we have adapted it, so that no coverage mask is needed. The
LET test, however, is computationally more expensive than the BBOX test.

We have proposed and evaluated the following scene management algorithms:

DIRECT: This algorithm simply scans all primitives for each tile and sends
the primitives that (potentially) overlap the current tile to the rasterizer. We
have used the BBOX test, but other tests can also be employed. By defining
the scene buffer as the buffer that holds the initial scene geometry and state
changes and optionally the geometry and state changes sorted per tile, the main
advantage of the algorithm is that it requires no memory in addition to the
scene buffer.

Let tiles andtriangles be the number tiles and triangles, respectively. The
time complexity of the algorithm DIRECT is

C = tbuf · triangles +

tbbox−total · tiles · triangles +

tsend · triangles · bbox overlap (7.1)

wheretbuf is the cost of placing a triangle in the scene buffer,tbbox−total is the
cost of computing the bounding box of a triangle and determining if a bounding
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box and a tile overlap,tsend is the cost of sending a triangle to the rasterizer,
andbbox overlap is the overlap factor if the bounding box test is employed.

TWO STEP: This algorithm consists of two phases. In the first phase, the
BBOX of each triangle is computed and stored in a buffer. This avoids having
to recompute the BBOX for each triangle/tile tuple. In the second phase, all
triangles are scanned for each tile and the triangles whose BBOX overlap the
current tile are sent to the rasterizer.

The time complexity of this algorithm is

C = (tbuf + tbbox−compute) · triangles +

tbbox−test · tiles · triangles +

tsend · triangles · bbox overlap (7.2)

wheretbbox−compute is the cost of computing the bounding box of a triangle
andtbbox−test is the cost of testing if a bounding box of a triangle and a tile
overlap (sotbbox−total = tbbox−compute+tbbox test. It was assumed that the cost
of storing a bounding box is negligible since a storing operation is performed
by default while computing the bounding box components. However, even if
a separate bounding box storing cost is added, its contribution to the total cost
(complexity) is negligible.

The amount of additional memory required by the algorithm TWOSTEP is
triangles · sizeof(bbox), wheresizeof(bbox) is the size of a bounding box
structure, i.e.,4 integers.

TWO STEP LET: This algorithm is identical to TWOSTEP except that in
the second phase the LET test is employed. Since the LET test contains the
BBOX test, the main LET test is applied only to the triangles that passed the
BBOX test.

The time complexity of this algorithm is

C = (tbuf + tbbox−compute) · triangles +

tbbox−test · tiles · triangles +

tlet−test · triangles · bbox overlap +

tsend · triangles · let overlap (7.3)

wheretlet−test is the cost of testing if a triangle and a tile overlap using LET
test, andlet overlap is the LET overlap factor.
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While the TWOSTEPLET algorithm takes more time than the TWOSTEP
algorithm, the number of triangles sent to the rasterizer by the
TWO STEPLET algorithm (triangles · let overlap) is lower than or equal
to the number of triangles sent to the rasterizer in the TWOSTEP algorithm
(triangles · bbox overlap), since the LET test is accurate while the BBOX
test is conservative. By sending less triangles to the hardware rasterizer this
algorithm reduces the computational overhead at the rasterizer.

The amount of additional memory required by the algorithm TWOSTEPLET
is the same as for the TWOSTEP algorithm.

SORT: In this algorithm there is a buffer for each tile with pointers to the
primitives that overlap the tile according to the BBOX test. For each tile, only
the primitives that have a pointer in the corresponding buffer are sent to the
rasterizer.

The time complexity of this algorithm is

C = (tbuf + tbbox−compute) · triangles +

tinsert · triangles · bbox overlap +

ttiletrav · tiles +

tsend · triangles · bbox overlap (7.4)

wheretinsert is the cost of inserting a pointer to a triangle in the buffer of the
tile. There is no need to add atbbox−test cost since there is no BBOX test
performed (it can be determined from the bounding box coordinates in which
tiles to insert pointers). Thettiletrav is the cost to traverse a tile.

The amount of additional memory required by the SORT algorithm is
triangles · bbox overlap · 2 · sizeof(pointer) + tiles · 2 · sizeof(pointer),
wheresizeof(pointer) denotes the size of a pointer (4bytes). In our cur-
rent implementation, we use a (prealocated) linked list of pointers to primitive
blocks.

SORT LET: This algorithm is identical to SORT, except that in the second
phase the LET test is used.
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Parameter Benchmarks
Q3L Q3H Tux AW ANL GRA DIN

tbbox−compute 14.02 14.00 13.98 14.25 14.25 14.25 14.20
tbbox−test 2.08 1.99 1.78 1.86 1.93 1.77 1.78
tlet−test 50.50 43.40 48.93 59.15 52.90 54.66 57.79

Table 7.2: Time complexity parameters for each workload.

Statistics Benchmarks
Q3L Q3H Tux AW ANL GRA DIN

number of frames 1,379 1,379 1,363 603 600 599 600
average triangles/frame 3,350 3,436 1,825 11,053 4,455 3,681 4,150
max. triangles/frame 7,074 7,170 2,980 14,102 14,236 6,907 4,313

max. bbox/frame 19,288 53,154 11,789 18,822 37,771 11,233 9,858
max. let/frame 14,175 26,542 8,478 18,465 33,469 10,109 9,088
bbox overlap 3.06 7.03 4.17 1.34 4.08 2.28 2.06
let overlap 2.39 4.32 3.05 1.32 3.4 1.98 1.95

max. scene buffer 594k 602k 250k 1,185k 1,196k 580k 362k
memory required

Table 7.3: Relevant characteristics of the benchmarks.

The time complexity of this algorithm is

C = (tbuf + tbbox−compute) · triangles +

tlet−test · triangles · bbox overlap +

tinsert · triangles · let overlap +

ttiletrav · tiles +

tsend · triangles · let overlap (7.5)

The amount of additional memory required by the SORTLET algorithm is
triangles · let overlap · 2 · sizeof(pointer) + tiles · 2 · sizeof(pointer).

As described in [8], some of the parameters used to estimate the complex-
ity of the algorithms (tbbox−compute, tbbox−test, tlet−test) can vary across the
workloads. In order to reduce the errors obtained by estimating them statis-
tically, programs were written to compute the average number of elementary
operations needed to implement each test and obtained particular values for
each workload. The results are presented in Table 7.2. It can be seen that
the obtainedtbbox−compute andtbbox−test parameters are quite uniform across
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Ops. number Benchmarks
Q3L Q3H Tux AW ANL GRA DIN

DIRECT 8.7M 34M 17.6M 108M 44.2M 35.8M 40.7M
TWO STEP 1.7M 5.3M 2.4M 13.6M 6.2M 4.5M 5.0M

TWO STEPLET 1.8M 5.4M 2.4M 14M 6.4M 4.6M 5.2M
SORT 0.7M 1.3M 0.47M 1.4M 1.13M 0.6M 0.66M

SORTLET 1.1M 2.0M 0.75M 2.3M 1.9M 1.0M 1.1M

Table 7.4: Number of elementary operations per frame for each scene manage-
ment algorithm.

the workloads, whiletlet−test has a larger variation. Other parameters of the
workloads such as the average or maximum number of triangles per frame are
presented in Table 7.3. Theaverage triangles/framestatistics represent the
average number of triangles sent from the OpenGL library to our driverafter
backface culling. This number is actually thetriangles parameter used to
compute the complexity of the algorithms. Themax. trianglesrepresents the
maximum number of triangles sent for one frame. This number can be used
to determine the maximum amount of memory required to buffer the triangles
for one frame. This number can also be used to determine the computational
power required for real-time operation.

For the other parameters, the following assumptions were employed:tbuf =
50, tinsert = 6 (two additions, three assignments, and one comparison),
ttiletrav = 4 (two comparisons, one assignment, and one increment),tsend =
40 (the number of memory writes currently used to transfer the data for a tri-
angle in our simulator).

The average time taken by each scene management algorithm to process one
frame of every benchmark is presented in Table 7.4, while Figure 7.4 depicts
the time taken by each algorithm relative to the amount of time taken by algo-
rithm DIRECT. As expected, algorithm DIRECT requires the largest number
of operations by far, while SORT takes the least amount of time. On aver-
age, across all benchmarks, SORT is 44x faster than DIRECT. Even if the
TWO STEP algorithm also scans the entire scene buffer for each tile, it has
reasonable performance. On average, it is 6x slower than SORT. Furthermore,
TWO STEPLET is hardly slower than TWOSTEP and, therefore, preferable,
since it sends fewer triangles to the rasterizer, which means that the computa-
tional load on the rasterizer is reduced. SORTLET, on the other hand, is on
average 1.6x slower than SORT.

The amount of memory required by each algorithm, in addition to the scene
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Max. memory Benchmarks
Q3L Q3H Tux AW ANL GRA DIN

DIRECT 0 0 0 0 0 0 0
TWO STEP/ 56.6k 57.4k 23.8k 112.8k 113.9k 55.26k 34.5k

TWO STEPLET
SORT 155k 430k 99k 155k 306k 94k 83k

SORTLET 115k 217k 72k 152k 273k 86k 78k

Table 7.5: Additional maximum memory requirements (bytes) per frame for
each scene management algorithm.
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buffer needed to store the primitives, is presented in Table 7.5 and Figure 7.5.
As explained before, DIRECT does not require any additional memory. Fur-
thermore, as expected, SORT needs the most additional memory, since it is
proportional to the number of triangles and the BBOX overlap factor. Because
the LET test is exact while the BBOX test is not, SORTLET requires less
memory than SORT. However, the difference is significant only for one bench-
mark (Q3H) for which SORT needs almost twice as much additional mem-
ory as SORTLET. For the other benchmarks the difference is much smaller
(1.17× on average). The reason is that the BBOX test is fairly exact for
all benchmarks except Q3H. The TWOSTEP and TWOSTEPLET algo-
rithms require the same amount of memory. On average, TWOSTEP requires
3.2× less additional memory than SORT. Notice that this difference depends
strongly on the benchmark. For benchmarks with a small overlap factor, e.g.,
Aw, the difference is hardly significant, while for benchmarks with a large
overlap factor (in particular Q3H), it is considerable.

7.1.3 State Management Algorithms

Tile-based rendering reduces the memory traffic between the rasterizer and
the off-chip frame and z buffers. It increases, however, the amountof state
change information such as enable/disable z testing and create/delete texture
commands that need to be sent from the tiling engine to the rasterizer, because
it may be necessary to send the same state change operation several times to
the rasterizer. Consider, for example, the following instruction stream:

EnableDepth
Triangle(1)
DisableDepth
Triangle(2)
EnableDepth
Triangle(3)

Assume that tile 1 intersects with triangle 2 and 3 and that tile 2 intersects with
triangle 1 and 3. If the tile-based driver duplicates the state change operations
for each tile, then the following instruction stream is generated:

Tile 1
EnableDepth
DisableDepth
Triangle(2)
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EnableDepth
Triangle(3)

Tile 2
EnableDepth
Triangle(1)
DisableDepth
EnableDepth
Triangle(3)

The italicized state change operations can be removed. For example, the first
EnableDepth command may be removed because it is immediately followed
by DisableDepth.

Determining which state change operations can be removed and when they
should be removed is not always trivial. For instance, if a DeleteTexture com-
mand is encountered while rendering the current tile, the texture can be safely
deleted only when all primitives (from all tiles) that use this texture are ren-
dered or when multiple copies of the texture are kept in memory. Including all
state change operations to each tile is not practical since it requires duplicating
large amounts of state variables, e.g., texture objects. In some cases, the state
change operations account for 63% of the data sent to the rasterizer.

In the following paragraphs, we describe two algorithms that handle the state
information correctly when using tile-based rendering. The first, partial ren-
dering, handles instructions with side-effects correctly, but may incur signifi-
cant overhead. The second, delayed execution, reduces this overhead.

Partial Rendering Algorithm In this algorithm, whenever an instruction
with side effects, e.g., DeleteTexture, is encountered, the driver renders all
previously buffered instructions and then executes the instruction. While this
is a solution to rendering commands with side effects, it may introduce signif-
icant rendering overhead. For each partial rendering, the introduced overhead
consists of saving and reloading the contents of the enabled tile buffers, e.g.,
color, depth, and stencil, from the global buffers, plus the state information
save and reload operations.

Delayed Execution Algorithm In this algorithm, when a command with
side effects is encountered, the driver postpones its execution until all prim-
itives depending on it have been rendered or until the end of the current frame
is reached.
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Figure 7.6: Average number of state information writes to the accelerator per
frame.

Figure 7.6 depicts the amount of state change information sent to the rasterizer
using partial rendering and delayed execution. The tile size is32 × 32. The
delayed method reduces the number of writes to the accelerator by filtering
the state information and eliminating unnecessary writes. The amount of state
information for the Q3L, Q3H, GRAZ, and ANL components is significantly
reduced, by 23% to 58%. The state traffic for the Aw, Tux, and DINO work-
loads, however, is not decreased substantially, since tiling does not introduce
many unnecessary state changes for these workloads.

7.2 Primitive List Hardware Acceleration

In an embedded system, the host processor has a general-purpose role and
orchestrates the entire activity of the peripherals. Therefore, the scene man-
agement algorithm (for primitive tiling/binning) must not be a computational
burden for the host processor. As much as possible, this computation has to
be uploaded to the hardware rasterizer. In this section, we propose a hardware
primitive list accelerator that will reduce the effort required to generate the
tiling lists.

The primitive list hardware accelerator is able to store a number of the primi-
tives on-chip and to perform tile binning based on the primitive bounding box
test. This is achieved by a CAM memory with priority encoders on the outputs,
using static RAM bit cells for storage, but dynamic domino logic for the arith-
metic circuits to save area. The storage includes information related to global
scene primitive vertex data and tags to global scene rasterization state, and
the arithmetic circuits are able to perform primitive bounding box intersection
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tests against the current tile boundaries. As the global scene rasterization data
contains state changing commands, i.e, color shading, occlusion tests, color
blending modes, and primitives in a strict sequential order, parallel queries in
CAM are made using rasterization state tags and the current tile coordinates.
The result is the sequence of rasterization state changing commands and the
primitives local for the current tile that are sequentially transferred to the rest
of the rasterization system for rendering, a tile at a time.

Hardware synthesis in a commercial 0.18um technology has indicated that the
hardware implementation can be clocked at a frequency of 200MHz, and the
rendering and the fill rate achieved are 2.4 million triangles/s and 460 million
pixels/s for graphics scenes with typical average triangle area of 160 pixels.

7.2.1 The Baseline Algorithm

A sequence of graphic calls interleaves geometry and state, as follows:

Rasterization StateS0

PrimitiveP 0
0

...

PrimitiveP k
0

Rasterization StateS1

PrimitiveP 0
1

...

PrimitiveP l
1

...

Rasterization StateSn

PrimitiveP 0
n

...

PrimitivePm
n
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The baseline scene management algorithm that we propose will have two com-
ponents: one of them will be performed on the host processor, and another will
be mapped on the proposed primitive list hardware accelerator. The partthat
will be executed on the host processor (Algorithm 7.2.1) is directly derived
from TWO STEP, with the exception that the scene will not be split in tiles,
therefore the tile/triangle bounding box intersections are not performed. The
triangles, as received from the application, and their bounding boxes are sub-
mitted directly to the primitive list hardware accelerator. In the next step, per-
formed in hardware (Algorithm 7.2.2), all the tiles that are covered by triangles
will be processed sequentially, one by one. For the current tile considered, the
primitive list hardware accelerator does the current tile/triangle bounding box
intersections in parallel on all triangles submitted by the host processor, and
then sends only the triangles that are intersecting the current tile to the raster-
izer automatically, one by one, preserving their submission order. When allthe
triangles for the current tile have been processed, the primitive list hardware
accelerator can be queried again with the next tile, and the process repeats
itself until all the tiles are processed.

The part that is executed on the host processor has the following pseudo-code:

Algorithm 7.2.1: FILL PRIMITIVE L ISTMEMORY()

xL ← +∞
xR ← −∞
yB ← +∞
yT ← −∞
for eachstate tagSj ∈ GlobalStateList



for eachprimitive tagP i
j ∈ PrimitiveList (Sj)




Write
(
Sj , P

i
j , xL

i
j , xR

i
j , yB

i
j , yT

i
j

)

to primitive list memory
Update the screen coverage boxSCB



xL ← min
(
xL, xL

i
j

)

xR ← max
(
xR, xR

i
j

)

yB ← min
(
yB, yB

i
j

)

yT ← max
(
yT , yT

i
j

)
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Ops. number Benchmarks
Q3L Q3H Tux AW ANL GRA DIN

TWO STEP (SW) 1.7M 5.3M 2.4M 13.6M 6.2M 4.5M 5.0M
TWO STEP (HW132KB) 0.36M 0.37M 0.19M 1.2M 0.48M 0.39M 0.44M
TWO STEP (HW8KB) 0.47M 0.55M 0.26M 1.4M 0.63M 0.47M 0.53M

Table 7.6: Number of elementary operations per frame for the scene manage-
ment algorithm with and without hardware primitive list acceleration.

Max. memory Benchmarks
Q3L Q3H Tux AW ANL GRA DIN

TWO STEP (SW) 56.6k 57.4k 23.8k 112.8k 113.9k 55.26k 34.5k
TWO STEP (HW 132KB) 8.18k 8.39k 4.45k 26.98k 10.87k 8.98k 10.13k
TWO STEP (HW 8KB) 9.81k 10.06k 5.35k 32.38k 13.05k 10.78k 12.16k

Table 7.7: Additional maximum memory requirements (bytes) per frame for
each scene management algorithm on the host processor, with and without
hardware primitive list acceleration.

The pseudo-code illustrates that for each possible primitive a record with the
following fields will be transferred to the system memory: the state id or tag,
the primitive index, and the primitive bounding box coordinates. Also the ac-
cumulated bounding box will be kept. The records, named by us theprimitive
control stream, will be subsequently transferred via DMA and stored in the
arithmetic-enhanced CAM array contained in the primitive list hardware ac-
celerator depicted in Figure 7.9.

With the notations introduced in Section 7.1, the time complexity of this algo-
rithm is

C = (tbuf + 1.2 · tbbox−compute) · triangles +

tsend · triangles (7.6)

The factor 1.2 is an empirical factor introduced to fit the experimental obser-
vations related to the bounding box computation expressed in tile coordinates.

The amount of additional memory required by the algorithm istriangles ·
sizeof(bbox), wheresizeof(bbox) is the size of a bounding box structure
expressed in tile coordinates, therefore4 5-bit values.

Under the legend key TWOSTEP(HW 132KB), the average time taken by the
proposed scene management algorithm to process one frame of every bench-
mark on the host processor is presented in Table 7.6, while Figure 7.7 depicts
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the time taken against the amount of time taken by algorithm DIRECT (for
cross reference purpose with Figure 7.4). By examining Table 7.4, it canbe
seen that the present algorithm consumes between5–11 times less instructions
than the original TWOSTEP algorithm, and between1.3–2 times less instruc-
tions than the SORT algorithm (the fastest software algorithm). The host pro-
cessor, therefore, will be freed to perform other tasks in the system, increasing
the system responsiveness.

The amount of memory required by each algorithm, in addition to the scene
buffer needed to store the primitives, is presented in Table 7.7 and Figure 7.8.
When compared to Table 7.5 and Figure 7.5, this algorithm has a memory foot-
print3–7 times smaller than the best SW algorithm in this category. This is less
significant due to the fact that anyway the memory consumed is insignificant
in the total bandwidth breakdown.

As it has been already mentioned, the primitive control stream (the tiling lists)
from the host processor will be read from memory by the DMA and passed
down to the primitive list hardware accelerator. Then, the accelerator, for each
processed tile, will select and send triangles down one by one to the rasterizer.
The primitive list hardware accelerator functionality can be summarized by the
following pseudo-code:

Algorithm 7.2.2: READPRIMITIVE L ISTMEMORY()

for each tile (XC , YC) ∈ SCB (XL, XR, YB, YT )



for eachstate tagSj ∈ GlobalStateList



ParallelQuery (Sj,XC,YC)



for eachprimitive list locationi ∈ [0, M − 1]
Hit (i)←

(
XC ∈

[
xL

i, xR
i
]) ∧ (

YC ∈
[
yB

i, yT
i
])

∧
V alid (i)

∧
(Sj = Si)

addr ← PriorityEncode ({Hit(i)}) , i ∈ [0, M − 1]
P ← FetchPrimitiveTag (addr)
SendToRasterizer (P )
V alid (addr)← false

The explanation of the algorithm described in pseudo-code is provided in the
followings. For each tile in the accumulated bounding box and for each state
tag whose state command has been applied, fetch sequentially, in the applica-
tion submission order, the triangles whose bounding box are intersecting the
current tile. Then apply a new state changing command and repeat the process,
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until all the primitives for the current tile have been procesed. The algorithm
continues with the selection of the next tile in the accumulated bounding box,
until all tiles, and respectively all primitives have been processed. The searches
are performed in parallel with the aid of the arithmetic-enhanced CAM de-
picted in Figure 7.9.

The inputs to the arithmetic-enhanced CAM are mainly the state tag and the
coordinates of the currently processed tile. The parallel searches involve a
state tag equality comparison and four comparisons between the current tile
coordinates and the primitive bounding box coordinates. The resulting hits
are priority encoded in order for the selected triangles to be generated in the
application submission order.

The arithmetic-enhanced CAM is implemented similarly to a CMOS SRAM
circuit. For write operations, the memory behaviour is identical to any CMOS
SRAM read/write memory and will not be described (the memory function is
realized statically with regenerative cross-coupled inverters). The logiccir-
cuitry in the comparators is implemented in domino dynamic logic, and the
priority encoders are similar to the high-speed low-powern-type domino logic
design described in [55].

The hit condition for the current tile coordinates to be within the primitive
bounding box coordinates can be written as:

Hit = (xL ≤ xC) ∧ (xR ≥ xC) ∧ (yB ≤ yC) ∧ (yT ≥ yC) (7.7)

wherexC andyC are the current tile coordinates, andxL, xR, yB, andyT are
the coordinates of the primitive bounding box.

Equation (7.7) can be rewritten as:

Hit = (xL > xC) ∨ (xR < xC) ∨ (yB > yC) ∨ (yT < yC) (7.8)

which is a form amenable to wired OR implementation (the logic function will
be a wired NOR in fact), and therefore suitable to domino logic implementa-
tion.

A row of the arithmetic-enhanced CAM is depicted in Figure 7.10. It contains
two “Greater Than” cells, two “Less Than” cells for primitive bounding box
comparison against the current tile, and an “Equal” cell for state tag compari-
son. If the comparison will result in a hit, the hit will be registered and taken
into consideration by the priority encoder, and if the row is selected by the
priority encoder, then the primitive index will be returned onPrimTagBus
bus. The primitive index will be used to fetch the primitive pointer that looks
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Figure 7.11: Comparator cell implementing a “Greater Than” function
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up the primitive attributes from a primitive block attribute cache (presented in
Figure 7.9).

The comparators will be described in the followings. Please note that the
“Equal” cell is a frequently encountered cell in CAM memory design and there
is no need to be described here again. The novel “Greater Than”comparator
for a singular bit is depicted in Figure 7.11. The bit of the primitive bounding
box coordinate is stored within the cross-coupled inverter and it is written with
the aid of transistors M1, M2, M3, and M4 connected to the data signalsBitH
andBitL, and control signalWordlineWrEn. The floating inverter formed
with the transistors M10, M11 will be conditionally enabled by the transistors
M8 and M9 and will propagate the comparison enable signalCompareIn to
CompareOut if the comparison could not be decided in this cell. The com-
parison function is ensured by transistors M5, M6, and M7 that are able to
discharge the output signalGreaterL. Initially, the primitive bounding box
is written within the cell by presenting the data bit onBitH andBitL and
enablingWordlineWrEn signal. The stored value will be then available on
the drain of the transistor M2. The aritmetic operation starts by presenting
the current tile coordinate bit onBitH andBitL and precharging the output
GreaterL to VDD. Then, the comparison enable signalCompareIn is set
to 1 and the evaluation phase starts. Depending on the input and the stored
value bits, there are four possible modes of operation:

1. Input=0 Storage=0 Transistors M6, and M7 will be on, but M5 will be
off and, therefore, theGreaterL signal will float at precharged levels.
Transistor M8 will be on and will enable the invertor M10 and M11
that will transfer the comparison enable signal toCompareOut, thus
enabling the lesser significant bit cells because the comparison could
not be decided;

2. Input=0 Storage=1 Transistors M5, M6, and M7 will be on and the
GreaterL signal will be discharged to0, meaning that the stored value is
greater than the input and, therefore, the comparison is decided. Both
transistors M8 and M9 will be off, so the invertor M10 and M11 will be
disabled, as a result theCompareOut signal will not be able to follow
the signalCompareIn, in effect disabling comparisons in the lesser
significant bit cells;

3. Input=1 Storage=0 Transistor M7 will be on, but M5 and M6 will be
off and, therefore, theGreaterL signal will float at precharged levels.
Both transistors M8 and M9 will be off, so the invertor M10 and M11
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will be disabled, and consequently theCompareOut signal will not be
able to follow the signalCompareIn, in effect disabling comparisons
in the lesser significant bit cells. The comparison has been decided,
meaning that the input value is greater than the stored value;

4. Input=1 Storage=1 Transistor M5, and M7 will be on, but M6 will be
off and, therefore, theGreaterL signal will float at precharged levels.
Transistor M9 will be on and will enable the invertor M10 and M11
that will transfer the comparison enable signal toCompareOut, thus
enabling the lesser significant bit cells because the comparison couldn’t
be decided;

The end result of chaining comparator bit cells is that the signalGreaterL
will be discharged to0 only when the stored value is greater than the input
value.

Similarly, a “Less Than” comparator cell can be described, the only differ-
ence in topology being that the connection of the transistors M5, M6, and M7
is mirrored along a vertical symmetry axis crossing the cell centre, with the
operating principle being identical.

In order to implement Equation (7.8), different comparator cells in the CAM
row can be abutted, as presented in Figure 7.12, where it can be noticed that
the outputs and control signals are shared on the horizontal inteconnectlines
across the row.

The hits generated with the afore-mentioned circuits will be registered and
sent to the prority encoder. The implementation of the priority encoder and
the selection of the rows is in principle similar to what has been described in
Section 6.3.

Employing the described circuits, the data transferred per frame by the ras-
terizer to the frame buffer is presented under the legend key TWOSTEP(HW
132KB) in Figure 7.13.

The first iteration of the hardware organization has clear disadvantages:

• the arithmetic CAM accomodates213 primitives, so the size is213 · 44
bits, which is the equivalent of a132KB SRAM — this is very large for
an embedded system

• the priority encoder input is large amounting to213 bits - it implies a
very large multi-stage priority-encoder that has a very long latency.
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Figure 7.13: Comparison of data transferred (KB) per frame to the frame buffer
by a traditional rasterizer, and a tile-based rasterizer with and without hardware
primitive list acceleration.

7.2.2 A Feasible Algorithm

Reducing the CAM storage only to512 triangles at a time, the CAM size will
be512 · 44 bits, which is the equivalent of a8KB SRAM; this is feasible in an
embedded system.

The scene management algorithm this time will split the screen in16 coarse-
grained tiles and will apply TWOSTEP.

With the notations introduced in Section 7.1, the time complexity of this algo-
rithm is

C = (tbuf + 1.2 · tbbox−compute) · triangles +

tbbox−test−coarse · tiles/16 · triangles +

tsend · triangles · bbox overlap coarse (7.9)

wheretbbox−test is the cost of testing if a bounding box of a triangle and a
coarse-grained tile overlap, andbbox overlap coarse is the overlap factor for
coarse-grained tiles.

The amount of additional memory required by the algorithm istriangles ·
((sizeof(bbox) + coarse grained tile id), wheresizeof(bbox) is the size
of a bounding box structure expressed in tile coordinates, therefore4 5-bit
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values, andcoarse grained tile id is the index of a coarse-grained tile, i.e.,
a4-bit value.

Under the legend key TWOSTEP(HW 8KB), the average time taken by the
proposed scene management algorithm to process one frame of every bench-
mark on the host processor is presented in Table 7.6, while Figure 7.7 depicts
the same time relative to the amount of time taken by algorithm DIRECT (for
cross reference purpose with Figure 7.4). By examining Table 7.4, it canbe
seen that the present algorithm consumes between4–9 times less instructions
than the original TWOSTEP algorithm, and between1.2–1.9 times less in-
structions than the SORT algorithm (the fastest software algorithm). Conse-
quently, the host processor will be freed to perform other tasks in the system,
increasing the system responsiveness.

The amount of memory required by each algorithm, in addition to the scene
buffer needed to store the primitives, is presented in Table 7.7 and Figure 7.8.
When compared to Table 7.5 and Figure 7.5, this algorithm has a memory foot-
print 2.8–6.4 times smaller than the best SW algorithm in this category. This
is less significant due to the fact that the memory consumed is insignificant in
the total bandwidth breakdown.

The data transferred per frame by the rasterizer to the frame buffer is presented
under the legend key TWOSTEP(HW 8KB) in Figure 7.13. The figure once
again re-emphasizes the feasibility of the proposed CAM with a reduced size
equivalent to an8KB SRAM, which performs almost as well as the larger
CAM, but without the implementation costs of the later.

7.3 Conclusion

In this chapter we have presented a hardware primitive list accelerator that
lowers the effort on the host processor required to generate the tiling listsand
reduces the external memory traffic at the same time. The primitive list hard-
ware accelerator is able to store a number of the primitives on-chip and to per-
form tile binning based on the primitive bounding box test. This is achieved by
a CAM memory with priority encoders on the outputs, using static RAM bit
cells for storage, but dynamic domino logic for the arithmetic circuits to save
area. The storage includes information related to global scene primitive vertex
data and tags to global scene rasterization state, and the arithmetic circuits are
able to perform primitive bounding box intersection tests against the current
tile boundaries. As the global scene rasterization data contains state chang-
ing commands, i.e., colour shading, occlusion tests, color blending modes,
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and primitives in a strict sequential order, parallel queries in CAM could be
performed using rasterization state tags and the current tile coordinates. The
result is the sequence of rasterization state changing commands and the prim-
itives local for the current tile that are sequentially transferred to the rest of
the rasterization system for rendering a tile at a time. We have shown that by
using the proposed hardware primitive list accelerator the number of instruc-
tions needed on the host processor for primitive tile binning was reduced by
4–9 times and the memory footprint was reduced by3–6 times for our em-
bedded benchmark suite GraalBench, when compared to the software driver
implementation alone. We also have indicated that the cost of the hardware
primitive list accelerator could be accomodated by an embedded rasterizer be-
ing no more than the equivalent of an8KB SRAM memory macro.



Chapter 8

Conclusions

I
n this dissertation, we presented a framework for developing embedded
rasterization hardware for mobile devices, meant to accelerate real-time
3-D graphics applications. In particular, within this framework, we pro-

posed a novel design for an embeddedtile-basedrasterizer called GRAphics
AcceLerator (GRAAL). GRAAL is an OpenGL compliant rasterizer to be used
in a tile-based rasterization scenario, designed to be low-cost, potentially low-
power, having relatively high-performance, and delivering good quality image
results. We have focussed on several key problem areas for tile-based rasteri-
zation such as: rasterization and triangle traversal, antialiasing, and primitive
list sorting. The research activity called for devising new hardware algorithms
in the afore-mentioned areas, and so included algorithm research, high-level
architecture design, and hardware design involving high-level circuit synthesis
and full-custom ASIC design at layout and circuit level. A significant effort
has been made for the creation of targeted hardware/software co-design tool-
boxes and design flows for embedded graphics, in order to fully assessthe
merits of the proposed design. Overall, we have shown that a hardware imple-
mentation using an IC technology node of0.18µm clocked at a frequency of
200MHz could achieve a rendering and a fill rate of2.4 million triangles/s and
460 million pixels/s for typical 3-D graphics workloads, with costs and levels
of power consumption suitable for mobile graphics.

This chapter summarizes our overall investigations and achievements. It is or-
ganized in three sections. Section 8.1 discusses the overall conclusions.Sec-
tion 8.2 presents the major contributions. Section 8.3 proposes further research
directions.

201
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8.1 Summary

In this dissertation, we considered and solved a number of issues associated
with tile-based rasterization. Our overall achievements can be summarized by
the following.

In Chapter 2, a generic 3-D graphics pipeline was overviewed and the main
operations performed were described by laying emphasis on the perspective-
correct rasterization from a theoretical point of view. GRAAL, our proposed
hardware rasterization engine, has implemented, with some variations, all the
operations decribed in there as they are fundamental. The chapter also pre-
sented a brief description of the anti-aliasing theory and a classification of the
existing hardware developments to cope with the aliasing problem. Ample
references were made to the OpenGL specification, the 3-D graphics library
chosen to be hardware accelerated by GRAAL, thus outlining the OpenGL
embodiments of the theoretical aspects presented there-in.

In Chapter 3, an algorithmic view of a potential OpenGL-compliant tile-based
hardware rasterization engine was described. In this context, the termpoten-
tial referred to the proposal that constitutes a platform to build on towards
full OpenGL compliance. This can be achieved only by a combination of
software driver-level techniques and hardware algorithms implemented bythe
rasterization engine. The chapter focussed on the algorithms implemented in
hardware, whereas the software driver-level issues that help augmenting the
hardware capabilities were mentioned only when it was absolutely necessary.
The rasterization engine described is mainly oriented on three-dimensional tri-
angle rasterization, as all the other graphics primitives, e.g., points, lines, and
general polygons, can be reduced to triangles at the software driver-level. The
described rasterization engine is capable to perform well with a multiplicity of
triangle rasterization methods, e.g., filled flat- or Gouraud-shaded, both aliased
or antialiased, with the employed algorithms being selected to strike a balance
between cost, power consumption, performance, and image quality.

Chapter 4 presented the GRAAL framework, a versatile hardware/software co-
simulation and co-design tool for embedded 3-D graphics accelerators devel-
oped by us. Written in SystemC, it includes an extensive library of parameter-
izable graphics pipeline components that can be assembled in a graphics ras-
terizer and plugged together with third-party SystemC models of other various
components (microprocessors, memories, and peripherals) to create an entire
virtual simulation platform. GRAAL framework incorporates tools to assist in
the visual debugging of the graphics algorithms implemented in hardware and
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to estimate the performance in terms of throughput, power consumption, and
area. We have used the framework extensively and effectively throughout the
project to assess the merits of various proposed hardware implementations and
software/hardware partitioning algorithms.

In Chapter 5, an efficient low-cost, low-power hardware implementation ofa
run-time pixel coverage mask generation algorithm for embedded 3-D graph-
ics antialiasing purposes was presented. The area sampling algorithm exploits
the quadrant symmetry property allowing the storage of only the coverage
mask information for a few representative edges in one of the quadrants of
the plane, the rest of the information being derived on the fly via computation-
ally inexpensive operations. In addition, precomputing the coverage masks for
generator edges spread non-uniformly in the angular space of quadrant one,
we reduced the maximum error in coverage from15.25% (assumed by previ-
ous state of the art implementations of similar antialiasing schemes) to8.34%,
while reducing the implementation area significantly by an order of magnitude.

Chapter 6 described an efficient tile-based traversal algorithm hardware im-
plementation to accelerate primitive traversal in 3-D graphics tile-based ras-
terizers. The hardware implementation consists of two components: a sys-
tolic primitive scan-conversion subsystem, using edge functions, and a logic-
enhanced memory, which is filled in several clock cycles with the shape of
a new triangle by the systolic subsystem. The memory internal logic is then
capable of delivering up to four pixels per clock cycle to the pixel processing
pipelines, in a spatial pattern which is very advantageous for texture caching
and for reducing bank clashes in multi-banked SRAM tile buffers, used for
read-modify-write operations associated with depth test and colour blending.
The ghost primitives generated by trivial triangle tile binning implementations
in tile-based rasterization systems are also discarded very fast in4 clock cycles,
reducing significantly the impact on the triangle throughput in such systems.
The hardware implementation has shown that such a design could be clocked
at a frequency of at least200Mhz with reasonable cost and power consumption
figures.

In Chapter 7, we presented a hardware primitive list accelerator that lowers
the effort on the host processor required to generate the tiling lists and reduces
the external memory traffic at the same time. The primitive list hardware ac-
celerator is able to store a number of the primitives on-chip and to perform
tile binning based on the primitive bounding box test. This is achieved by
a CAM memory with priority encoders on the outputs, using static RAM bit
cells for storage, but dynamic domino logic for the arithmetic circuits to save
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area. The storage includes information related to global scene primitive vertex
data and tags to global scene rasterization state, and the arithmetic circuits are
able to perform primitive bounding box intersection tests against the current
tile boundaries. As the global scene rasterization data contains state chang-
ing commands, i.e., colour shading, occlusion tests, color blending modes,
and primitives in a strict sequential order, parallel queries in CAM could be
performed using rasterization state tags and the current tile coordinates. The
result is the sequence of rasterization state changing commands and the primi-
tives local for the current tile that are sequentially transferred to the rest of the
rasterization system for rendering a tile at a time. We showed that by using
the proposed hardware primitive list accelerator, the number of instructions
needed on the host processor for primitive tile binning was reduced by4–9
times and the memory footprint was reduced by3–6 times, for our embedded
benchmark suite GraalBench, when compared to the software driver imple-
mentation alone. We also showed that the cost of the hardware primitive list
accelerator could be accomodated by an embedded rasterizer being no more
than the equivalent of an 8KB SRAM memory macro. Hardware synthesis
has also indicated that the hardware implementation clocked at a frequency of
200MHz could sustain a rendering and fill rate of 2.4 million triangles/s and
460 million pixels/s for typical 3-D graphics scenes.

8.2 Contributions

The major contributions of this study can be summarized as follows:

• We have proposed a versatile hardware/software co-simulation and co-
design tool framework for 3-D graphics accelerators. The tool frame-
work offers a coherent development methodology based on an extensive
library of parametrizable graphics pipeline components modelled at RT-
level in SystemC. The framework is an open system, allowing integra-
tion with other third-party SystemC models to enable an entire embed-
ded platform simulation if desired. The framework incorporates tools to
assist in the visual debugging of the graphics algorithms implemented
in hardware, and to estimate the performance in terms of throughput,
power consumption, and area.

• We have presented a complete mathematical formalism that could be ap-
plied to any tile-based raterization engine. We have described how, after
an initial computational stage called triangle setup, which is relative to
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the current tile and current triangle, operations could be performed to
each pixel (or pixel block), in parallel to other pixels (or pixel blocks),
to generate the triangle stencil or the attributes that are required by the
pixel processing pipelines. Also, we have presented how values, for
neighbouring pixels ocurring within the same pixel block, could be de-
rived using only two-operand additions, which are cheaper to implement
in hardware than multiplications.

• We have proposed an efficient hardware triangle traversal algorithm to
accelerate primitive traversal in 3-D graphics tile-based rasterizers that
has a maximum ghost triangle overhead of 4 clock cycles, a latency of
several clock cycles and could deliver a throughput of up to four pixels
per clock cycle to the pixel pipelines for each triangle.

• We have proposed an efficient, high image quality run-time pixel cov-
erage mask generation algorithm for embedded 3-D graphics antialias-
ing purposes, that is compatible with the above triangle traversal algo-
rithm. The algorithm was implemented assuming4 × 4 subpixel cov-
erage masks and two’s complement number representation. However, it
has a higher degree of generality: it can be incorporated in any antialias-
ing scheme with pre-filtering that is based on algebraic representation of
primitive’s edges, it is independent of the underlying number represen-
tation, and it can be adapted to other coverage mask subpixel resolutions
with the only prerequisite for the masks to be square. For the presented
hardware implementation, the costs are reduced by an order of mag-
nitude and the image quality almost doubles when compared to prior
state-of-the-art implementations.

• We have designed the afore-mentioned proposed algorithms to deliver
the pixels to the pixel pipelines in a special spatial pattern, i.e., Morton
order, one of the space filling curves, that increases the hit ratio of texture
caches and allows for the four pixels, generated simultaneously, to al-
ways be mapped to different memory banks in the local tile framebuffers
thus breaking the read-modify-write dependencies associated with depth
test and colour blending. As a result, the power consumption is reduced
and the performance is increased.

• We have proposed a novel and efficient hardware primitive list sorting
algorithm that lowers on the one hand the effort of the host processor re-
quired to generate the primitive tiling lists and reduces on the other hand
the external memory traffic. For an implementation footprint similar to
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an8KB SRAM memory macro, the number of instructions on the host
processor for tiling list generation was lowered by4–9 times and the
memory cost by3–6 times, for our embedded benchmark suite Graal-
Bench, when compared to the software driver implementation alone.

• We have designed novel hardware circuitry to implement, in a very
efficient manner, the algorithms presented above. Driven by the ever
increasing delays in the interconnect networks with each technology
node, we have adopted modern implementation techniques for embed-
ded design, that not so long ago were the attributes of high-performance
computing: high-throughput circuitry, computation units and data stor-
age interwoven together, and a re-compute rather than a compute-once
distribute-and-reuse-many-times strategy. Therefore, the triangle traver-
sal algorithm uses a systolic primitive scan-conversion subsystem that
has a throughput of 16 pixels per clock cycle. In addition, as a part
of the same triangle traversal algorithm, and for the primitive list sort-
ing algorithm, a logic(arithmetic)-enhanced memory is employed. Spe-
cial considerations were given 1) not to compromise the operational
noise margins of the circuitry and 2) the enhancing logic(arithmetic)
cells to have a layout with a similar pitch to the data storage cells
in order to facilitate high cell integration densities. Therefore, in the
logic(arithmetic)-enhanced memory, the storage cells were implemented
with traditional SRAM circuitry (two cross-coupled inverters generat-
ing the storing latch and two NMOS pass transistors for access), but
the logic(arithmetic) cells were implemented in a domino dynamic logic
style that enabled all the features described above.

8.3 Proposed Research Directions

As a continuation of the research we suggest the following:

• An interesting emerging technology for flexible display, from DIMES,
paving the way to truly ”smart”displays (i.e., packing logic functions
and display functions together in a layered sandwich under the screen
pixel) is the Single Grain TFT technology [77]. While existing OLED
technologies for flexible displays provide very slow TFTs (thin film tran-
sistors) unsuitable even for medium-speed logic implementations, the
SG TFT technology has the merit of providing TFTs with increased car-
rier mobility. The SG TFT technology from DIMES currently makes



8.3. PROPOSEDRESEARCHDIRECTIONS 207

steady advances, promising in a number of years to close the perfor-
mance gap to bulk silicon, and therefore starts becoming an attractive
proposition for integrating a miscellanea of logic functions under the
display proper. As presented in a recent feasibility study [82], I also be-
lieve that moving rasterizer stage functionality to the ”smart” displays
using DIMES SG TFT technology would be a natural and logic step to
pursue, spawning an interesting class of new hardware architectures and
circuit designs, including customized logic enhanced memories akin to
the ones proposed in this thesis.

• In this dissertation we addressed an area sampling antialiasing method,
and full scene antialiasing methods such as supersampling or multisam-
pling with intra-pixel sample resolve case could be readily added to the
rasterizer, as they are fully understood (in these cases the on-chip tile
buffer stores samples instead of pixels and filters them to pixels prior
to the transfer to the external framebuffer). However, we have not ad-
dressed the multisampling scheme withinter-pixel sample resolve case
for tile-based rasterizers (in which pixels have to share, for final filter-
ing, samples with neighbouring pixels), although it generates the same
reported image quality but it only requires half of the number of samples
and consequently it will require half the storage and computation. Future
investigations could find the scheme worthwhile with some trade-offs,
but for the current work, we have considered that the scheme has some
apparent difficulties at the tile edges introducing inter-dependencies in
the tile processing and therefore adding to the implementation costs, and
also potentially having an adverse knock on effect on external memory
traffic between the rasterizer and system memory.

• One of the logic(arithmetic)-enhanced memory problems is that it re-
quires rather significant decoupling capacitors in the voltage supply rails
and a careful layout of the voltage supply network, in order to prevent
a supply voltage drop, that degrades noise margins, due to transient cur-
rents and IR effects (when a new computation with a new tile is re-
quested at the circuit inputs). For this reason, a possible research direc-
tion would be to investigate various trade-offs for a new memory con-
troller, which can stagger in time the start of the internal computations
and alleviate the afore-mentioned shortcomings.

• In this thesis, we have considered that the individual triangles are writ-
ten by the host processor into the primitive lists in memory in a linear
fashion. We recognize that this strategy does not make efficient use
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of the system bus, which is a high-latency, high-throughput device for
which optimal transfers are performed by bursting blocks of data. At the
same time, the triangles are seldom sent by the OpenGL library as indi-
vidual entities and more often they are clustered using various compact
topologies such as triangle meshes and triangle fans, defined by vertex
and index buffers. As future work, it would be interesting to investigate
formats for linked block structures in the system memory, which could
store the vertex and the index buffers and also make efficient usage of
the system bus. In this way, further reductions in the external memory
traffic could be envisaged.

• Whenever the number of triangles is too large to be handled by the hard-
ware implementation, the rasterizer has to perform a series of partial ren-
ders. The implication is that, after each tile which is rasterized, the local
tile buffers have to be written to the system memory in order for the next
partial render (that may rasterize to the same tile) to be able to continue
as if the partial renders have not existed at all. As the synthesized images
exhibit in general a degree of colour continuity, a new research direction
would be to study loseless compression algorithms, with random access
for decompression, suitable for writing the local tile buffers to memory,
and therefore reduce the external memory traffic even further.

• In this dissertation we have addressed only the fixed function rasteriza-
tion pipeline. An interesting research area would be to add full program-
ability to the pixel pipelines, by designing a pixel pipeline processor that
could map efficiently the existing shading languages to a new instruction
set, and that can make use of deferred shading techniques (exploitable
in the tile-based rasterization context) for further energy savings.
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Samenvatting

Dit proefschrift presenteert GRAAL (GRAphics AcceLerator) een ontwikkel-
methodiek voor het ontwerpen van embedded tile-based rasterisatie hardware
voor het versnellen van real-time, 3D grafische (OpenGL) applicaties voor mo-
biele applicaties. Het doel van GRAAL is om betaalbare en zuinige hard-
ware te kunnen ontwerpen die hoge prestaties levert met een goede beeld-
kwaliteit. Het onderzoek in dit proefschrift concentreert zich op een aantal be-
langrijke problemen bij tile-based rasterisatie in hardware, zoals het doorlopen
van de driehoeken, anti-aliasing en het sorteren van lijsten met primitieven.
Een nieuwe hardware oplossing van een driehoeksalgoritme wordt gepresen-
teerd, die bestaat uit een systolisch scanconversie subsystem en een verbeterd
geheugen subsystem. Het resulterende system is in staat om in een zeer vo-
ordelig ruimtelijk patroon4 pixel posities per klokcyclus te produceren. Dit
tegen gereduceerd vermogensgebruik en een verhoogde doorvoervan de pixel
processing pipelines. Oppervlakte anti-aliasing sampling wordt verkregen
door gebruik te maken van een algoritme voor pixel-dekkende maskergener-
atie, dat de kosten reduceert door tijdens de berekening van de maskerdekking
gebruik te maken van de kwadranten symmetrie eigenschap. Het resultaat is
een ontwerp dat tegen aanzienlijk gereduceerde kosten een verdubbelde beeld-
kwaliteit oplevert in vergelijking met de huidige implementaties. Verder wordt
een nieuw en efficient hardware lijst sorteringsalgoritme gepresenteerd,dat in
de eerste fase van het rasterisatieproces de host processor in staatstelt om met
gereduceerde inspanning de sorteerlijst van tiles te produceren en tevens het
externe geheugenverkeer verminderd. Voor een implementatie van het Graal-
Bench testprogramma werd bij een implementatieomvang die gelijk is aan een
8KB SRAM geheugen macro, het aantal benodigde instructies met een factor
4–9× verkleind en de geheugenkosten met een factor3–6× verminderd. Naar
schatting kan een GRAAL ontwerp, met een klokfrequentie van200Mhz, een
rendering en fill rate van2.4 miljoen driehoeken/s en460 miljoen pixels/s voor
doorsnee 3D grafische scenes bereiken.
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